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TPH
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kilometer
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square mile
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total petroleum hydrocarbons

Tonopah Test Range



Closure Report - CAU No. 417
Central Nevada Test Area
Section: Acr & Abbr
Revision: 1

Date: November 5, 2001

ACRONYMS AND ABBREVIATIONS (continued)

ug/kg microgram per kilogram
ug/L microgram per liter

UTM Universal Transverse Mercator
yd? cubic yard

UST underground storage tank

X1




THIS PAGE INTENTIONALLY LEFT BLANK

xii

&9 8



P

i

Closure Report - CAU No. 417
Central Nevada Test Area
Section: Executive Summary
Revision: 1

Date: November 5, 2001

EXECUTIVE SUMMARY

This Closure Report provides the documentation for closure of the Central Nevada Test Area
(CNTA) surface Corrective Action Unit (CAU) 417. The CNTA is located in Hot Creek Valley
in Nye County, Nevada, approximately 22.5 kilometers (14 miles) west of U.S. State Highway 6
near the Moores Station historical site, and approximately 137 kilometers (85 miles) northeast of
Tonopah, Nevada. The CNTA consists of three separate land withdrawal areas commonly
referred to as UC-1, UC-3, and UC-4, all of which are accessible to the public. A nuclear device
for Project Faultless was detonated approximately 975 meters (3,200 feet) below ground surface
on January 19, 1968, in emplacement boring UC-1 (Department of Energy, Nevada Operation
Office [DOE/NV], 1997). CAU 417 consists of 34 Corrective Action Sites (CASs).

Site closure was completed using a Nevada Department of Environmental Protection (NDEP)
approved Corrective Action Plan (CAP) (DOE/NV, 2000) which was based on the
recommendations presented in the NDEP-approved Corrective Action Decision Document
(DOE/NV, 1999). Closure of CAU 417 was completed in two phases. Phase I field activities
were completed with NDEP concurrence during 1999 as outlined in the Phase I Work Plan,
Appendix A of the CAP (DOE/NV, 2000), and as summarized in Section 2.1.2 of this document.
The 34 CASs that comprise CAU 417 were closed in the following manner:

. No further action was taken at 13 CASs (17 sites): 58-05-01, 58-07-01, 58-05-04,
58-09-05 (Mud Pits C and D only), 58-35-01, 58-05-02, 58-09-06 (Mud Pits A, B, C and
D), 58-10-06, 58-19-01, 58-35-02, 58-44-04, 58-05-04, and 58-09-03 (Mud Pit E only).

. Housekeeping activities, collecting scrap materials, and transporting to approved landfill
sites at the Nevada Test Site were used to close seven CASs: 58-44-01, 58-44-02,
58-44-05, 58-98-03, 58-98-01, 58-98-02, and 58-98-04.

. Two small underground storage tanks, CASs 58-05-03 and 58-99-01, were clean closed
by excavation and removal during 1998 site characterization support activities.

. Two septic tanks, CASs 58-05-05 and 58-05-06, were clean closed by backfilling with
clean fill material during 1998 site characterization support activities.

. Site posting with above-grade monuments, attached warning signs, and use restrictions
were used to close seven CASs (nine sites): 58-09-02, 58-09-05 (Mud Pit E only),
58-09-06 (Mud Pit E only), 58-10-01, 58-25-01, 58-09-03 (Mud Pits A, B, and D), and
58-10-05.

. Clean closure by excavation of petroleum hydrocarbon-impacted material with levels

greater than the NDEP Action level of 100 milligrams per kilogram and limited regrading
was used to close five CASs: 58-10-03, 58-44-06, 58-44-03, 58-10-02, and 58-10-04.

Xiii
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. Construction of two engineered covers was used to close CASs 58-09-01 (UC-1 Central
Mud Pit) and 58-09-03 (UC-4 Mud Pit C only) in place. The Central Mud Pit cover was
vegetated and instrumented with time-domain reflectometry sensors to monitor soil
moisture in the cover. The UC-4 Mud Pit C cover was a non-vegetated cover system that
used a geosynthetic clay liner to prevent infiltration from reaching the waste package.
Following cover construction, a fence was erected around each cover and warning signs
posted to prevent damage or intrusion into the covers.

Because CAU 417 has been closed by following the approved CAP (DOE/NV, 2000) the NNSA

requests the CAU 417 be promoted from Appendix III to Appendix VI “Closed Corrective
Action Units” of the Federal Facility Agreement and Consent Order (FFACO, 1996).

Xiv
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1.0 INTRODUCTION

This Closure Report (CR) provides documentation for the closure of the Central Nevada Test
Area (CNTA) surface, Corrective Action Unit (CAU) 417, in accordance with the Federal
Facility Agreement and Consent Order (FFACO) (FFACO, 1996).

The CNTA is located in Hot Creek Valley, Nye County, Nevada, approximately 22.5 kilometers
(km) (14 miles [mi]) west of U.S. State Highway 6, approximately 55 km (34 mi) north of Warm
Springs, Nevada, and approximately 135 km (85 mi) northeast of Tonopah, Nevada (Figure 1).
CNTA consists of three separate land withdrawal areas commonly referred to as UC-1, UC-3,
and UC-4 (Figure 2). The central land withdrawal area, UC-1, spans approximately 2.6 square
kilometers (km?) (1 square mile [mi?]). UC-3 and UC-4 span approximately 3.9 km? (1.5 mi?)
each. UC-3 and UC-4 are located roughly 4 km (2.5 mi) south and north of UC-1, respectively.

All three CNTA land withdrawal areas are accessible to the public. The sites were obtained by

- the Atomic Energy Commission (presently known as the U.S. Department of Energy, National

Nuclear Security Administration [NNSA]) from the U.S. Bureau of Land Management (BLM).
A nuclear device for Project Faultless was detonated approximately 975 meters (m) (3,200 feet
[ft]) below the ground surface (bgs) on January 19, 1968, in emplacement boring UC-1
(Department of Energy, Nevada Operation Office [DOE/NV], 1997). Two other emplacement
borings (UC-3 and UC-4) were drilled on this site. These emplacement borings were not used
and were subsequently closed in place in 1974 by the U.S. Atomic Energy Commission.
Emplacement holes UC-3 and UC-4 are included in the CNTA subsurface CAU 443.

CAU 417 consists of 34 Corrective Action Sites (CASs) (Figure 3) as listed in Appendix III of
the FFACO (FFACO, 1996)). CAU 417 was characterized between September 1996 and June
1998 in four separate field investigations. The results of the CAU 417 site investigation show
that the only constituents of concern (COC) detected was total petroleum hydrocarbons (TPH) in
the diesel/motor oil range whose concentration ¢xceed the Nevada Administrative Code (NAC)
Action level of 100 milligrams per kilogram (mg/kg) (NAC, 1996). The results of the site
characterization are presented in Appendix D of the Corrective Action Decision Document
(CADD) (DOE/NV, 1999). The recommended corrective actions for the 34 CASs are presented
in the CADD for CAU 417 (DOE/NV, 1999). The CASs and the corrective actions taken to
close these CASs are shown in Table 1.
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TABLE 1 - SUMMARY OF CLOSURE ACTIVITIES

CLOSURE ACTIVITY

CORRECTIVE
ACTION SITE

rther
ping

ction
ngineered

over

xcavation
/ Limited
egrading

use-
ee
ite
osting

|
k
Fﬂ
i
;
j

0
u

UC-1 Area

>

58-05-01 - Septic System

58-07-01 - Decontamination Facility Pit X
(same as 58-35-01)*

58-09-01 - Central Mud Pit (CMP) X
58-09-02 - Mud Pit U1A X
58-09-04 - Mud Pit U1B X
58-09-05 - Mud Pit UIC
58-09-05 - Mud Pit U1D X
58-09-05 - Mud Pit UIE X
58-10-03 - Shaker Pad Area UIS X

58-35-01 - Burn Area X
(same as 58-07-01 )*

58-44-01 - Drilling Mud/Grout Piles (2) X
west of the CMP

58-44-02 - Drilling Mud/Grout Piles (2) X
southeast of UC-1 GZ

58-44-05 - Grout Pile northeast of X
UC-1 GZ Area U1X

58-44-06 - Drilling Mud/Grout Pile Area X
uly .

58-98-03 - Waste Pile east of Mud Pit A X
UC-3 Area
58-05-02 - Septic System X
58-05-03 - Recording Trailer Park UST® X
58-05-05 - Septic Tank southeast of UC-3

58-05-06 - Septic Tank at UC-3 Recording X
Trailer Park

58-09-06 - Mud Pit U3A
58-09-06 - Mud Pit U3B
58-09-06 - Mud Pit U3C X ||

b

=

»

b
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TABLE 1 - SUMMARY OF CLOSURE ACTIVITIES (Continued)

CORRECTIVE
ACTION SITE

CLOSURE ACTIVITY

58-09-06 - Mud Pit U3D

urther
ction

>

ouse-

eeping

osting

ite

cavation
/ Limited

:
i

X

egrading
ngineered

Cover

58-09-06 - Mud Pit U3E

58-10-01 - Shaker Pad Area U3S

58-10-06 - Drill Mud/Cuttings Area U3X

>

58-19-01 - Scrap & Trash Dump®

58-25-01 - Area E Spill Southern Outlier

"58-35-02 - Burn Area

58-44-03 - Drill Mud/Grout Spill Area U3Z

58-44-04 - Drill Mud/Grout Spill Area U3Y

58-98-01 - Waste Pile west of UC-3

58-98-02 - Waste Pile south of UC-3

" 58-98-04 - Waste Pile southeast of UC-3

" 58-99-01 - UC3 UST southeast of UC-3
UC-4 Area

R R

58-05-04 - Septic System

58-09-03 - Mud Pit U4A

58-09-03 - Mud Pit U4B

I 58-09-03 - Mud Pit UsC

58-09-03 - Mud Pit U4D

58-09-03 - Mud Pit U4E

58-10-02 - Shaker Pad Area U4S

58-10-04 - Shaker Pad Area U4W

58-10-05 - Shaker Pad Area U4X

Not Assigned - Scrap & Trash Dump east of
UC-4

L

2 The decontamination facility pit and “burn area” were originally identified as two separate sites. However, it was later
determined that what was thought to be the burned material was actually part of the asphalt-covered decon pit liner.

® Underground Storage Tank

© As stated in the NDEP-approved CADD (DOE/NV, 1999), this CAS was never located in the field and therefore was not

closed by housekeeping activities.
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1.1 PURPOSE

The purpose of this document is to:

Document the closure activities as proposed in the Corrective Action Plan (CAP) for
CAU 417 (DOE/NV, 2000).

Obtain a Notice of Completion from the NDEP.

Recommend the movement of CAU 417 from Appendix III to Appendix IV of the
FFACO.

1.2 SCOPE

The following closure activities were implemented for CAU 417:

No further action was taken at CASs: 58-05-01, 58-07-01, 58-09-04, 58-09-05 (Mud Pits
C and D), 58-35-01, 58-05-02, 58-09-06 (Mud Pits A, B, C, and D), 58-10-06, 58-19-01,
58-35-02, 58-44-04, 58-05-04, and 58-09-03 (Mud Pit E only).

Housekeeping activities, including removal of used oil filters, aerosol cans, drums, iron
scrap and piping, and grout/mud piles at CAS 58-44-01, 58-44-02, 58-44-05, 58-98-03,
58-98-01, 58-98-02, and 58-98-04.

Two small underground storage tanks (USTs), CASs 58-05-03 and 58-99-01, were clean
closed by housekeeping activities that included excavation and backfilling with clean fill
material during 1998 site characterization support activities.

Two septic tanks, CAS 58-05-05 and 58-05-06, were clean closed by removing the tank
contents (58-05-05 only), and backfilling with clean fill material during 1998 site
characterization support activities.

Site posting, using concrete monuments with attached warning signs, and establishing use
restrictions to prohibit intrusive activities for CAS 58-09-02, 58-09-05 (Mud Pit E only),
58-09-06 (Mud Pit E only), 58-10-01, 58-25-01, 58-09-03 (Mud Pits A, B, and D) and
58-10-05.

Clean closure of CASs 58-10-03, 58-44-06, 58-44-03, 58-10-02, and 58-10-04 by
excavating and relocating material with TPH levels above the NDEP Action level of
100 mg/kg to the UC-1 Central Mud Pit (CMP) or UC-1 CMP mud relocation trench.
Following excavation, each CAS was re-graded to its approximate original ground
surface contours. To encourage the establishment of native vegetation, the surface of
each CAS was scarified to a depth of 0.3 m (1 ft) bgs.
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Constructing an engineered cover system over CAS 58-09-01 (UC-1 CMP) and CAS
58-09-03 (UC-4 Mud Pit C only). Storm water diversion channels and transplanting
vegetation were incorporated into the UC-1 CMP cover construction. Time-domain
reflectometry (TDR) monitoring and data collection instrumentation was installed in the
UC-1 CMP cover to monitor cover soil moisture content.

Scrap metal unearthed during excavation and recovered during general site housekeeping
activities was transported to the Nevada Test Site (NTS) for reclamation or disposal. All
sanitary trash and debris was disposed of in the Tonopah Test Range (TTR) sanitary
landfill. Approximately 45.4 metric tons (50 tons) of scrap metal and approximately
26.5 cubic meters (m’) (34.7 cubic yards [yd®]) of sanitary trash were transported off-site
for disposal.

1.3 CLOSURE REPORT CONTENTS

This document is divided into the following sections.

Section 1.0 - Introduction (purpose, scope, contents)

Section 2.0 - Closure Activities (description, deviations, schedule, site plan)

Section 3.0 - Waste Disposition (wastes encountered and their appropriate disposal)

Section 4.0 - Closure Verification Results (laboratory analysis)

Section 5.0 - Post-Closure Monitoring Plan

Section 6.0 - Summary and Recommendations

Section 7.0 - References

Appendix A - Verification Sampling Analytical Results

Appendix B - Project Photographs

Appendix C - As-Built Engineering Drawings and Design Change Notices

Appendix D - Sectored Housekeeping Site Closure Verification Documentation

Appendix E - UC-3 Underground Storage Tank and Septic Tank Closure Documentation

Appendix F - Use Restriction Documentation

Appendix G - Sampling, Inspection, Testing, and Acceptance (SITA) Approval Matrix/
Checklist

Appendix H - Post-Closure Inspection Checklists

Appendix I - NDEP Document Review Sheet

The following appendices that are listed in the FFACO-approved Closure Report (CR) outline
are not included in this CR:

Closure Certification - Not applicable
Waste Disposition Documentation - Not applicable
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This report was developed using information and guidance from the following documents:

. Nevada Environmental Restoration Project. Health and Safety Plan, Revision 3,
DOE/NV, 1998.

. Corrective Action Decision Document for Corrective Action Unit 417; Central Nevada
Test Area Surface. Nevada, Revision 1, DOE/NV-524, DOE/NV, 1999.

. Corrective Action Plan for Corrective Action Unit 417: Central Nevada Test Area
Surface, Nevada, Revision 0, DOE/NV-588, DOE/NV, 2000.

Construction of the UC-1 CMP cover was controlled by the construction drawings and quality
assurance (QA) requirements developed in the Construction Quality Assurance Plan, Appendix E
of the CAP (DOE/NV, 2000). The closure of the other CASs that comprise CAU 417 was
controlled by QA requirements identified in the CAP (DOE/NV, 2000). All QA requirements
identified in the CAP (DOE/NV, 2000) were met.

For the five CASs closed by excavation and removal of hydrocarbon impacted material

(Section 2.1.6), no formal data quality objectives were developed. A number of representative
soil verification samples were collected from the excavated areas and analyzed to assure clean
closure of these sites. All QA requirements identified in the CAP (DOE/NV, 2000) for closure
of these CASs were met. In addition, standard laboratory quality assurance/quality control
checks were made during sample analysis by the contract laboratory. Results of these checks are
included with the sample analytical results in Appendix A of this document.
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2.0 CLOSURE ACTIVITIES

This section of the CR details the specific corrective action activities implemented and
completed during the closure of CAU 417. This section also provides a detailed schedule of site
activities as completed. Photographs showing representative activities during site closure are
included in Appendix B of this document.

2.1 DESCRIPTION OF CORRECTIVE ACTION ACTIVITIES

The closure of CAU 417 occurred in two phases of field activity. Phase I activities were
completed in October 1999 and are described in detail in Appendix B of the NDEP-approved
CAP (DOE/NV, 2000). Section 2.1.2 of this document also gives a brief summary of the Phase 1
field activities. The Phase II field activities detailed in the CAU 417 CAP (DOE/NV, 2000),
began in July 2000 and were completed in April 2001, with the majority of activities completed
by October 2000. The Phase II field activities are detailed below in Section 2.1.3. In addition,
eight CASs (Section 2.1.4) were closed as housekeeping sites in June 1998 during the site
characterization field investigation by International Technology Corporation.

Note: For purposes of discussion, CAS closures will be grouped and discussed by closure
activity, rather than geographic location.

2.1.1 Preplanning and Site Preparation

Planning documents prepared prior to beginning CAU 417 closure field activities include the
CAP (DOE/NV, 2000), Field Management Plan (Bechtel Nevada [BN], 2000a), Site Specific
Health and Safety Plan (BN, 2000b), a construction work package, a National Environmental
Policy Act Checklist, a State of Nevada Class II Air Quality Operating Permit, Surface Area
Disturbance Permit, a DOE/NV Real Estate/Operations Permit, BN Hot Work Permit, and a BN
Excavation Permit. A project readiness review meeting was held on May 23, 2000, and a pre-job
briefing was held in June 2000.

2.1.2 Summary of Phase I - 1999 Field Activities

With NDEP approval, Phase I field activities were completed at CNTA between June 30 and
October 15, 1999. Appendix B of the NDEP-approved CAP (DOE/NV, 2000) provides a
detailed discussion of the 1999 Phase I CNTA field accomplishments. As-built drawings for the
Phase I work are included in Appendix C of this document (Drawings T1 - C9). Phase I field
activities included the following:

. Installation of a submersible pump in the HTH-2 supply well south of UC-1. The well
supplied the water used in soil conditioning for construction work.
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. Construction of two sumps close to the supply well to hold construction water and a
pipeline from the well to the sumps.

. Upgrade and repair of site access and haul roads by limited grading.

. Construction of the UC-4 Mud Pit C cover to prove the cover design and construction
methods. Figure 4 gives a schematic cross section of the UC-4 Mud Pit C cover as
constructed. Cover construction activities included:

- Construction of a mud relocation trench at the east end of Mud Pit C.

- Excavation and relocation of drilling mud from UC-4 Area S, CAS 58-10-03, to the
relocation trench.

- Installation of geogrid material directly over the mud pit and relocation trench.

- Placement of a 0.6-m (2-ft) stabilization layer of clean and petroleum
hydrocarbon-impacted material (from UC-1 Area S, UC-3 Area Z, and UC-4 Area W)
directly on the geogrid.

- Placement of a 0.6-m (2-ft) shaping layer of clean fill over the stabilization layer.

- Placement of a 15.2-centimeter (cm) (6-inch [in]) bedding layer of clean fill over the
shaping layer.

- Installation of a geosynthetic clay liner on the bedding layer.

- Placement of a 15.2-cm (6-in) buffer layer over the geosynthetic clay liner.

- Placement of a 0.3-m (1-ft) erosion control layer over the buffer layer.

- Installation of a cover fence, warning signs, and subsidence monuments.

. Excavation of the UC-1 CMP mud relocation trench. All excavated material was used in
the UC-4 Mud Pit C cover construction.

. Installation of concrete above-grade monuments and warning signs at seven CASs
(nine sites). Installation of temporary warning signs only at an additional six CASs
(seven sites).

In addition, settlement monitoring of the two subsidence monuments and three elevation hubs
placed by BN survey crew on the UC-4 Mud Pit C was done. Elevation data were collected
monthly for the first seven months following completion of the UC-4 Mud Pit C cover. The data
show settlement values in agreement with expected calculated values. (See Section 2.1.1.3 of
Appendix A of the CAP [DOE/NV, 2000]). Table 2 shows the data collected through June 1,
2000. Settlement monitoring will be discussed in more detail in the Post-Closure Monitoring
Report to be prepared in 2002. An as-built drawing showing the location of the three additional
survey hubs will be included in the 2002 Monitoring report.
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TABLE 2 - SUMMARY OF UC-4 MUD PIT C COVER ELEVATION

SURVEY DATA
SURVEY LOCATION / ELEVATION?® (meters)
West East North Hub | Center Hub | South Hub
Survey Date Monument | Monument
10/12/1999 1999.269 1999.062 P =P -b
11/29/1999 1999.260 1999.065 - b b
01/14/2000 1999.254 1999.052 1999.018 1999.082 1999.063
02/28/2000 1999.251 1999.053 1999.019 1999.084 1999.065
03/28/2000 1999.247 1999.052 1999.016 1999.082 1999.064
04/27/2000 1999.242 1999.050 1999.013 1999.079 1999.062
|M/2000 1999.241 1999.050 1999.013 1999.079 1999.062

*The 1929 National Geodetic Vertical Datum is used as the elevation datum.

"The North, Center, and South hubs were installed on January 14, 2000 by BN Survey crew.
Monument locations are shown on Drawing C8, Appendix C.

Hub locations will be shown in the first Post-Closure Monitoring Report for CAU 417.

2.1.3 Closure of CASs by No Further Action

Seventeen sites in thirteen CASs (Table 1) were closed by no further action. Analytical results
for characterization samples collected from these sites (Appendix D of CADD [DOE/NV, 1999])
showed no COC present at levels greater than preliminary action levels established in the
Corrective Action Investigation Plan (DOE/NV, 1997). Therefore, these 16 sites are considered
clean and no further corrective action is required, or was performed.

In addition, as stated in Table 2.1 of the NDEP-approved CADD (DOE/NV, 1999), one site,
CAS 58-19-01, originally identified as a housekeeping site located at the UC-3 Recording Trailer
Park, was not located in the field. No further action was taken to close this CAS.

2.1.4 Closure of CASs by Housekeeping Activities

Table 1-1 of the CADD (DOE/NV, 1999) identifies nine CASs as housekeeping sites. Four of
these identified CASs (58-98-01, 58-98-02, 58-98-03, 58-98-04) were closed by housekeeping
activities during 1998 site characterization activities. Three of these identified CASs (58-44-01,
58-44-02, 58-44-05) were closed by housekeeping activities during 2000 field work. One
identified housekeeping site, CAS 58-19-01, as noted in Table 2-1 of the CADD
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(DOE/NV, 1999) was not located in the field and no further action was taken to close it. Also,
housekeeping site UC-1 Area Y, CAS 58-44-06, was clean closed by excavation

(Section 2.1.6.2). In addition, four CASs, two USTs (58-05-03 and 58-99-01), and two septic
tanks (58-05-06 and 58-05-06) were closed by housekeeping activities during 1998 site
characterization activities. The following CASs were closed by implementing the indicated
housekeeping activity:

CAS No. Description of CAS

58-44-01 Drilling mud/grout piles west of UC-1 CMP; material used in CMP cover.

58-44-02 Drilling mud/grout piles southeast of UC-1; material used in CMP cover.

58-44-05 Grout pile northeast of UC-1; material used in CMP cover.

58-98-03 Waste pile (drums, filters, etc.) southwest of UC-1 CMP; metal sent to the NTS
Salvage as scrap metal, remainder disposed of at the U10c Landfill at the NTS
(closed in 1998).

58-05-03 Small UST (three interconnected 55-gallon [gal] drums) located at the UC-3
recording trailer park; contents removed, solidified, tank removed and area over
excavated, verification samples collected and submitted for analysis. All wastes
disposed of at the NTS Area 6 Hydrocarbon Landfill (closed in 1998).

58-05-05 Septic tank southeast of UC-3; the tank was sampled, the contents removed by
pumping, and then backfilled with clean fill (closed in 1998).

58-05-06 Septic tank at the UC-3 Recording Trailer Park; the tank was sampled and
backfilled with clean fill (closed in 1998). No contents were removed as the tank
was empty. '

58-98-01 Waste pile (drums, filters, etc.) west of UC-3; metal sent to NTS Salvage as scrap
metal, trash disposed of at the NTS U10c Landfill (closed in 1998).

58-98-02 Waste pile (drums, filters, etc.) south of UC-3; metal sent to NTS Salvage as
scrap, trash disposed of at the NTS U10c Landfill (closed in 1998).

58-98-04 Waste pile (metal, cable, etc.) southeast of UC-3; metal sent to NTS Salvage as
scrap metal, trash disposed of at the NTS U10c Landfill (closed in 1998).

58-99-01 Small UST (four interconnected 55-gal drums) located southeast of UC-3;
contents removed, solidified, tank removed and area over excavated, verification
samples collected and submitted for analysis. All wastes disposed of at the NTS
Area 6 Hydrocarbon Landfill (closed in 1998).

Copies of the Sectored Housekeeping Site Closure Verification Form for each CAS closed by
housekeeping activities are included in Appendix D.

2.1.4.1 USTs and Septic Tanks Closed by Housekeeping Activities

During June 1998, four CASs consisting of two USTs and two septic tanks located at UC-3 and

the UC-3 Recording Trailer Park were closed. The USTs (CAS 58-05-03, and 58-99-01) were
closed by removing and solidifying the tank contents, excavating and removing the tanks
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(55-gal drums), over excavation of any stained soil beneath the tanks, and backfilling the
excavations with clean fill. Verification soil samples were collected from beneath the removed
UST and from the pit sidewalls from each of the UST excavations and submitted for laboratory
analysis. No samples had COC levels greater than preliminary action levels established in the
CAIP (DOE/NV, 1997) indicating that the USTs were clean closed. All waste, drums, and
stained soils, were transported to the NTS and disposed of in the Area 6 Hydrocarbon Landfill.
Notification of closure of the two USTs was transmitted from the National Nuclear Security
Administration, Nevada Operations Office (NNSA/NV) to NDEP in December 1998 (personal
communication, 1998). Attachment K of Appendix D of the CADD (DOE/NV, 1999) gives the
analytical results for the verification samples collected (U3U101, U3U102, U3U103, U3U104,
U3U105, U3U201, U3U202, U3U203, U3U204, and U3U205). Copies of the Sectored
Housekeeping Site Closure Verification Form for each the closed USTs are included in
Appendix D.

The septic tanks (CAS 58-05-05, and 58-05-06) were closed by collecting characterization
samples from within the tanks, removing the tank contents (58-05-05 only), transporting the
contents to a licensed disposal facility, and backfilling the tanks with clean fill. The clean fill
was obtained from a borrow area just inside the old UC-3 fenced area. (The fence has been
removed.) Approximately 7,570 liters (2,000 gal) of sludge was pumped from the UC-3 septic
tank (CAS 58-05-05) and hauled to a licensed disposal facility by a licensed contractor from
Tonopah, Nevada. Attachment K of Appendix D of the CADD (DOE/NV, 1999) gives the
analytical results for the verification samples collected (CNTAS5001, CNTA5002, CNTAS5003,
and CNTA 5015). Copies of the Sectored Housekeeping Site Closure Verification Form for each
the closed septic tanks are included in Appendix D.

Copies of the letters from the state of Nevada to the NNSA/NV acknowledging the closure of the
two USTs (CAS 58-05-03, and 58-99-01) and the two septic tanks (CAS 58-05-05, and
58-05-06) are included in Appendix E.

2.1.5 Closure of CASs by Site Posting

The CADD (DOE/NV, 1999) identified ten sites (seven CASs) to be closed by site posting and
implementing land-use restrictions. Site posting consisted of placing above-grade monuments to
mark the perimeter of each site. Each monument is cast concrete and has a 0.6 by 0.6-m (2 by
2-ft) square base, is 0.9 m (3 ft) tall, and pyramidal in shape. Each monument was set in a
shallow excavation 0.3 m (1 ft) bgs, backfilled with native soil, and extends approximately 0.6 m
(2 ft) above the ground surface. Signs warning of the presence of buried petroleum-impacted soil
along with contact information were attached to each monument. A brass survey marker
stamped with the coordinates of the monument (Universal Transverse Mercator [UTM], North
American Datum [NAD] 1927) was set in the top center of each monument using sulfaset
cement.
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During 2000 field activities, it was determined that a more appropriate method of closure for
"'CAS 58-44-06, UC-1 Area Y, was by clean closure by excavation (see Section 2.2) rather than by
site posting as stated in the CADD (DOE/NV, 1999). Four concrete monuments placed in 1999
were removed and were reused to post CAS 58-10-05, UC-4 Area X. New survey data were
generated for the reused monuments and is presented on drawing C4 in Appendix C.

The following sites were closed by posting with above-grade monuments and warning signs
during 2000 field activities.

CAS Number Description

58-09-02 UC-1 Mud Pit A - 4 monuments

58-09-05 UC-1 Mud Pit E - 4 monuments

58-09-06 UC-3 Mud Pit E - 4 monuments

58-10-01 UC-3 Shaker Pad Area S - 4 monuments

58-25-01 UC-3 Area E Spill Southern Outlier - 8 monuments
58-09-03 UC-4 Mud Pit A - 4 monuments

58-09-03 UC-4 Mud Pit B - 4 monuments

58-09-03 UC-4 Mud Pit D - 4 monuments

58-10-05 UC-4 Area X - 4 monuments

Use restriction forms for the seven CASs (nine sites) are contained in Appendix F. Limits of the
restricted area boundaries are shown on Drawings C2, C3, and C4 in Appendix C.

2.1.6 Closure of CASs by Excavation and Relocation of Petroleum-Impacted Material

The CADD (DOE/NV, 1999) identified four CASs to be clean closed by excavation and disposal
of petroleum hydrocarbon-impacted material in the UC-1 CMP cover system (Table 1). These
sites had petroleum hydrocarbon levels in soil/mud that exceeded the NDEP action level of

100 mg/kg. In addition to the four CASs identified in the CADD (DOE/NV, 1999), a fifth site,
UC-1 Area Y (CAS 58-44-06), was clean closed by excavation (see Section 2.1.6.2). Clean
closure was considered a preferable closure option to posting for this site because the levels of
TPH in the soil were low (197 mg/kg maximum value, Appendix D of CADD [DOE/NV, 1999]),
the volume of impacted soil was small, and the potential impact to site vegetation was minimal.

2.1.6.1 Closure of UC-1 Area S - CAS 58-10-03

A total of approximately 1,177 m? (1,540 yd®) of petroleum hydrocarbon-impacted soil was
excavated from UC-1 Area S, CAS 58-10-03, and transported to and used in the UC-1 CMP
cover construction. On July 31 and August 1, 2000, approximately 1,102 m? (1,440 yd®) of
material was excavated from an area measuring approximately 45.5 by 40 m (150 by 130 ft) and
extending to 0.6 m (2 ft) bgs. Five soil verification samples were collected from the bottom of
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the excavation on August 1, 2000 (Figure 5) and submitted for TPH analysis to an off-site
contract laboratory. Four of the samples had TPH levels below the NDEP action level for
petroleum hydrocarbons (100 mg/kg). Sample UC1SV1 had a TPH value of 170 mg/kg, which
was greater than the NDEP action level (100 mg/kg). As a result, on August 7, 2000, an
additional 76.5 m® (100 yd®) of soil was excavated from an area centered on the location of
sample UC1SV1, measuring approximately 12.5 by 12.5 m (41 by 41 ft) to a depth of 0.46 m
(1.5 ft) bgs. The excavated soil was used in the construction of the CMP cover. A sixth soil
verification sample, UC1SV6, was collected on August 8, 2000, from the bottom of this
over-excavated area and submitted for TPH analysis. TPH results for sample UC1SV6 were less
than the NDEP action level for petroleum hydrocarbons (100 mg/kg). Analytical results for the
verification samples are provided in Table 3 and discussed in Section 4.1.1. Based upon the
results of sample UC1SV6, it was determined that additional removal of material from UC-1
Area S was not required (see Drawing C25, Appendix C).

All material removed from UC-1 Area S was excavated using a front-end loader and transported
to the CMP using dump trucks. After verification sampling indicated that clean closure was
achieved, the area was graded to restore natural drainage patterns and scarified to a depth of
approximately 0.3 m (1 ft) bgs to encourage the establishment of native plant species. A water
master was used to control dust generated during excavation and grading. Final site grading was
completed on August 18, 2000.

2.1.6.2 Closure of UC-1 Area Y - CAS 58-44-06

A total of approximately 84 m* (110 yd®) of petroleum hydrocarbon-impacted soil was excavated
from UC-1 Area Y, CAS 58-44-06, and transported to the UC-1 CMP. On August 25, 2000,
approximately 38 m® (50 yd®) of material was excavated from a 9 by 9 m (30 by 30 ft) area, to a
depth of 0.5 m (1.6 ft) bgs. Two soil verification samples were collected from the bottom of the
excavation (Figure 6), and submitted for TPH analysis to a contract laboratory. Sample
UC1YV2 had a TPH value of 107 mg/kg, slightly greater than the NDEP action level for
petroleum hydrocarbons (100 mg/kg). As a result, on August 31, 2000, an additional 46 m®

(60 yd®) of soil was excavated from an area centered on the location of sample UC1YV2, and
measuring approximately 12 by 12 m (40 by 40 ft) to a depth of 0.3 m (1 ft) bgs. A third soil
verification sample, UC1YV3, was collected from the bottom of this over-excavated area and
submitted for TPH analysis. Results for UC1YV3 were less than the NDEP action level for
petroleum hydrocarbons. Analytical results for these samples are discussed in Section 4.1.1
(Table 3). Based upon the results of sample UC1YV3, it was determined that additional
removal of material from UC-1 Area Y was not required (see Drawing C37, Appendix C).

All soil removed from UC-1 Area Y was excavated using a front-end loader and transported to
the CMP using dump trucks. After verification sampling indicated that clean closure was
achieved, the area was graded to restore natural drainage patterns and scarified to a depth of
approximately 0.3 m (1 ft) bgs to encourage the establishment of native plant species. A water
master was used to control dust generated during excavation and grading. Final site grading was
completed on September 12, 2000.
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TABLE 3 - SUMMARY OF ANALYTICAL RESULTS FOR TPH IN VERIFICATION SAMPLES

SAMPLE SAMPLE GASOLINE DIESEL OIL TOTAL
IDENTIFICATION DATE C8-C12 C12-C22 C12-C34 TPH
(m&g) (mg/kg) (mg/kg) m
UC-1 Area S, CAS 58-10-03
UCISVI* 08/01/2000 N/A 170 N/A 170
UCISV2* 08/01/2000 N/A 41 N/A 41
UCISV3* 08/01/2000 N/A 62 N/A 62 "
UC1SV4* 08/01/2000 N/A 20 N/A 20 4 "
UCISV5* 08/01/2000 N/A 24 N/A 24 |
UC1SV6* 08/09/2000 N/A <20 N/A <20
UC-1 Area Y, CAS 58-44-06
UC1YV1 08/25/2000 <10 39 <50 39
UC1YV2 08/25/2000 38 <10 69 107
UCIYV3* 08/31/2000 N/A <20 N/A <20
UC-3 Area Z, CAS 58-44-03
UC3ZV1* 08/03/2000 N/A <20 N/A <20
UC3ZV2* 08/03/2000 N/A <20 N/A <20
UC3ZV3* 08/03/2000 N/A <20 N/A <20
UC3ZV4* 08/03/2000 N/A <20 N/A <20
UC3ZV5* 08/03/2000 N/A <20 N/A <20
20
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TABLE 3 - SUMMARY OF ANALYTICAL RESULTS FOR TPH IN VERIFICATION SAMPLES

(Continued)
SAMPLE SAMPLE GASOLINE DIESEL OIL TOTAL
IDENTIFICATION DATE C8-Cl12 C12-C22 C12-C34 TPH
(mg/kg) (mg/kg) (m&g_) m
UC4SV16 08/28/2000 N/A <20 N/A N/A
UC4SV17 08/28/2000 N/A <20 N/A N/A
UC4SV18 08/28/2000 N/A <20 N/A N/A
HUC-4 Area W, CAS 58-10-04
UC4WV1* 08/04/2000 N/A <20 N/A <20
UC4WV2* 08/04/2000 N/A 38 N/A 38
UC4WV3* 08/04/2000 N/A 32 N/A 32
UC4WV4* 08/04/2000 N/A <20 N/A <20
“ UC4WV5* 08/04/2000 N/A 20 N/A 20
Lucswver 08/04/2000 NA <20 na | 9
otes:

See Appendix A for the data reports for all verification samples.

* Sample analyzed for TPH in Diesel Range Organics (C10 to C28) only. Reporting (Detectlon) Limit is 20 mg/kg.

The NDEP action level for TPH is 100 mg/kg.

All verification samples were collected from the bottom of the indicated excavated areas (except for samples UC4SV1 -5, see  section 4.1.1)
“<“ indicates that the result was less than the reporting limit. For example, “<10" means the result was less than the reporting limit of 10 mg/kg.

TPH analysis method was EPA Method SW8015M (EPA, 1996).

Analytical results for blank and ms/msd quality assurance/quality control samples are not shown.
mg/kg - milligram per kilogram

N/A - Not Applicable

TPH - Total petroleum hydrocarbons
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2.1.6.3 Closure of UC-3 Area Z - CAS 58-44-03

Between July 31 and August 3, 2000, a total of approximately 1,622 m® (2,120 yd®) of
hydrocarbon-impacted soil was excavated from UC-3 Area Z, transported to the UC-1 CMP, and
incorporated into the CMP cover. An area measuring approximately 52 by 52 m (170 by 170 ft)
was excavated to an approximate depth of 0.6 m (2 ft) bgs. Six soil verification samples
(UC3ZV1 through UC3ZV6) were collected from the bottom of the excavated area (Figure 7),
and were submitted for TPH analysis to a contract laboratory. TPH levels for all six samples
were below the NDEP action level for petroleum hydrocarbons (100 mg/kg). Sample analytical
results are provided in Table 3 and discussed in Section 4.1.1. Based upon the verification
sample results, it was determined that additional removal of material from UC-3 Area Z was not
required (see Drawing C26, Appendix C).

All soil removed from UC-3 Area Z was excavated using a front-end loader and transported to
the CMP using dump trucks. After verification sampling indicated that clean closure was
achieved, the area was graded to restore natural drainage patterns and scarified to a depth of
approximately 0.3 m (1 ft) bgs to encourage the establishment of native plant species. A water
master was used to control dust generated during excavation and grading. Final grading was
completed on August 17, 2000.

2.1.6.4 Closure of UC-4 Area S - CAS 58-10-02

Between August 2 and 22, 2000 approximately 5,872 m* (7,680 yd®) of hydrocarbon-impacted
drilling mud was excavated from UC-4 Area S and relocated to the UC-1 mud relocation trench.
The material was excavated using two front-end loaders and transported to UC-1 using dump
trucks. UC-4 Area S spans a small east-west trending drainage located north of the UC-4
emplacement hole. Area S has an upper area at the west end of the drainage, and a lower area at
the east end of the drainage adjacent to the dirt access road. The upper west excavation measured
approximately 25 by 70 m (82 by 230 ft) and extended to approximately 2.4 m (8 ft) bgs. The
majority of material removed was on the south side of the drainage. The lower excavation
measured approximately 30 by 30 m (98 by 98 ft) and extended to a depth of 1.83 m (6 ft) bgs.
The drainage area joining the upper and lower areas was not excavated because no waste material
was identified as being present during the characterization study (Appendix D of the CADD,

- [DOE/NV, 1999]).

During the 1999 Phase I field activities, approximately 138 m? (180 yd®) of drilling mud material
was excavated from the lower eastern portion of Area S and used in the UC-4 Mud Pit C cover
construction (see Appendix B of CAP [DOE/NV, 2000]). At this time, it was discovered that the
upper west portion of Area S consisted primarily of drilling mud material, and not granular soil
material as originally thought. To clean close the area, drilling mud was excavated from both the
upper western, and lower eastern portions of the CAS. A total of 18 verification samples were
collected on three different dates from the site and submitted for TPH analysis. Analytical
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results for the samples are given in Table 3. Figure 8 shows the area layout and the location of
the verification samples.

On August 16, 2000, five samples (UC4SV1 through UC4SV5) were collected from the area,
three from the upper area along the southern wall of the excavation, and two from the lower area
along the eastern wall of the excavation. All samples were collected from darkly stained material
directly from the walls of the excavation. At the request of NDEP personnel and in an effort to
limit the extent of the area excavation, these samples were submitted for TPH analysis by
fraction to determine if long-chain hydrocarbons were present (personal communication, 2000a).
Sample results (Table 3) showed no hydrocarbon fractions in concentrations greater than the
NDEDP action level for petroleum hydrocarbons (100 mg/kg). These results established the
southern boundary of the upper area excavation, and the eastern boundary (the dirt access road)
of the lower area excavation.

On August 22, 2000, ten verification samples (UC4SV6 through UC4SV15) were collected from
the bottom of the upper and lower excavated areas (Figure 8). Samples UC4SV9, UC4SV12,
and UC4SV 14 had TPH levels above the NDEP action level for petroleum hydrocarbons
(100 mg/kg). As aresult, at each of these three verification sample sites, an area measuring
approximately 6 by 6 m (20 by 20 ft) was over excavated to approximately 0.3 m

(1 ft) bgs and additional verification soil samples were collected. Samples UC4SV 16,
UC4SV17, and UC4SV18 were collected on August 28, 2000, from the bottom of these three
over-excavated areas and submitted for TPH analysis. TPH levels for these three verification
samples were less than the NDEP action level for petroleum hydrocarbons (100 mg/kg). The
analytical results are discussed in Section 4.1.1 (Table 5). Based upon the results of samples
UC4SV16, UC4SV17, and UC4SV18, it was determined that additional removal of material
from UC-4 Area S was not required (see Drawing C27, Appendix C).

All material removed from UC-4 Area S was placed directly into the UC-1 CMP mud relocation
trench and stacked using a front-end loader. After verification sampling indicated that clean
closure was achieved, the area was graded to restore natural drainage patterns and scarified to a
depth of approximately 0.3 m (1 ft) bgs to encourage the establishment of native plant species. A
water master was used to control dust generated during excavation and grading. Final grading
was completed on September 14, 2000.

2.1.6.5 Closure of UC-4 Area W - CAS 58-10-04

UC-4 Area W is located in the wash south of the UC-4 Mud Pit C cover access road. On

August 2 and 3, 2000, a total of approximately 290 m* (380 yd®) of petroleum hydrocarbon-
impacted soil was excavated from Area W and used in the UC-1 CMP cover construction. An
area measuring approximately 40 by 12 m (140 by 40 ft) was excavated to an approximate depth
of 0.6 m (2 ft) bgs. Six soil verification samples (UC4WV1 through UC4WV6) were collected
from the bottom of the excavation on August 4, 2000 (Figure 8), and submitted for TPH analysis.
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TPH results for the six verification samples were less than the NDEP action level for petroleum
hydrocarbons (100 mg/kg). The analytical results are provided in Table 3 and discussed in
Section 4.1.1. Based on the sample results, additional removal of material from UC-4 Area W
was not required (see Drawing C27, Appendix C).

All soil removed from Area W was excavated using a front-end loader and transported to the
CMP using dump trucks. After verification sampling indicated that clean closure was achieved,
the area was graded to restore natural drainage patterns and scarified to a depth of approximately
0.3 m (1 f) bgs to encourage the establishment of native plant species. A water master was used
to control dust generated during excavation, grading, and scarifying. Final grading was
completed on August 11, 2000.

2.1.7 Closure of UC-1 Central Mud Pit - CAS 58-09-01 Corrective Actions

The UC-1 CMP was closed by constructing an engineered cover over the mud pit. The
constructed cover system consists of a geogrid placed directly over the drilling mud to support
heavy equipment, covered by a vegetated monolayer cap. Figure 9 shows a schematic cross
section of the constructed cover. As-built drawings for the cover construction are found in
Appendix C.

Cover construction activities included the following. The mud relocation trench adjacent to the
western end of the CMP excavated in 1999 was enlarged to hold the additional drilling mud
discovered at UC-4 Area S. An anchor bench was cut around the CMP and geogrid placed on the
mud surface and anchored to the bench. Once all the mud from UC-4 Area S had been placed in
the mud relocation trench, an anchor bench was cut around the trench and geogrid placed over
the mud and anchored to the bench. The vegetated stabilization layer was constructed by placing
two 0.6-m (2-ft) lifts of soil over the geogrid. The first 0.6-m (2-ft) lift consists of clean soil
from the original berms surrounding the CMP and from the excavation of the mud relocation
trench, and hydrocarbon-impacted soil excavated from five CASs that were clean closed (Section
2.1.6). Material for the initial 06-m (2-ft) stabilization layer lift was dumped at the edges of the
CMP and pushed into placed on the geogrid using Low Ground Pressure (LGP) bulldozers. The
second 0.6-m (2-ft) stabilization layer lift consists of clean soil from the CMP berms and the
excavation of the flood diversion channels. Clean soil was dumped on the initial lift, and pushed
into place using LGP and D9 bulldozers. The cover was then scarified to a depth of 0.3 m (1 ft)
using a motor grader, seeded with native plant species, and mulched with straw to prevent wind
erosion. Diversion channels to route run-on and run-off away from the cover were excavated to
the west and east of the cover. Twelve subsidence monuments were placed on the cover to
monitor subsidence. A barbed wire and mesh fence was constructed to limit access to the cover.
TDR probes and recording instrumentation used to measure the soil moisture in the cover were
placed at two locations in the cover. In April 2001, approximately 5,000 native plants were
transplanted by hand to the cover. Specific details regarding the cover construction are discussed
below.

28



Closure Report - CAU No. 417
Section: Closure Activities
Central Nevada Test Area

Revision: 1
Date: November 5, 2001

NOILOIS SSOUD HHAOD Lid AN TVIALNID 1-001 - 6 TANDIA

AN DNITIRIA
(@aganLsIq)
JIVOOTH

ANW ONITINA

dJAO0D TIOS YAV T-ONOW

o

29




Closure Report - CAU No. 417
Central Nevada Test Area
Section: Closure Activities
Revision: 1

Date: November 35, 2001

2.1.7.1 Site Preparation

Eight abandoned stand pipes, located in the CMP, measuring approximately 0.9 m (3 ft) in
diameter and extending approximately 0.6 m (2 ft) above the surface of the mud, were cut using a
cutting torch and moved to the scrap metal pile. A “raft” constructed of two 208 L (55 gal)
drums and wood planking was moved from the CMP to the scrap/trash pile. Iron piping
imbedded in the northern berm was pulled free from the berm, cut into manageable sized lengths,
and moved to the scrap metal pile using a front-end loader. All rocks and debris lager than 15
cm (6 in) in diameter were removed from the CMP mud surface by hand. The existing barbed
wire fence, wood and metal fence posts, and attached warning signs were removed. The berms
surrounding the CMP and the area separating the CMP from the mud relocation trench were
cleared of brush using a front-end loader. An access path for heavy equipment was cut in the
existing berms. Minor road repairs-and improvements were made to the UC-1 and UC-4 access
roads using a motor grader. A site command trailer and generator to provide electrical power, a
Conex box for storage, two-above ground fuel tanks (1,893 and 3,785 L [500 and 1,000 gal]),
two portable toilets, a temporary loading dock, and a small brushed area for emergency air
vehicles were established as the site command center. An electrical generator to power the
submersible pump in well HTH-2 was connected and the pipe line from the well head to the
sumps was reestablished.

2.1.7.2 Relocation Trench Construction

During the 1999 field activities, a trench was excavated adjacent to the UC-1 CMP. The trench
was originally designed to hold an estimated 1,145 m® (1,500 yd®) of drilling mud that was to be
relocated from UC-4 Area S. During 1999, additional drilling mud material was discovered at
the west end of UC-4 Area S bringing the approximate total amount of mud to be excavated and
moved to UC-1 to 5,202 m? (6,800 yd®). As a result of the discovery of the additional mud, the
UC-1 mud relocation trench was expanded during year 2000 field activities.

From August 2 to 22, 2000, the UC-1 mud relocation trench was expanded from the original
dimensions. The final excavated trench measured approximately 23.5 by 40.7 m (77.1 by

133.5 ft) at the bottom of the trench, and was 6.5 m (21.3 ft) deep on the western bank, and was
3.7 m (11.5 ft) deep on the eastern bank. The north and south ends of the trench were cut to a
slope of 4:1 or shallower to allow access of heavy equipment. The additional clean soil
excavated from the trench, was used in the CMP cover construction. A bulldozer and two
scrapers were used to excavate the relocation trench. Also, the berm separating the CMP and the
mud relocation trench was cleared of brush and cut to the designed height and slope angle using a
bulldozer and scrapper. The bench was sloped to the east to blend the higher mud relocation
trench with the lower CMP (see Drawing C29, C30, and C31 Appendix C).
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2.1.7.3 Relocation of Drilling Mud from UC-4 Shaker Pad Area S - CAS 58-10-02

From August 2 to 22, 2000, approximately 5,872 m® (7,680 yd*) of drilling mud was excavated
from UC-4 Area S, transported to UC-1, and placed in the mud relocation trench adjacent to the
CMP. The material was excavated using two front-end loaders and transported using four end
dump trucks. The trucks drove into the relocation trench and dumped the drilling mud directly
on to the bottom of the trench. The drilling mud was then moved and stacked to the final height
using a front-end loader.

Once all the drilling mud had been placed in the trench, a geogrid anchor bench was cut around
the trench perimeter. The west portion of the anchor bench was cut using a track hoe. The track
hoe was operated from the top of the west bank of the trench to reach down into the trench
approximately 3 to 4.5 m (10 to 15 ft) and cut the anchor bench. The north and south portions of
the anchor bench were cut using a front-end loader. The berm separating the relocation trench
and the CMP served as the east side of the anchor bench. This berm was graded to slope to the
east using scrapers, a bulldozer, and a motor grader. This configuration produced a smooth
transition from the higher relocation trench to the lower CMP. The surface of the mud in the
trench was leveled by tamping with the track hoe bucket. Finally, geogrid was placed by hand
over the surface of the mud in the trench (see Section 2.1.7.4).

2.1.7.4 Installation of Geogrid
2.1.7.4.1 The Central Mud Pit

A geogrid material manufactured by Huesker Inc. (product name Fornit 30 Geogrid) was placed
directly over the surface of the mud in the CMP. The geogrid was a heavy woven plastic
material that laterally distributed the weight of the overlying cover soils, supported the heavy
equipment used to place soils, and provided a suitable sub-base for the cover. A forklift fitted
with a carpet stinger was used to retrieve rolls of the geogrid from the loading area and to
suspend the roll while the leading edge was advanced by hand across the CMP. Each panel of
geogrid material was rolled out from the south anchor bench, across the CMP to the north anchor
bench, and cut to extend a minimum of 1.5 m (5 ft) onto both anchor benches. Once in place, a
front-end loader was used to place a 0.6-m (2-ft) thick anchoring layer of clean soil on the
geogrid over the anchor bench. The anchoring soil layer was placed from the outside edge of the
geogrid inward for 3 m (10 ft) around the entire perimeter of the CMP. Panels of geogrid
material were laid in place beginning at the east end of the CMP and progressing to the west end
of the CMP. Edge overlaps of geogrid panels measured a minimum of 1.2 m (4 ft), and end
overlaps of panels measured a- minimum of 3 m (10 ft) (Appendix E of CAP [DOE/NV, 2000]).
A total of 40 panels (35 rolls) of geogrid material were used to cover the CMP surface and were
placed in on July 26, 27, and 28, 2000.
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2.1.7.4.2 The UC-1 Mud Relocation Trench

Once the mud relocation trench was filled with drilling mud and the surface leveled, geogrid
material (Fornit 30 Geogrid) was placed by hand directly over the mud surface. Due to the
physical properties of the drilling mud, the cover design specified that two layers of geogrid be
used to used to cover the relocated drilling mud to assure that cover soils and the equipment
would be supported. The first layer of geogrid material was placed from the anchor bench on the
west edge of the trench, over the trench, over the berm at the east edge of the trench, and
overlapping onto to CMP geogrid approximately 1.5 m (5 ft). These panels were placed
beginning at the north end of the trench, and ending at the south end of the trench. The second
layer of geogrid was placed in panels running from the south anchor bench to the north anchor
bench. This layer was laid in panels beginning at the west side of the trench, and working to the
east anchor bench. Edge overlap for geogrid panels measured a minimum of 1.2 m (4 ft), and
end overlaps of panels measured a minimum of 3 m (10 ft) (Appendix E of CAP [DOE/NV,
2000]). Twenty-one panels were placed running west to east for the first geogrid layer. Eight
panels were placed running south to north for the second geogrid layer. After the second layer of
geogrid material was laid out, a front-end loader was used to place a 0.6-m (2-ft) thick anchoring
layer of clean soil on the geogrid over the anchor benches. The anchoring layer was placed from
the outside edge of the geogrid inward for 3 m (10 ft) around the entire perimeter of the mud
relocation trench. A total of 17 rolls of geogrid was used to cover the relocation trench. Geogrid
placement over the mud relocation trench was completed on August 24, 2000.

2.1.7.5 UC-1 Central Mud Pit Cover Construction - CAS 58-09-01

The UC-1 CMP cover is a vegetated monolayer design that follows the pre-existing contours of
the CMP. Figure 9 presents a schematic cross section of the CMP cover as constructed. The
cover is concave and designed to drain run-off to the cover center and then east off the cover
through a cut in the cover berm. Precipitation that infiltrates into the cover is removed from the
cover by transpiration by the plants growing on the cover. Construction of the CMP cover began
on July 18, 2000, and was completed on September 12, 2000. The seeding of the cover was
completed on October 20, 2000, and the transplanting of native species was completed on

April 13, 2001. Cover construction activities consisted of the following:

. Removing piping and debris from the CMP.

. Cutting an anchor bench around the CMP and mud relocation trench.
. Installing geogrid material over the drilling mud (Section2.1.7.3).
. Placing a 1.2-m (4-ft) stabilization layer as two 0.6-m (2-ft) thick lifts over the geogrid.
. Constructing a fence around the cover.
. Scarifying and seeding the cover surface.
. Placing subsidence monuments on the cover.
. Installing soil moisture monitoring instrumentation.
. Constructing diversion channels to route run-on and run-off away from the cover.
. Transplanting native plants onto the cover.
32
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Once the geogrid was installed and anchored in place, work began on placing the first 0.6-m
(2-1t) lift of the stabilization layer. The first lift was comprised of both clean soil and petroleum
hydrocarbon-impacted granular soil. Clean fill was obtained from the excavation of the mud
relocation trench, and from the existing earthen berms surrounding the CMP. Petroleum
hydrocarbon-impacted soil was from the clean closure of four CASs, 58-10-03, 58-44-06, 58-44-
03, and 58-10-04. Both clean soil and hydrocarbon-impacted soil was placed at the edge of the
CMP on the geogrid anchoring layer and pushed onto the geogrid using LGP bulldozers. A
0.6-m (2-ft) lift of fill was advanced from the edges to the center of the CMP from both the north
and south sides of the CMP, always maintaining a minimum of 0.6 m (2 ft) of material beneath
the LGP bulldozers. Elevation stakes showing a level 0.6 m (2 ft) above the mud surface were
placed and maintained by a grade checker throughout the CMP. The first lift had a minimum
thickness of 0.6 m (2 ft).

The second 0.6-m (2-ft) lift of the stabilization layer was clean soil obtained from the original
berms surrounding the CMP and the excavation of the diversion channels. Clean soil was placed
near the edges of the cover and pushed into place using LGP and D9 bulldozers. Elevation
stakes showing a level 1.2 m (4 ft) above the mud surface were placed and maintained by a grade
checker throughout the CMP while this lift was placed. This layer was first laid across the center
of the CMP and then advanced toward both the east and west ends of the CMP. The second lift
had a minimum thickness of 0.6 m (2 ft). The final surface of the second lift was shaped to the
designed slope as shown on Drawing C30, Appendix C.

The stabilization layer over the mud relocation trench was constructed of two 0.6-m (2-ft) thick
lifts. Both lifts are clean soil from the excavation of the diversion channels. Soil was placed at
the north and south edges of the trench and moved into place using LGP dozers. The
stabilization layer over the berm dividing the CMP and mud relocation trench, was used to blend
 the higher finished trench cover surface with the lower finished CMP cover surface as the cover
design specified (see Appendix C, Drawing C33). '

Following the completion of the final grading of the cover, the entire cover surface was scarified
to a depth of approximately 0.3 m (1 ft) bgs to encourage the establishment of cover vegetation
(see section 2.1.7.6). Twelve subsidence monuments were installed, three over the relocation
trench, and nine on the CMP. The pre-cast concrete monuments measured 0.6 by 0.6 m by

15 cm (2 by 2 ft by 6 in) thick, and were set 10 cm (4 in) below grade in a grout slurry and
backfilled with soil (see Drawing C36). A brass survey pin was set in the center of each
monument using Sulfaset. Coordinates for each survey pin were stamped onto the pin (see
Drawing C36). Subsidence data (changes in the elevation of the subsidence monuments) will be
provided in future CAU 417 Post-Closure Monitoring Reports.

A 1.2-m (4-ft) high four strand barbed wire and chicken wire fence was constructed around the
CMP cover area (see Appendix C, Drawing C32). Fence posts were driven into the ground at
1.5-m (5-ft) intervals around the cover. Each fence post was driven approximately 0.5 m (1.6 ft)
into the ground with approximately 1.2 m (4 ft) of post exposed. A grader was used to cut a
0.3-m (1-ft) deep “V” shaped trench at the base of the fence line. A 1.2-m (4-ft) lap of chicken
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wire mesh was placed at the bottom of this cut and attached to the barbed wire fence. The grader
was used to back fill the cut burying the first 0.3 m (1 ft) of mesh, leaving 0.9 m (3 ft) of mesh
exposed and attached to the wire fence. The mesh fencing is required to prevent animals from
burrowing under the fence and destroying the vegetation. Signs warning of the presence of
buried petroleum-impacted soil were attached to the fence at 14 locations (see Appendix C,
Drawing C32).

2.1.7.6 Establishment of Vegetative Cover

Vegetation was established on the cover by first preparing the cover for seed, seeding the cover,
applying mulch to encourage seed germination and provide protection from the wind, and finally
transplanting the year-old native plant species.

The cover was prepared for seeding by scarifying the surface to an approximate depth of 0.3 m

(1 ft) bgs. Next, a seed mix of native species was broadcast on the cover using a seed drill and
harrowed into the cover surface using a drag chain. Straw was then blown over the cover using a
straw blower, and crimped into place using a crimping machine. The straw acts as mulch for the
seed, provides organic mater, and reduces the potential for erosion of the cover. A total of 105
kilograms (231.7 pounds) of bulk seed mix was applied to the UC-1 CMP cover. Table 4 gives
the breakdown of the seed mixture by species and percentage of the total mixture.

During April 2001 approximately 5,200 native transplants were planted on the UC-1 CMP cover.
The transplants consisted of a mix of big sagebrush, fourwing saltbush, rubber rabbitbrush, and
Douglas rabbitbrush. All of the plant species are native to the CNTA area. Each transplant was
placed by hand in a 13-cm (5 in) diameter hole drilled to a depth of 30.5 to 40.6 cm (12 to

16 in) bgs using a gasoline-powered hand auger. Soil was backfilled and tamped firmly into
place by hand around the root ball of each transplant. Following planting, each transplant
received approximately 3.8 L (1 gal) of water. Table 5 gives the number and type of plants
transplanted to the CMP cover.

2.1.7.7 Installation of TDR Soil Moisture Probes

After completion of construction and prior to seeding of the CMP cover, a TDR system was
installed to monitor soil moisture in the cover. The system consists of 16 TDR sensors, cabling
connecting each sensor to a datalogger which collects the data, a battery and solar panel to power
the equipment, and a transceiver for remote retrieval of data and access to the datalogger
programing. The TDR sensors were placed in two pits excavated with a backhoe on the cover.
The pits measured approximately 0.9 by 1.8 m (3 by 6 ft), and were dug to a depth of
approximately 1.4 m (4.5 ft) below the cover surface, down to the level of the geogrid. In each
pit, two TDR sensors were placed at 0.15, 0.5 0.76, and 1.1 m (0.5, 1.5, 2.5, and 3.5 ft) bgs, one
on each side of the pit. The cables from each sensor were combined and placed into 10-cm
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TABLE 4 - SEED MIXTURE USED ON THE UC-1 CENTRAL MUD PIT
COVER . '

SPECIES PERCENT SEED BULK SEED MIX WEIGHT
_ MIX kilograms (pounds
Artemisia tridentata tridentata 3 4.9 (10.9)
Basin Big sagebrush
Atriplex canescens 47 27.8 (61.3)
Fourwing Saltbush
Chrysothamnus viscidiflorus 5 26.0 (57.3)
Low Rabbitbrush
Ericameria nauseosa 10 33.7(74.3)
[ Rubber Rabbitbrush
Achnatherum hymenoides 17 6.6 (14.6)
Indian Ricegrass
Aristida purpurea 3 --
Three Awn
Elymus elymoides 15 6.0 (13.3)
| Squirreltail Grass |
TOTAL BULK SEED WEIGHT 105.1 (231.7)
PURE LIVE SEED TOTAL 37.4 (82.5)
WEIGHT

(4-in) flexible conduit. The conduits were placed in two shallow trenches, approximately 0.46 m
(1.5 ft) bgs, running from the sensor pits to an instrument vault. The instrument vault, measuring
0.9 by 1.8 by 1.4 m (3 by 6 by 4.5 ft), is located at the approximate midpoint of the southern edge
of the cover, just off the cover, approximately 3 m (10 ft) inside the fence line. The vault is flush
mounted (recessed below ground surface). The TDR sensor pits are located approximately 45.7
m (150 ft) north and west of the instrument vault. Figure 10 depicts the TDR instrumentation
installed in the CMP cover. Drawings W1 and W2 (Appendix C) provide details of the TDR
instrumentation installation.

TDR soil moisture calibration curves were developed for the CNTA cover soils. A laboratory
setup analogous to the field instrument configuration was established using the same soil type,
percent compaction achieved for the cover, and sensor cable length. The laboratory setup
determined the change in soil moisture by weight and the corresponding TDR sensor voltage
output. Direct TDR measurements from the TDR pits are then compared to the calibration curve
and a soil moisture percentage estimated (personal communication, 2001). Soil moisture data
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TABLE 5 - SUMMARY OF TRANSPLANTS USED ON THE UC-1
CENTRAL MUD PIT COVER

TRANSPLANT SPECIES PERCENT OF TOTAL NUMBER OF
TRANSPLANTS TRANSPLANTS

Artemisia tridentata tridentata 50 2600
Basin Big Sagebrush '
Atriplex canescens 25 1300
Fourwing Saltbush
Ericameria nauseosa 10 520

| Rubber Rabbitbrush
Chrysothamnus viscidiflorus 15 780

II Low Rabbitbrush

collected from the TDR system will be used to determine how the cover performs over time
compared to the predicted performance indicated by modeling results (Appendix D of the CAP
[DOE/NV, 2000]). TDR data and the method used to develop the calibration curves will be
reported and discussed in the annual Post-Closure Monitoring report for CAU 417.

2.1.7.8 Excavation of UC-1 Cover Diversion Channels
2.1.7.8.1 Western Diversion Channel

To prevent run-on onto the CMP cover, a diversion channel was excavated to the west of the
cover. The west diversion channel is approximately 391 m (1,282 ft) in length and is “U”
shaped, with the base of the “U” positioned to the west of the CMP. The channel measures
approximately 6 m (19.6 ft) wide at the bottom, with side slopes constructed at a ratio of 4:1. At
the deepest point, the channel is approximately 2 m (6.5 ft) bgs. The northern leg of the channel
is the shortest and trends to the northeast, crosses the existing UC-1 access road and daylights in
a shallow natural drainage feature. The southern leg of the diversion channel parallels the
southern edge of the CMP and daylights at the east end of the CMP into an existing natural
drainage. The as-built configuration of the western diversion channel is shown on Drawing C34,
Appendix C.

2.1.7.8.2 Eastern Diversion Channel
At the east end of the CMP, a diversion channel was constructed to divert water away from the
cover and to collect run-off from the cover (Drawing C35, Appendix C). The east diversion

channel measures approximately 100 m (328 ft) in length and runs along the eastern end of the
CMP from the dirt access road to an existing drainage. Precipitation that collects on the CMP
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cover that is not transpired by the vegetated cover is directed to the east end of the cover, drained
through the designed cut in the cover perimeter berm, and channeled to the east by the east
diversion channel. Run-off that collects along the south side of the UC-1 access road near the
cover is directed to the east diversion channel, which outlets to an existing natural drainage.

2.1.8 Disposal of Other Wastes

Scrap metal was uncovered during the excavation of the UC-1 CMP mud relocation trench,
grading of the pre-existing CMP berms, clearing the CMP, during the regrading of UC-4 Area S,
and by general site housekeeping activities. All scrap metal was temporarily piled away from
construction activities near the UC-1 loading dock. The scrap metal was loaded into end dump
trucks and transported to the NTS scrap yard in Mercury, Nevada. A total of five truck loads,
approximately 45.5 metric tons (50 tons) was transported from CNTA to the NTS Area 23 scrap
yard between September 17 and 28, 2000. The metal was subsequently recycled as scrap metal
by a contracted recycling company. All materials that were not recycled were disposed of in the
NTS Area 23 sanitary landfill.

2.1.9 Decontamination of Equipment

All heavy equipment used in handling the mud (front-end loaders, dump trucks, tack hoe,
bulldozers) were cleaned of any residue. Cleaning was performed by first using hand tools
(shovels and bars) to remove dried/caked-on mud, followed by high-pressure washing using a
water master and fire hose. All removed material and water was placed/used in the construction
of the CMP cover.

Stainless steel scoops used to collect soil samples were decontaminated before and after sample
collection using a laboratory-grade detergent solution, an isopropanol alcohol rinse, and a triple
rinse with deionized water. Less than 8 L (2 gal) of detergent solution and rinsate was generated
from the decontamination of scoops used to collect samples. The collected rinsate was used in
the construction of the CMP cover.

2.2 DEVIATIONS FROM THE CAP, AS APPROVED

No significant deviations occurred from the approved scope of work as outlined in the CAP
(DOE/NV, 2000). The following minor deviations occurred from the approved scope of work:

. The layout/design of the western diversion channel for the CMP was changed to
minimize the area disturbed by construction activities, and to reduce the volume of
material required to excavate. This change was documented by issuing Design Change
Notice Number 00/08-419 included in Appendix C.
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With NDEP concurrence, UC-1 Area Y (CAS 58-44-06) was clean closed by excavating
approximately 84 m® (110 yd®) of hydrocarbon-impacted soil and using it in the CMP
cover (see Section 2.1.4.3 above) (personal communications, 2000b). Three verification
samples were collected and analyzed for TPH concentration. The area was regraded, and
the surface scarified to encourage the establishment of vegetation. Drawing C37
(Appendix C) shows the location of UC-1 Area Y.

UC-1 Mud Pit E, CAS 58-09-05, was closed by site posting and placement of four above-
grade concrete monuments, during 1999 field activities. During the clean closure by
excavation of UC-1 Area S, CAS 58-10-03, it was necessary to relocate the southwest
cormner monument previously placed for Mud Pit E. The monument was moved
approximately 4.6 m (15 ft) north of its original location to provide better access for
excavation equipment. The monument location was resurveyed and its correct position is
shown on the Drawing C25, Appendix C.

Minor repairs were made to the UC-4 Mud Pit C cover on September 15, 2000. Several
small erosion rills had formed on the eastern side slope of the cover. A front-end loader
was used to place and compact clean fill in these rills. All repair work was documented
by photographs and field notes which will be included in the first annual Post-Closure
Monitoring Report. In addition, before demobilizing from UC-4, a motor blade was used
to rip the small staging areas to the west and northeast of UC-4 Mud Pit C fence line.
The staging areas were scarified to approximately 25 cm (10 in) bgs to encourage the
establishment of native vegetation and reduce erosion.

Page 10 of the CAP (DOE/NV, 2000) mistakenly stated that CAS 58-44-04, UC-3

Area Y would be closed by relocating drilling mud/grout to the CMP cover as a
housekeeping site. Area Y is approximately 283 by 55 m (930 by 180 ft), and is located
to the southwest of the UC-3 emplacement hole. No COCs above action levels were
found at this site during the 1998 site characterization, Appendix D of CADD (DOE,
1999). Therefore, a No Action closure alternative was selected for this CAS at stated in
the NDEP-approved CADD (DOE/NV, 1999) and was implemented for CAS closure in
2000.

It was mis-stated in the CAP (DOE/NV, 2000) that CAS 58-19-01 was closed by
housekeeping activities in 1998. This CAS was not located in the field as stated in the
NDEP-approved CADD (DOE/NV, 1999). No action was taken to close CAS 58-19-01.

2.3 CORRECTIVE ACTION SCHEDULE, AS COMPLETED

The corrective action field activities were performed in two phases. Phase I field activities began
on June 30, 1999, and were completed on October 15, 1999. Figure 2 of Appendix B of the
CAP (DOE/NV, 2000) shows the Phase I field activities as completed.
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Phase II construction activities began on July 17, 2000, and were completed on September 26,
2000. Seeding of the cover and the installation of TDR instruments was completed during
October 2000. Transplanting native plant species onto the cover was completed during April
2001. A Phase II field activities schedule, as completed, is shown in Figure 11. Activities such
as post-closure monitoring are ongoing and are not included in this schedule.

2.4 CUA 417 FINAL SURVEY AS-BUILT DRAWINGS

The final engineering as-built drawings for the engineered covers, sites clean closed, and sites
closed by posting are located in Appendix C. Figure 4 shows a cross section of the UC-4 Mud
Pit C cover, and Figure 9 depicts a cross section of the UC-1 CMP cover as constructed.
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3.0 WASTE DISPOSITION

Wastes generated during the closure of CAU 417 consisted of scrap metal, sanitary trash, and a
small amount of petroleum hydrocarbon-impacted soil.

Scrap metal generated by site activities was hauled to the NTS Area 23 Scrap Yard for salvage.
A total of five truck loads, approximately 45.4 metric tons (50 tons), of scrap metal was hauled to
the NTS. The metal was subsequently recycled as scrap metal by a contracted recycling
company. All materials that were not recycled were disposed of in the NTS Area 23 sanitary
landfill.

Sanitary trash generated by site activities included paper, plastic, aluminum, and wood. This
waste was packaged into 9.2 L (35 gal) trash bags daily (four bags per work day) and transported
to the TTR for disposal. A total of approximately 26.5 m® (34.6 ft’) of sanitary trash was
disposed of during 2000 field work.

Petroleum hydrocarbon-impacted materials were removed from heavy equipment during the
cleaning activities. All removed materials were incorporated into the UC-1 CMP cover.
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4.0 CLOSURE VERIFICATION RESULTS

CAU 417 was closed by implementing one of five closure actions at each CAS: No Action,
Housekeeping, Administrative Closure by Site Posting, Clean Closure by Excavation, and
closure in place by constructing an Engineered Cover. Closure verification of the UC-1 CMP by
construction of an engineered cover consisted of a signed CAU 417 SITA Approval
Matrix/Checklist located in Appendix G. Guidance for the UC-1 CMP cover construction and
verification was provided in the approved SITA Plan Phase II, Appendix E of the approved

CAP (DOE/NV, 2000).

Guidance for the UC-4 Mud Pit C cover construction and verification was provided in the
approved SITA Plan Phase I, Appendix A of the approved CAP (DOE/NV, 2000). A copy of the
signed SITA Approval Matrix for the Phase I construction activities is included in Appendlx A
of the CAP (DOE/NV, 2000).

4.1 DATA QUALITY ASSESSMENT

The closure of CAU 417 did not require the development of formal data quality objectives.
Construction of the UC-1 CMP and UC-4 Mud Pit C engineered covers were guided by the
Phase I and Phase II SITA Plans, respectively. Phase II construction followed a SITA Approval
Matrix and Checklist provided in Appendix E of this document. Phase I construction followed a
SITA Approval Matrix and Checklist provided in Appendix A of the approved CAP (DOE,
2000). For the CASs that were clean closed by excavation, soil verification samples were
collected and analyzed for the presence of petroleum hydrocarbons. Sample results are discussed
below and included in Appendix A. All constructions and sampling QA standards identified in
the CAP (DOE/NV, 2000) were met.

4.1.1 VERIFICATION SAMPLE ANALYSES

Five CASs (58-10-03 UC-1 Area S, 58-44-06 UC-1 Area Y, 58-44-03 UC-3 Area Z, 58-10-02
UC-4 Area S, and 58-10-04 UC-4 Area W) were clean closed by the excavation of hydrocarbon-
impacted material. Verification soil samples were collected from 39 locations after the
excavations reached designated boundaries. The samples were collected with decontaminated
stainless steel sampling scoops and placed in labeled 250 milliliter (8 ounce) clear glass sample
containers and secured with custody seals. The containers were placed in zip-lock plastic bags,
in an ice-filled chest, and transported under chain-of-custody to Nevada Environmental
Laboratories in Las Vegas, Nevada for TPH analyses. Samples from 39 locations were analyzed
for TPH by U.S. Environmental Protection Agency (EPA) Method 8015M (EPA, 1996).
Laboratory quality assurance and quality control results obtained during the analysis of the
verification samples are included with the analytical results in Appendix A.
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CAS 58-10-03, UC-1 Area S Verification Results

Following excavation, five verification samples were collected at UC-1 Area S on August 1,
2000 (Figure 5). One sample, UC1SV1, exceeded the NDEP TPH action level of 100 mg/kg.
Additional material was excavated from the immediate area around this sample location,
approximately 6 by 6 by 0.3 m (20 by 20 by 1 ft) volume of material was removed. A sixth
verification sample (UC1SV6) was collected from the bottom of the second excavation and
submitted for TPH analysis. This sample did not exceed the TPH action level. After excavating
approximately 1,177 m® (1,540 yd®) of hydrocarbon-impacted material, and moving it to the
CMP cover, UC-1 Area S is considered clean closed. Sample analytical results are found in
Table 3 and in Appendix A.

CAS 58-44-06, UC-1 Area Y Verification Results

Following excavation, two verification samples were collected at UC-1 Area Y (Figure 6). One
sample (UC1YV2) exceeded the NDEP TPH action level of 100 mg/kg. Additional material was
excavated from the immediate area of this sample location; approximately 4.6 by 4.6 by 0.5 m
(15 by 15 by 1.5 ft) volume of material was removed. A third verification sample (UC1YV3)
was collected from the bottom of this over-excavated area and submitted for TPH analysis. This
deeper sample did not exceed the TPH action level. Therefore, after excavating approximately
84 m? (110 yd®) of hydrocarbon-impacted material, and moving it to the CMP cover, UC-1 Area
Y is considered clean closed. Sample analytical results are found in Table 3 and in Appendix A.

CAS 58-44-03, UC-3 Area Z Verification Results

Following excavation of approximately 1,621 m® (2,120 yd®) of hydrocarbon-impacted material,
six verification samples were collected at UC-3 Area Z (Figure 7). No sample exceeded the
NDEP TPH action level of 100 mg/kg. Therefore, UC-3 Area Z is considered clean closed.
Sample analytical results are found in Table 3 and in Appendix A.

CAS 58-10-02, UC-4 Area S Verification Results

UC-4 Area S is located in a east-west trending drainage ravine just north of the UC-3
emplacement hole. Area S was excavated as two distinct areas, the upper western site and the
lower eastern site. The area between the upper and lower sites was not extensively excavated as
characterization results indicated no contaminated material present.

Verification samples were collected from both the upper and lower excavation sites. Samples
UC4SV1 and UC4SV2 were collected from a 0.3-m (1-ft) thick seam of dark material/mud
exposed during excavation of the lower eastern site. The seam was confined to the lower
excavation area. Results for the two samples were less than the TPH action level.
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Samples UC4SV3, UC4SV4, and UC4SV5 were collected from a 1-m (3.3-ft) thick dark seam of
material/mud present in the southern wall of the upper excavation site. The seam was located
approximately 3 m (10 ft) below the top of the berm forming the Area S southern boundary, and
appeared to continue south under the berm and beyond the boundary. With NDEP concurrence,
the collected samples were analyzed for TPH components, gasoline, diesel, and oil to determine
if any long-chain hydrocarbons were present in the stained material (personal communication,
2000a). Results for the three samples were less than the TPH Action Level and this information
was used to bound the lateral extent to the south of the upper area excavation.

Following excavation, 18 verification samples were collected at UC-4 Area S (Figure 8). Three
samples (UC4SV9, UC4SV12, UC4SV14) exceeded the NDEP TPH action level of 100 mg/kg.
After additional excavation of the immediate area about these sample locations, deeper samples
were collected (UC4SV16, UC4SV17, UC4SV18) which did not exceed the action level.
Sample analytical resulits are found in Table 3 and in Appendix A.

CAS 58-10-04, UC-4 Area W Verification Results

Following excavation, six verification samples were collected at UC-4 Area W (Figure 8). No
sample exceeded the NDEP TPH action level of 100 mg/kg. Sample analytical results are found
in Table 3 and in Appendix A.

4.2 LAND-USE RESTRICTIONS

CAU 417 has been closed in accordance with the approved CAP (DOE/NV, 2000). Site closure
included the closure of two CASs by constructing engineered covers, and seven CASs (nine
sites) by site posting. The future use of any land related to these 11 sites is restricted from any
activity that may alter or modify the buried contaminated soil/material as approved by the State
and identified in this CR unless appropriate concurrence is obtained in advance from the NDEP.

The specific location of the site boundary monuments and fence corners for the 11 sites that are
restricted are given on the CAU Use Restriction Information forms and drawings provided in
Appendix F. This information is entered into the NNSA/NV Facility Information Management
System and the Central Data Repository. The original CAU Use Restriction Information form is
filed with the CAU 417 project file. In addition, the land-use restriction information will be
placed in the official BLM land withdrawal file (See BLM letter to DOE, Appendix F).
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5.0 POST-CLOSURE MONITORING PLAN

Post-closure monitoring of the CNTA sites is intended to determine:

. If maintenance and repairs to the UC-1 CMP or the UC-4 Mud Pit C covers, fences, and
diversion channels are needed.

. If the UC-1 CMP or UC-4 Mud Pit C covers are subsiding.

. If the UC-1 CMP cover is performing as designed.

. ' The state of the health of the vegetation on the UC-1 CMP cover.

. If maintenance and repairs to the above-grade monuments and warning signs are needed.

. If modifications to the use restriction administrative controls are needed.

Table 1 lists 24 CASs (29 sites) that were closed by taking no action or by housekeeping -
activities. Sites include those having no COCs above Action Levels, housekeeping sites that
have been remediated, two septic tanks that were closed in place by backfilling with clean soil,
and two USTs that were removed. These sites do not require any post-closure monitoring or
inspections. In addition, the five CASs that were closed by excavation and limited regrading
(Table 1), also require no post-closure monitoring. In total, 29 CASs (34 sites) do not require
any post-closure monitoring.

5.1 POST-CLOSURE MONITORING REQUIREMENTS

The components of the CNTA post-closure monitoring plan are provided below.

5.1.1 Site Inspections

Post closure inspections of CAU 417 will be done quarterly, four times a year. Site inspections
will include visual observations of the UC-1 and UC-4 covers, and all above ground monuments,
attached warning signs, and survey pins. Each site inspection will be documented on a site
inspection form and with site photographs. The post-closure inspection will consist of the
following:

. A detailed visual inspection of the UC-1 CMP cover and the UC-4 Mud Pit C cover
fencing. The perimeter of the fencing at both covers will be walked by the inspector and
the condition of the barbed wire and the chicken wire fencing, warning signs, and
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entrance gate and lock will be documented.

. A visual inspection of all above-grade monuments, attached warning signs, and affixed
survey pins placed at UC-1, UC-3, and UC-4 sites for signs of wear, disturbance,
vandalism, presence of animal burrows, etc. Repairs to monuments and/or attached signs
will be made during site inspection visits, or if necessary scheduled for later in the
calendar year.

. Determine the condition of the two subsidence monuments on the UC-4 cover, and the 12
subsidence monuments on the UC-1 CMP cover. In addition, twice a year all subsidence
monuments will be surveyed to determine if the covers have subsided.

. Any changes to the cover or fenced area will be documented. Specific changes include,
but are not limited to, the presence of trash/debris inside the fenced area, animal burrows
on the cover or under the perimeter fence, the presence of erosion features on the cover,
cover side slopes, or diversion channels. Any changes in the health of the CMP cover
vegetation will also be documented.

5.1.2 Cover Monitoring

The UC-1 CMP cover was designed to limit infiltration into the underlying waste unit by
removing soil moisture from the cover by transpiration by vegetation on the cover surface. The
effectiveness of the cover design will be determined by monitoring soil moisture content in the
cover. Soil moisture content will be measured by TDR sensors buried at various depths in the
COVET.

TDR sensors were buried in the cover at two locations during cover construction (see Section
2.1.7.7 and Figure 10). At each location two TDR sensors were placed at 0.15, 0.46, 0.76, and
1.07 m (0.5, 1.5, 2.5 and 3.5 ft) below the surface of the cover (Figure 10). The TDR nests are
located approximately 48 m (157 ft) northwest and 48 m (157 ft) northeast of the location of the
instrument vault located off the southern edge of the cover (Figure 10, Drawing W1, Appendix
C). Data is collected once per day from each TDR sensor and stored in a datalogger located in
the instrument vault. The stored TDR data and precipitation data are retrieved periodically by
satellite link for processing and analysis.

5.1.3 Compliance Criteria

The CNTA UC-1 CMP cover boundary is defined by the fence installed around the cover. The
fence encloses approximately 6 hectares (14.8 acres). The point of compliance for the UC-1
cover is the depth of the deepest TDR soil moisture probe (approximately 1.07 m [3.5 ft] bgs).
Cover compliance will be based on the soil moisture content of the cover. The specific criteria
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will not be set until the cover has had sufficient time to reach equilibrium. Once the soil
moisture content within the cover has reached equilibrium, soil moisture trigger values will be
agreed upon with the NDEP.

If soil moisture data indicate that the cover is not operating according to established compliance
criteria, the NDEP will be notified of the noncompliance within 14 days. After NDEP has been
notified of noncompliance, a work plan will be submitted to the NDEP within 90 days outlining
the proposed remediation/investigation plan. All corrective actions will be documented in the
annual Post-Closure Monitoring Report.

5.1.4 Site Maintenance and Repair

If a site inspection shows conditions that require major repairs, or that either the UC-1 CMP
cover or UC-4 cover are not in compliance, the NDEP will be notified and a work plan proposing
the corrective actions prepared and submitted to the NDEP within 90 days.

. Non-critical cracks, animal burrows, settling features less than 15 cm (6 in) deep will be
repaired by hand during site inspection visits.

. Minor features such as the presence of small mammal burrows, cracks, settling
imperfections, or erosional rills (<15 cm [6 in]), etc., will be repaired during inspection
visits, or if necessary, scheduled for repair on an annual basis.

. In critical areas (on side slopes adjacent to the cover, or on the cover itself), cracks,
settling features, erosional rills, animal burrows larger than 15 cm (6 in) deep which
extend 1 m (3 ft) or more will be evaluated and repaired within 60 days of detection.

. Twice a year the 12 subsidence monuments on the UC-1 CMP cover and the two
subsidence monuments on the UC-4 Mud Pit C cover will be surveyed to determine if the
cover has subsided.

. Damage to the fencing surrounding the UC-1 cover and the UC-4 cover will be evaluated
and repaired within 60 days of detection.

All repair work will preserve the original cover “as built” design and will be documented in the
annual post-closure inspection report. If repair of the cover requires modification to the cover
design, the NNSA/NV will present a formal design modification request to the NDEP prior to
making the repairs. '
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5.1.5 Annual Reporting

A post-closure inspection will be made twice a year for five years following completion of
closure field activities. All inspection and maintenance activities conducted during the year will
be documented and included in the annual monitory report. The annual Post-Closure Monitoring
Report will be submitted by the NNSA/NV to the NDEP and will include the following
information:

. A brief narrative and discussion of all post-closure inspection activities and observations.

. Copies off all completed inspection checklists (Appendix H) and maintenance records.

. UC-1 CMP soil moisture content profiles through the previous year.

. Survey settlement data.

. Maintenance and repair documentation (if any).

. Specific recommendations for non-standard maintenance or changes in post-closure
monitoring.

All closure and post-closure monitoring documentation will be retained in project files and will
be available on request.
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Closure Report - CAU No. 417
Central Nevada Test Area
Section: Summary & Recom.
Revision: 1

Date: November §, 2001

6.0 SUMMARY AND RECOMMENDATIONS

6.1 SUMMARY

The following site closure activities were performed at the 34 CASs comprising CAU 417 and
are documented in this report:

No closure action was taken at 13 CASs (17 sites): 58-05-01, 58-07-01, 58-05-04,
58-09-05 (Mud Pits C and D only), 58-35-01, 58-05-02, 58-09-06 (Mud Pits A, B, C, and
D), 58-10-06, 58-19-01, 58-35-02, 58-44-04, 58-05-04, and 58-09-03 (Mud Pit E only).

Housekeeping activities, collecting scrap materials, and transporting to approved landfill
sites at the NTS were used to close seven CASs: 58-44-01, 58-44-02, 58-44-05,
58-98-03, 58-98-01, 58-98-02, and 58-98-04.

Two CASs (58-05-03 and 58-99-01) were closed by excavation and removal of USTs.

Two septic tanks (CASs 58-05-05 and 58-05-06) were closed by backfilling with clean
fill.

Site posting with above-grade monuments and attached warning signs and land-use
restrictions were used to close seven CASs (nine sites): 58-09-02, 58-09-05 (Mud Pit E
only), 58-09-06 (Mud Pit E only), 58-10-01, 58-25-01, 58-09-03 (Mud Pits A, B, and D),
and 58-10-05.

Clean closure by excavation soil with TPH levels greater than the NDEP action level of
100 mg/kg and limited regrading was used to close five CASs: 58-10-03, 58-44-06,
58-44-03, 58-10-02, and 58-10-04.

Construction of engineered covers was used to close in place two CASs: 58-09-01 and
58-09-03 (Mud Pit C only). Following construction, a fence was constructed around each
cover to prevent damage to the cover or intrusion by wildlife.

6.2 RECOMMENDATIONS

Since the closure activities for CAU 417 have been completed following the NDEP-approved
CAP (DOE/NV, 2000) as documented in this CR, the NNSA/NV requests:

A Notice of Completion be provided by the NDEP to NNSA/NV for the closure of
CAU 417 (CAS 58-05-01, 58-07-01, 58-09-01, 58-09-02, 58-09-04, 58-09-05, 58-10-03,
58-35-01, 58-44-01, 58-44-02, 58-44-05, 58-44-06, 58-98-03, 58-05-02, 58-05-03,
58-05-05, 58-05-06, 58-09-06, 58-10-01, 58-10-06, 58-19-01, 58-25-01, 58-35-02,
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58-44-03, 58-44-04, 58-98-01, 58-98-02, 58-98-04, 58-99-01, 58-05-04, 58-09-03,
58-10-02, 58-10-04, 58-10-05)

CAU 417 be moved from Appendix III to Appendix IV of the FFACO “Closed
Corrective Action Units.”
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Section: References
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7.0 REFERENCES
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CLIENT:

ATTN:

NEL LABORATORIES

Reno ¢ Las Vegas ¢ Boise
Phoenix ¢ Sacramento

Las Vegas Divisioi

4208 Arcata Way, Suite A * Las Vegas, NV 8803
(702) 657-1010 - Fax: (702) 657-157"
1-888-368-328!

Bechtel Nevada
P.O. Box 98521, M/S NTS273
Las Vegas, NV 89193-8521

Ted Redding

PROJECT NAME: V853
PROJECT NUMBER: 17777

NEL ORDER ID: L0008027

Attached are the analytical results for samples in support of the above referenced project.

Samples submitted for this project were not sampled by NEL Laboratories. Samples were received by NEL in
good condition, under chain of custody on 8/2/00.

* Should you have any questions or comments, please feel free to contact our Client Services department at (702)

657-1010.
4
A
tan Van Wagenen
Laboratory Manager
CERTIFICATIONS:
Reno  Las Vegas 8. California
Arizona AZ0520 AZ0518 AZ0605
California 1707 2002 - 2264

US Army Corps  Certified  Certified

of Engineers

Idaho
Montana
Nevada
L.AA.CSD.

/oo

/Date /

Reno  Las Vegas S. California

Certified  Certified

Certified  Certified

NV033 NVO052 CA084
10228




NEL LABORATORIES

CLIENT: Bechtel Nevada
PROJECTID: V853
PROJECT # 17777

TEST: Total Extractable Petroleum Hydrocarbons by EPA Method 8015M, December 1996
METHOD: EPA 8015M

ORDER ID: L0008027

MATRIX: Solid ANALYST:  SLB - Las Vegas Division
CLIENT SAMPLE NEL  RESULT Reporting Surrogate

SAMPLE ID DATE SAMPLEID mgkg CR _ Limit _ Recovery* EXTRACTED ANALYZED
UCISVI 8/1/00 1000802701 170 D 20.mghkg 91 %  82/00  8/3/00
UCISV2 8/1/00 LO0008027-02 41 D 20.mghkg 82 % 82000  8/3/00
UCISV3 8/1/00 L0008027-03 62 D 20.mgkg 91 %  8§2/00  8/3/00
UCISV4 8/1/00 L0008027-04 20 D 20.mgkg 90 %  8§/2/00  8/3/00
UCISV5 8/1/00 1000802705 24 D 20.mghkg 86 % 82000  8/3/00

4

C.R.: Carbon Range
D Diesel Range Organics (C10 to C28).
QUALITY CONTROL DATA (Total for Diesel Range):

Sample ID Result  Acceptable Range Surrogate Recovery* Sample Number
Blank, 000802TP -BLK ND < 20 mg/kg 94 % - NA
LCS, 000802TPHS-LCS 68 % 54 -91 % 100 % NA

LCSD, 000802TPHS-LCSD 65 % 54 -91 % 91 % NA
* Surrogate used was Octacosane, acceptance limits 55-130%. ’

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.
‘ 2
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If not, identify the variation Comments:
CSR initials indicating review and approval: . Date: \
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" NEL LABORATORIES

Reno ¢ Las Vegas * Boise
., Phoenix ¢ Sacramento

Las Vegas Divisic

4208 Arcata Way, Suite A » Las Vegas, NV 890¢
(702) 657-1010 « Fax: (702) 657-157
1-888-368-32¢

CLIENT: Bechte]l Nevada
P.O. Box 98521, M/S NTS273
Las Vegas, NV 89193-8521
- ATTN: Dave Madsen

PROJECT NAME: V870
PROJECT NUMBER: 17777

NEL ORDER ID: L0008129

Attached are the analytical results for samples in support of the above referenced project.
Samples submitted for this project were not sampled by NEL Laboratories. Samples were received by NEL in

good condition, under chain of custody on 8/10/00.

Should you have any questions or comments, please feel free to contact our Client Services department at (702)
657-1010.

o
Laboratory Manager
CERTIFICATIONS:
Reno  Las Vegas S. California
Arizona AZ0520 AZ0518 AZ0605
California 1707 2002 2264
US Ammy Corps  Certified  Certified

of Engineers

Idaho
Montana
Nevada
L.A.CS.D.

B

Date

Reno  Las Vegas 8. California
Certified  Certified
Certified  Certified
NV033 NV052

CA084
10228




NEL LABORATORIES

CLIENT: Bechtel Nevada
PROJECTID: V870

PROJECT #: 17777
TEST: Total Extractable Petroleum Hydrocarbons by EPA Method 8015M, December 1996
METHOD: EPA 8015M '
ORDER ID: L0008129 . .
MATRIX: Solid ANALYST: SLB - Las Vegas Division
CLIENT SAMFLE NEL 'RESULT Reporting  Surrogate
SAMPLE ID DATE SAMPLEID mgkg CR. Limit Recovery* EXTRACTED ANALYZED
UCISvVe6 8/9/00 L0008129-01 ND ND 20.mgkg 85 %  8/11/00 8/11/00
!
C.R.: Carbon Range
QUALITY CONTROL DATA (Total for Diesel Range):
Sample ID Result  Acceptable Range Surrogate Recovery* Sample Number
Blank, 000811TP -BLK ND < 20 mg/kg 81 % NA
LCS, 000811TPHS-LCS 68 % 54 -91 % 78 % NA
LCSD, 000811TPHS-LCSD 65 % 54 -91 % 8 % NA
MS, 000811 TPHS-MS 79 % 34 -110 % 93 % L0008118-03
MSD, 000811 TPHS-MSD 74 % 34 -110% 88 % L0008118-03

* Surrogate used was Octacosane, acceptance limits 55-130%.

ND - Not Detected

This report shall not be reproduced except in full, without the written approval of the laboratory.
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NEL LABORATORIES Las Vegas Division
4208 Arcata Way, Suite A e Las Vegas, Nevada 89030

Reno ¢ Las Vegas 702-657-1010 » Fax: 702-657-1577
Phoenix ¢ Boise 1-888-368-3282
—- CLIENT: Bechtel Nevada

P.O. Box 98521, M/S NTS273
Las Vegas, NV 89193-8521
ATTN: Dave Madsen

PROJECT NAME: V8g4 NEL ORDER ID: L0008325
PROJECT NUMBER: 17777

Attached are the analytical results for samples in support of the above referenced project.
Samples submitted for this project were not sampled by NEL Laboratories. Samples were received by NEL in -

- good condition, under chain of custody on 8/28/00.
Should you have any questions or comments, please feel free to contact our Client Services department at (702)
- 657-1010.
///M g///‘) V(»,sﬂt()
Stan Van Wagenen Date '
-~ Laboratory Manager
CERTIFICATIONS:
. Reno lasVegas S California V
Arizona AZ0520 AZO0518 AZO0605 Idaho Certified  Certified
California 1707 2002 2264 Montana Certified Certified
US Amy Corps  Certified  Certified Nevada NV033 NV052 CA084

- of Engineers L.A.C.S.D. 10228




CLIENT: Bechtel Nevada CLIENT ID: UCIYV1

PROJECTID: V884 DATE SAMPLED: 8/25/00

PROJECT #: 17777 NEL SAMPLE ID: L0008325-01

TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division
MATRIX: Solid EXTRACTED: 8/29/00

DILUTION: 1 ANALYZED: " 8/29/00

Reporting

PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) . 39 mgkg 10. mg/kg
Oil Range (C22-C34) ND : 50. mg/kg
Total 39  mgkg 10. mg/kg
QUALITY CONTROL DATA:

Surrogate % Recovery Acceptable Range
Octacosane 96 54- 130

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.



CLIENT: Bechtel Nevada . CLIENT ID: UCIYV2

PROJECTID: V884 DATE SAMPLED: 8/25/00
PROJECT #: 17777 NEL SAMPLE ID: L0008325-02
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division
MATRIX: Solid EXTRACTED: 8/29/00
DILUTION: 1 ANALYZED: - 8/29/00

' Reporting
PARAMETER Result Limit
Gasoline Range (C8-C12) 38 mgkg 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg
Oil Range (C22-C34) 69 mgkg _ 50. mg/kg
Total 107 mgkg 10. mg/kg
QUALITY CONTROL DATA:
Surrogate % Recovery ' Acceptable Range
Octacosane 106 54- 130

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.




| .

CLIENT: Bechtel Nevada CLIENT ID: Method Blank :
PROJECTID: V884 DATE SAMPLED: NA i
PROJECT #: 17777 NEL SAMPLE ID: 000828TPHS-FP1-BLK
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992 -
METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division -
MATRIX: Solid EXTRACTED: 8/29/00
ANALYZED: * 8/29/00 -
Reporting -
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg -
Diesel Range (C12-C22) ND 10. mg/kg
Oil Range (C22-C34) ND 50. mg/kg -
Total ND 10. mg/kg -
QUALITY CONTROL DATA: ‘f
Surrogate % Recovery Acceptable Range
Octacosane 93 54- 130 -
o
ND - Not Detected N*
This report shall not be reproduced except in full, without the written approval of the laboratory. -
i
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CLIENT:

ATTN:

NEL LABORATORIES

Reno *» Las Vegas * Boise
Phoenix » Sacramento

Las Vegas Divisit

4208 Arcata Way, Suite A < Las Vegas, NV 890!
"~ (702) 657-1010 « Fax: (702) 657-15:
1-888-368-321

Bechtel Nevada

P.O. Box 98521, M/S NTS273
Las Vegas, NV 89193-8521
Dave Madsen

PROJECT NAME: NA S0&6 956
PROJECT NUMBER: 17777

NEL ORDER ID: L0009010

Attached are the analytical results for samples in support of the above referenced project.

Samples submitted for this project were not sampled by NEL Laboratories. Samples were received by NEL in
good condition, under chain of custody on 9/1/00. '

Should you have any questions or comments, please feel free to contact our Client Services department at (702)

657-1010.

Laboratory Manager

CERTIFICATIONS:

Reno  Las Vegas _S. California
Arizona AZ0520 AZ0518 AZ060S
California 1707 2002 2264

US Army Corps  Certified  Certified

of Engineers

Idaho
Montana
Nevada
L.A.CS.D.

Date

Reno  Las Vegas S. California

Certified Certified

Certified Certified

NV033 NV052 CA084
10228




NEL LABORATORIES

-
CLIENT: Bechtel Nevada ,
PROJECTID: NA ‘
PROJECT #: 17777
TEST: Total Extractable Petroleum Hydrocarbons.by EPA Method 8015M, December 1996 “‘
METHOD: EPA 8015M -l
ORDER ID: L0009010 _
MATRIX: Solid ANALYST: SLB - Las Vegas Division
CLIENT SAMPLE NEL  RESULT Reporting  Surrogate -
SAMPLE ID DATE SAMPLEID mgkg CR. Limit Recovery* EXTRACTED ANALYZED __
UC1YV3 8/31/00 L0009010-01 ND ND 200mgkg 95 % 9/5/00 9/5/00
R
-
-
-
.J'
-}
-
-
-
C.R.: Carbon Range "
QUALITY CONTROL DATA (Total for Diesel Range): -
Sample ID Result Acceptable Range Surrogate Recovery* Sample Number —
Blank, 000905TP -BLK ND < 20 mg/kg 107 % NA -
LCS, 000905TPHS-LCS 8 % 54 -91 % 92 % NA
LCSD, 00090STPHS-LCSD 83 % 54 -91 % 101 % NA "
MS, 000905TPHS-MS 84 % 34 -110 % 91 % L0009010-01 -
MSD, 000905TPHS-MSD 82 % 4. -110 % 93 % L0009010-01
* Surrogate used was Octacosane, acceptance limits 55-130%. -
_ -
ND - Not Detected . -
This report shall not be reproduced except in full, without the written approval of the laboratory. .
-
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Las Vegas Divisi
NEL LABORATORIES 4208 Arcata Way, Suite A Les Vegas NV 8903

Reno e Las Vegas = Boise (702) 657-1010 * Fax: (702) 657-157
Phoenix ¢ Sacramento 1-888-368-328;

CLIENT: Bechtel Nevada
P.O. Box 98521, M/S NTS273
Las Vegas, NV 89193-8521
ATTN: Dave Madsen

CAlotisre
PROJECT NAME: CNTA Cleshter J2& V¥4 NEL ORDER ID: L0008076
PROJECT NUMBER: 2152

‘Attached are the analytical results for samples in support of the above referenced project.

Samples submitted for this project were not sampled by NEL Laboratories. Samples were received by NEL in .
good condition, under chain of custody on 8/7/00.

Should you have any questions or comments, please feel free to contact our Client Services department at (702)
657-1010.

Dat
Laboratory Manager
CERTIFICATIONS:
Reno  Las Vegas S. California Reno Las Vegas 8. California
Arizona AZ0520 AZO0518  AZ0605 Idaho Certified  Certified
California 1707 2002 2264 ’ Montana Cerntified  Certified
US Army Corps  Certified  Certified Nevada NV033 NV052 CA084

of Engineers L.A.CSD. 10228




: NEL LABORATORIES

CLIENT:

PROJECT ID:

Bechtel Nevada
CNTA Closhler

PROJECT #: 2152

TEST: Total Extractable Petroleum Hydrocarbons by EPA Method 8015M, December 1996

METHOD: EPA 8015M

ORDER ID: L0008076 .

MATRIX: Solid " ANALYST: SLB - Las Vegas Division

CLIENT SAMPLE NEL RESULT Reporting  Surrogate

SAMPLE ID DATE SAMPLEID mg/ks CR. Limit Recovery* EXTRACTED ANALYZED

uCc3zvi 8/3/00 L0008076-01 ND ND 20. mg/kg 83 % 8/7/00 8/8/00
- UC3zv2 8/3/00 L0008076-02 ND ND 20. mg/kg 86 % 8/7/00 8/8/00

UC3ZV3 8/3/00 1L0008076-03 ND ND 20. mg/kg 78 % 8/7/00 8/8/00

UC3Zv4 8/3/00 L0008076-04 ND ND 20. mg/kg 8 % 8/7/00 8/8/00

UC3ZV5 8/3/00  L0008076-05 ND ND 20. mg/kg 88 % 8/7/00 8/8/00

UC3ZVé6 8/3/00 L0008076-06 N]} ND 20. mg/kg 63 % 8/7/00 8/8/00

C.R.: Carbon Range
QUALITY CONTROL DATA (Total for Diesel Range):

Sample ID Result Acceptable Range Surrogate Recovery* Sample Number
Blank, 000807TP -BLK ND < 20 mg/kg 8 % NA
LCS, 000807TPHS-LCS 77 % 54 -91 % 81 % NA
LCSD, 000807TPHS-LCSD 73 % 54 -91 % 923 % NA

® Surrogate used was Octacosane, acceptance limits 55-130%.

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.
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NEL LABORATORIES Las Vegas Division
4208 Arcata Way, Suite A e Las Vegas, Nevada 89030

Reno ¢ Las Vegas 702-657-1010 o Fax: 702-657-1577
Phoenix ® Boise 1-888-368-3282
— CLIENT: Bechtel Nevada

P.O. Box 98521, M/S NTS273
Las Vegas, NV 89193-8521
ATTN: Ted Redding

PROJECT NAME: NA NEL ORDER ID: L0008188
PROJECT NUMBER: 17777

Attached are the analytical results for samples in support of the above referenced project.

Samples submitted for this project were not sampled by NEL Laboratories. Samples were received by NEL in -
good condition, under chain of custody on 8/17/00.

Should you have any questions or comments, please feel free to contact our Client Services department at (702)
657-1010.

Sample UC4SVS5 has peaks below the reporting limit eluting in the Diesel/Oil range. The peaks do not
resemble either Diesel or Oil.

; / %/ //}»ﬂw,ﬂ%« y 5/2/9/ S P-ISsie

Stan Van Wagenen Date
~ Laboratory Manager
CERTIFICATIONS:
\Y/
- Arizona AZ0520 AZO0518 AZ0605 Idaho Certified  Certified
California 1707 2002 2264 Montana Certified  Certified
US Ammy Corps  Certified  Certified Nevada NV033 NV052 CA084

— of Engineers L.A.CS.D. 10228




CLIENT: Bechtel Nevada CLIENT ID: UC4sv1
PROJECTID: NA DATE SAMPLED: 8/16/00
PROJECT #: 17777 NEL SAMPLE ID: L0008188-01
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992 o
METHOD: EPA 8015M ANALYST: SLB - Las Vegas Division -l
MATRIX: Solid EXTRACTED: 8/17/00
DILUTION: 1 ANALYZED: - 8/18/00
' Reporting -
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg -
Oil Range (C22-C34) ND 50. mg/kg :
Total ND 10. mg/kg
QUALITY CONTROL DATA:
Surrogate 2 Recovery Acceptable Range
Octacosane 83 54- 130 '
-
ND - Not Detected '
This report shall not be reproduced except in full, without the written approval of the laboratory. -
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CLIENT: Bechtel Nevada : CLIENT ID: UC4SV2

PROJECTID: NA DATE SAMPLED: 8/16/00
PROJECT #: 17777 NEL SAMPLE ID: L0008188-02
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: SLB - Las Vegas Division
MATRIX: Solid EXTRACTED: 8/17/00
DILUTION: 1 ANALYZED: - 8/18/00

Reporting
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) 31 mgkg 10. mg/kg
Oil Range (C22-C34) ND A 50. mg/kg
Total 31 mgkg 10. mg/kg
QUALITY CONTROL DATA:
Surrogate % Recovery Acceptable Range
Octacosane 76 ' 54- 130 '

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.




CLIENT: Bechtel Nevada CLIENT ID: UC4SV3
PROJECTID: NA DATE SAMPLED: 8/16/00 i
PROJECT #: 17777 NEL SAMPLE ID: L0008188-03 -
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992 7
METHOD: EPA 8015M ANALYST: SLB - Las Vegas Division -
MATRIX: Solid EXTRACTED: 8/17/00
DILUTION: 1 ANALYZED: "8/18/00
Reporting -
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg .
Diesel Range (C12-C22) ND 10. mg/kg '
Oil Range (C22-C34) ND 50. mg/kg - vl
Total ND 10. mg/kg
QUALITY CONTROL DATA: d
Surrogate % Recovery Acceptable Range
Octacosane ' 83 54- 130 '
-
ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory. -
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CLIENT: Bechtel Nevada CLIENT ID: UC4SV4

PROJECTID: NA DATE SAMPLED: 8/16/00
PROJECT #: 17777 NEL SAMPLE ID: L0008188-04
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: SLB - Las Vegas Division
MATRIX: Solid EXTRACTED: 8/17/00
DILUTION: 1 ANALYZED: 8/18/00

Reporting
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg
Oil Range (C22-C34) ND A 50. mg/kg
Total ND 10. mg/kg
QUALITY CONTROL DATA: »
Surrogate % Recovery Acceptable Range
Octacosane 81 54- 130 '

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.




CLIENT: Bechtel Nevada CLIENT ID: UC4SV5

PROJECTID: NA DATE SAMPLED: 8/16/00
PROJECT #: 17777 NEL SAMPLE ID: L0008188-05
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: SLB - Las Vegas Division
MATRIX: Solid EXTRACTED: 8/17/00
DILUTION: 1 ANALYZED: 8/18/00

Reporting
PARAMETER Result Limit
Gasoline Range (C8-C12) ND '10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg
Qil Range (C22-C34) ND ) 50. mg/kg
Total ND 10. mg/kg
QUALITY CONTROL DATA:
Surrogate % Recovery Acceptable Range
Octacosane 85 54- 130 '

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.
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CLIENT: Bechtel Nevada CLIENT ID: Method Blank

PROJECTID: NA DATE SAMPLED: NA
PROJECT #: 17777 NEL SAMPLE ID: 000817TPHS-FP-BLK
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: SLB - Las Vegas Division
MATRIX: Solid EXTRACTED: ~ 8/17/00

ANALYZED: .8/18/00

Reporting

PARAMETER Result - Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg
Oil Range (C22-C34) ND 50. mg/kg
Total ND 10. mg/kg
QUALITY CONTROL DATA: _
Surrogate % Recovery Acceptable Range
Octacosane 80 54- 130

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.




1 1 !

B

T2\

R b b

LOOI\T s

Bechtel Nevada

ANALYTICAL SERVICES LABORATORY

a

if not, identify the variation

Will these anatyses be performed under a signad SOW? ( ) YES ( ) NO
if s0, do analyses entered here agree with the SOW?

{)YES { )NO { )N/A

. Crssolina
Diesed
7

SERVICES REQUEST & CHAIN OF CUSTODY RECORD Page_ /of _/_
PROJECT/ CLIENT INFORMATION
Project: CAUTA 1000 Cloguve BNOge: 2152 | sendRepontto: 2y Maclien Sampling Site: (/¢ - s
Charge No.: ASL Prog.: 3 Fax; : The submitted contain (check);
P e8Eo14AC P es -722// 2955~ 774/ DTS 3ok ( ,mm (") Racloactive (O Unknown
( ) Standard - 30 days Non-rad, 8 Days Fla, Othr contamination. If known, attach a brief narrativ
Project Minager: WM ne Tohngon _ Tumaround: 1 fRush Prefiminary by: Final by: identiying contaminants, Ths k:mnaﬁr;" wilonsurs
29 5. 9573 195-‘7’7 6/ r),s‘rs 306 | Final reportformat: ( ) Standard ( ) NTS-WAC ( ) Other: maﬁﬂaﬂf:;mf’m and aflow for the safe
LAB USE ONLY ' ANALYSES & METHOD SAMPLE RECEIPT INFORMATION
“ Are all Ine ived
Rad SGD: Non-Rad SDG: V{??«p RIB O &) sample containers recelved intact () Yes ( )No
Rad Packet: Non-Rad Packet: L~ \;
Client Services Representative: ( )Yes ( )No

Do the Iabels agree with this form?
Comments:

Was a Material Clearance Tag submitted? ( ) Yes ( )No
Comments:

CSR initials indicating review and approval: Date:
gf — =
! SAMPLING I COMMENTS
H I kel L T il K= epncrs s csholome NS0,
O\ | 0 | et weysur Yol 1337 o1l | X Seuple plurt pu_cce
OULL | Lecusiuz - /337 X Neasd G Copy
03|21 ucysui /357 ¥ Chron, fé
m 3lycysv¥# /355 X iama_&,ﬁ si(f
4 lpueysvs J_ o3l WX I fn m, bs § hendovolr |
5
6 2%
- s
: >y
9 U
Transfer of samples submitted for analyses Complete for samples shipped to an OFF-SITE Subcontract Laboratory
Sampled/Relinquished (Signature/Organization) | DATE / TIME Relinquished (BN Representative Signature) DATE / TIME

Received (Courier & Tracking Info.)

Received by (Signature/Organization)
— MNEL

%&M_Mz@ op0é

Relinquished (Courier & Tracking Info.)

DATE / TIME Received (1st tier Subcontractor Rep)

Relinquished (1st tier Subcontractor Rep)

DATE / TIME Received (2nd tier Subcontractor Rep)

Distribution. Of

- To be retained by laborat
Gopy To be retained % Iabo:algg

g:damfm ermedlala analvsie

BN-0732 {02/98)
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pata File : C:\HPCHE .2\DATA\000818\0818-04.D Vial: 43
Acqg On : 18 Aug 20100 10:20 am Operator: JRW
Sample : L0008188-01 Inst : Seymour
Misc : SOIL SAMPLE Multiplr: 1.00
IntFile : events.e

Quant Time: Aug 21 13:01 2000 Quant Results File: TPOOO7F2.RES
C:\HPCHEM\2\METHODS\TPOO0O7F2.M (Chemstation Integrator)
6/21/99 Seymour Front TPH

Mon Jul 17 11:26:50 2000 .

Multiple Level Calibration

TP9907R1.M

Quant Method
Title

Last Update
Response via
DataAcqg Meth

Volume Inj.

Signal Phase

Signal Info
Response_ 0818-04.DFID1A

220000 1

298

180000 1

160000 7

140000

120000 1

100000

L’I’i'u 0.00 2.00 4.00 6.00 8.00 10.0012.0014.0016.0018.0020.0022 0024.0025.00 28.00 30 0032 0034 00 36,00 36.0040.00

0818-04.D TPOOO7F2.M Mon Aug 21 13:01:43 2000 ‘Page 2




. - ~
‘pata File : C:\HPCHE 2\DATA\000818\0818-06.D Vial: 48

Acqg On : 18 Aug 20100 11:11 am Operator: JRW
Sample : L0008188-02 Inst : Seymour
Misc : SOIL SAMPLE Multiplr: 1.00
IntFile : events.e

Quant Time: Aug 21 13:05 2000 Quant Results File: TPOOO7F2.RES

Quant Method
Title

Last Update
Response via
DataAcqg Meth

C: \HPCHEM\ 2\METHODS\TPO007F2.M (Chemstation Integrator)
6/21/99 Seymour Front TPH

Mon Jul 17 11:26:50 2000

Multiple Level Calibration

TP9907R1.M

Volume Inj.

Signal Phase

Signal Info
Fupome_ 0818-06.D\FID1A

200000 1

2288

180000

160000 +

140000

120000

100000+

627
18.40

o:_, N A e
i

LRADSAAAAENARAL BASSE BASSE RAEAR BAREE BAASEA S SIS BLALELS A LI S i LN IS 0 00 i g o A g m o e T

0.00 200 4.00 6,00 800 10,0012,0014.0016.00 18.0020.00 22 0024 00 26.00.28.00 30 0032 0034 00 36 00 38,00 40,00

Time

0818-06.D TPOOO7F2.M Mon Aug 21 13:05:29 2000 Page 2

e e e mas e - TN — P

Sa AWEES T aim T e



‘oata File : C:\HPCHL 2\DATA\000818\0818-08.D Vial: 49

Acqg On : 18 Aug 20100 12:03 pm Operator: JRW
Sample : L0008188-03 Inst : Seymour
Misc : SOIL SAMPLE Multiplr: 1.00
IntFile : events.e

Quant Time: Aug 21 13:07 2000 Quant Results File: TPOOO7F2.RES
Quant Method
Title

Last Update
Response via
DataAcg Meth

C:\HPCHEM\2\METHODS\TPOO07F2.M (Chemstation Integrator)
6/21/99 Seymour Front TPH

Mon Jul 17 11:26:50 2000

Multiple Level Calibration

TP9907R1.M

Volume Inj.
Signal Phase
Signal Info

s o8 oo

% 0818-08.D\FID1A

29

180000
160000 _ s
1400001
1200001

1000001

60000 1

18.30

------------------------------------------------------------------------------------

Time___ 0.00 zoo 4(!) aoo aoo 1000120014oo1aoo1aoozooozzoo24oozaoozaooaoooaz.oo:uooasooasoowoo
————-—————-———————_________—_

0818-08.D TPOOO7F2.M Mon Aug 21 13:08:17 2000 ‘Page 2
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C:\HPCHEM\2\DATA\000818\0818-10.D Vial: 50

/ Data File :
// Acqg On : 18 Aug 20100 12:55 pm Operator: JRW
Sample : L000B188-04 Inst : Seymour
Misc : SOIL SAMPLE Multiplr: 1.00
IntFile : events.e

Quant Time: Aug 21 13:10 2000 Quant Results File: TPOOO7F2.RES
C:\HPCHEM\2\METHODS\TP0007F2.M (Chemstation Integrator)
6/21/99 Seymour Front TPH

Mon Jul 17 11:26:50 2000

Multiple Level Calibration

TPY9907R1.M

Quant Method
Title

Last Update
Response via
DataAcqg Meth

Volume Inj.

Signal Phase

Signal Info _
esponse_ ~ 0818-10.D\FID1A

200000

180000

160000 s

140000+

120000

100000 1

0.00 2.00 4.00 6.00 8.00 10.0012.0014.0016.0018.0020.0022.0024.0026.0028.0030.0032.00 34.00 36.00 38.00 40.00

0818-10.D TPOOO7F2.M Mon Aug 21 13:10:59 2000 ' Page 7



: L - [

’ Data File : C:\HPCHEM\2\DATA\000820.SEC\0820-09.D Vial: 52
Acgqg On : 20 Aug 20100 10:55 pm Operator: JRW
Sample : L0008188-05 ' Inst : Seymour
Misc : SOIL SAMPLE Multiplr: 1.00
IntFile : events.e
Quant Time: Aug 21 12:07 2000 Quant Results File: TPOOO8BR2.RES

Quant Method
Title

Last Update
Response via
DataAcqg Meth

Volume Inj.
Signal Phase
Signal Info

C:\HPCHEM\2\METHODS\TP0O0O08R2.M (Chemstation Integrator)
6/21/99 Seymour Front TPH

Fri Aug 18 07:42:19 2000

Multiple Level Calibration

TP9907R1.M

Response_
280000 1
260000 1

240000 1

180000
160000 1
140000 1
120000 1

400000 1

VY, G W VO

0820-09.0\FID2B

Ll

0820-05.D TPOOO8BR2.M

---------------------------------------------------------------------------------

Time O.IJO 200 400 soo aoo 10001200140015001800200022.0024oozsoozaooaoooazoouoossooaaoowoo

Mon Aug 21 12:07:41 2000 Page 2




NEL LABORATORIES

Reno e Las Vegas
Phoenix ¢ Boise

Las Vegas Division

4208 Arcata Way, Suite A » Las Vegas. Nevada 88030
702-657-1010 ¢ Fax: 702-657-15677

1-888-368-3282

CLIENT: Bechtel Nevada
P.O. Box 98521, M/S NTS273
Las Vegas, NV 89193-8521
ATTN: Ted Redding

PROJECT NAME: V881
PROJECT NUMBER: 17777

NEL ORDER ID: L0008264

Attached are the analytical results for samples in support of the above referenced project.

Samples submitted for this project were not sampled by NEL Laboratories. Samples were received by NEL in

good condition, under chain of custody on 8/23/00.

Should you have any questions or comments, please feel free to contact our Client Services department at (702)
657-1010.

Stan Van Wagenen 4 /
Laboratory Manager v
Vi
Arizona AZ0520 AZ0518  AZ0605
California 1707 2002 2264

US Army Corps  Certified  Certified
of Engineers

%/7//// e 133

o ,/
Daté

Vv

Idaho Certified  Certified

Montana Certified  Certified

Nevada NV033 NV052 CA084
L.A.C.S.D. 10228




CLIENT: Bechtel Nevada CLIENT ID: UC4sveé
PROJECTID: V881 DATE SAMPLED: 8/22/00 ;
PROJECT #: 17777 NEL SAMPLE ID: L0008264-01 -
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8§015M, July 1992
METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division -
MATRIX: Solid EXTRACTED: 8/23/00
DILUTION: 1 ANALYZED: " 8/24/00
Reporting -
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg ‘
Oil Range (C22-C34) 80 mgkg 4 50. mg/kg .
Total 80 mgkg 10. mg/kg
QUALITY CONTROL DATA: -
Surrogate % Recovery Acceptable Range
Octacosane 75 54- 130
-
ND - Not Detected ;
This report shall not be reproduced except in full, without the written approval of the laboratory. w
]
-
-
-
-
-
w
-
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CLIENT: Bechtel Nevada CLIENT ID: UC4SV7

PROJECTID: V881 DATE SAMPLED: 8/22/00
PROJECT #: 17777 NEL SAMPLE ID: L0008264-02
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division
MATRIX: Solid EXTRACTED: 8/23/00
DILUTION: 1 ANALYZED: " 8/25/00

_ Reporting
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg
Oil Range (C22-C34) ND _ 50. mg/kg
Total ND 10. mg/kg
QUALITY CONTROL DATA: '
Surrogate % Recovery Acceptable Range
Octacosane 74 54- 130 '

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.




CLIENT: Bechtel Nevada CLIENT ID: UC4SVS

PROJECTID: V881 DATE SAMPLED: 8/22/00
PROJECT #: 17777 NEL SAMPLE ID: L0008264-03
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division
MATRIX: Solid EXTRACTED: 8/25/00
DILUTION: 1 ANALYZED: " 8/24/00

Reporting
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg
Oil Range (C22-C34) ND . 50. mg/kg
Total ND 10. mg/kg
QUALITY CONTROL DATA:
Surrogate % Recovery Acceptable Range
Octacosane 89 54- 130

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.



CLIENT: Bechtel Nevada CLIENT ID: UC4sVv9

PROJECTID: V881 DATE SAMPLED: 8/22/00

PROJECT #: 17777 NEL SAMPLE ID: L0008264-04

TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992

METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division

MATRIX: Solid ' EXTRACTED: 8/23/00

DILUTION: 1 ANALYZED: - 8/24/00

_ Reporting

PARAMETER Result Limit

Gasoline Range (C8-C12) ND 10. mg/kg

Diesel Range (C12-C22) 40 mgkg 10. mg/kg

Oil Range (C22-C34) 86 mgkg . 50. mgkg

Total 126 mg/kg 10. mg/kg

QUALITY CONTROL DATA:

Surrogate % Recovery Acceptable Range
~ Octacosane 103 54- 130

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.




CLIENT: Bechtel Nevada CLIENT ID: UC4SV10

PROJECTID: V881 DATE SAMPLED: 8/22/00

PROJECT #: 17777 NEL SAMPLE ID: L0008264-05 -

TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992

METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division -

MATRIX: Solid EXTRACTED: 8/23/00

DILUTION: 1 ANALYZED: " 8/24/00 -

Reporting -

PARAMETER Result Limit

Gasoline Range (C8-C12) ND 10. mg/kg

Diesel Range (C12-C22) ND 10. mg/kg

Oil Range (C22-C34) ND 50. mg/kg - -l

Total ND 10. mg/kg

QUALITY CONTROL DATA: ‘

Surrogate % Recovery Acceptable Range

Octacosane 68 54- 130 '

ND - Not Detected

This report shall not be reproduced except in full, without the written approval of the laboratory. w
-
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CLIENT: Bechtel Nevada CLIENT ID: Uc4svil

PROJECTID: V881 DATE SAMPLED: 8/22/00
PROJECT #: 17777 NEL SAMPLE ID: L0008264-06
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division
MATRIX: Solid EXTRACTED: 8/23/00
DILUTION: 1 ANALYZED: " 8/24/00

Reporting
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg
Oil Range (C22-C34) 64 mg/kg _ 50. mg/kg
Total ' 64 mg/kg 10. mg/kg
QUALITY CONTROL DATA:
Surrogate % Recovery Acceptable Range

Octacosane 77 54- 130

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.




CLIENT: Bechtel Nevada CLIENT ID: UC4SV12
PROJECTID: V881 DATE SAMPLED: §/22/00 :
PROJECT #: 17777 NEL SAMPLE ID: L0008264-07 - -
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division -
MATRIX: Solid EXTRACTED: 8/23/00
DILUTION: 1 ANALYZED: " 8/24/00
Reporting -
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ] 22  mgkg 10. mg/kg
Oil Range (C22-C34) 140  mg/kg . 50. mg/kg - -l
Total 162 mgkg 10. mg/kg
QUALITY CONTROL DATA: -
Surrogate % Recovery Acceptable Range
Octacosane 85 54- 130
-
ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory. -
w
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CLIENT: Bechtel Nevada ' CLIENT ID: UC4SV13

PROJECTID: V881 DATE SAMPLED: 8/22/00
PROJECT #: 17777 NEL SAMPLE ID: L0008264-08
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division
MATRIX: Solid EXTRACTED: 8/23/00
DILUTION: 1 ANALYZED: - 8/25/00

Reporting
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg
Oil Range (C22-C34) ND 50. mg/kg
Total ND 10. mg/kg
QUALITY CONTROL DATA:
Surrogate % Recovery Acceptable Range
Octacosane 77 54- 130 ‘

ND - Not Detected
This report shall not be reproduced except in full, without the written approval of the laboratory.




CLIENT: Bechtel Nevada
PROJECTID: V881

CLIENT ID:

UC4SV14

DATE SAMPLED: 8/22/00

PROJECT # 17777 NEL SAMPLE ID: L0008264-09 -
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division -
MATRIX: Solid EXTRACTED: 8/23/00
DILUTION: 1 ANALYZED: - 8/25/00 -
Reporting ‘
PARAMETER Result Limit
Gasoline Range (C8-C12) 22  mghkg 10 mg/kg
Diesel Range (C12-C22) 43  mgkg 10. mg/kg
Oil Range (C22-C34) 140 mgkg 50. mg/kg -
Total 205 mg/kg 10. mg/kg )
QUALITY CONTROL DATA: o
Surrogate % Recovery Acceptable Range
Octacosane 82 54- 130 -
-l
ND - Not Detected "
This report shall not be reproduced except in full, without the written approval of the laboratory. ‘
]
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CLIENT: Bechtel Nevada
PROJECTID: V88l

PROJECT# 17777

CLIENT ID: UC4SV1S
DATE SAMPLED: 8/22/00
NEL SAMPLE ID: L0008264-10

TEST: Total Extractable Petrolenm Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
ANALYST: JRW - Las Vegas Division

METHOD: EPA 8015M
MATRIX: Solid

EXTRACTED: 8/25/00

DILUTION: 1 ANALYZED: " 8/25/00

Reporting
PARAMETER Result Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg
Oil Range (C22-C34) ND 50. mg/kg
Total ND 10. mg/kg
QUALITY CONTROL DATA:
Surrogate % Recovery Acceptable Range
Octacosane 97 54- 130 '

ND - Not Detected

This report shall not be reproduced except in full, without the written approval of the laboratory.




CLIENT: Bechtel Nevada CLIENT ID: Method Blank
PROJECTID: V88l DATE SAMPLED: NA
PROJECT #: 17777 NEL SAMPLE ID: 000823TPHS-BLK -
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: JRW - Las Vegas Division -
MATRIX: Solid EXTRACTED: 8/23/00
ANALYZED: * 8/24/00 -
Reporting -
PARAMETER Resuit Limit
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg
Oil Range (C22-C34) ND _ 50. mg/kg .-
Total ND 10. mg/kg R
QUALITY CONTROL DATA: J
Surrogate % Recovery Acceptable Range
Octacosane 95 54- 130 '
L]
ND - Not Detected {
This report shall not be reproduced except in full, without the written approval of the laboratory. -
CLIENT: Bechtel Nevada CLIENT ID: Method Blank
PROJECTID: V881 DATE SAMPLED: NA !
PROJECT #; 17777 NEL SAMPLE ID: 000825TPHS-FP-BLK -
TEST: Total Extractable Petroleum Hydrocarbons Fuel Finger Print by EPA Method 8015M, July 1992
METHOD: EPA 8015M ANALYST: JRW - Las Yegas Division -
MATRIX: Solid EXTRACTED: 8/25/00 -
ANALYZED: 8/28/00
Reporting "
PARAMETER Result Limit w
Gasoline Range (C8-C12) ND 10. mg/kg
Diesel Range (C12-C22) ND 10. mg/kg .
Oil Range (C22-C34) ND 50. mg/kg -
Total ND 10. mg/kg
QUALITY CONTROL DATA: !
Surrogate % Recovery Acceptable Range -
Octacosane 92 54- 130
|
ND - Not Detected \
This report shall not be reproduced except in full, without the written approval of the laboratory. -
]
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NEL LABO».ATORIES

Reno ¢ Las Vegas ¢ Boise
: Phoenix ¢ Sacramento

v Las Vegas Divisio

4208 Arcata Way, Suite A * Las Vegas, NV 8903
(702) 657-1010 * Fax: (702) 657-157
1-888-368-328

CLIENT: Bechtel Nevada
P.O. Box 98521, M/S NTS273
Las Vegas, NV 89193-8521
ATIN: Ted Redding

PROJECTNAME: NA S&@¢ V810

PROJECT NUMBER: 17777

NEL ORDER ID: L0008328

Attached are the analytical results for samples in support of the above referenced project.
Samples submitted for this project were not sampled by NEL Laboratories. Samples were received by NEL in

good condition, under chain of custody on 8/29/00.

Should you have any questions or comments, please feel free to contact our Client Services department at. (702)

657-1010.

4

Stan Van Wagenen
Laboratory Manager
CERTIFICATIONS:

Reno  Las Vegas S. California
Arizona AZ0520 AZO0518 AZ0605
California 1707 2002 2264
US Ammy Corps  Certified  Certified
of Engineers

Idaho
Montana
Nevada
L.A.CS.D.

/51 /oo

Ddfte

Reno  Las Vegas S. California

Certified Certified

Certified  Certified

NVO033 NV052 CA084
10228




NEL LABORATORIES

-
CLIENT: Bechtel Nevada
PROJECTID: NA
PROJECT #: 17777 ] -
TEST: Total Extractable Petroleum Hydrocarbons by EPA Method 8015M, December 1996
METHOD: EPA 8015M -
ORDER ID: L0008328 . '
MATRIX: Solid ANALYST: JRW - Las Vegas Division ,
CLIENT SAMPLE NEL RESULT Reporting  Surrogate -
SAMPLE ID DATE _SAMPLEID mgkg CR. Limit Recovery* EXTRACTED ANALYZED
UC4SV16 8/28/00 L0008328-01 ND ND 20.mgkg 108 % 8/30/00 8/30/00
UC4sv17 8/28/00 1L0008328-02 ND ND 20.mgkg 107 % 8/30/00 8/30/00 N
UC4SV18 8/28/00 10008328-03 ND ND 20.mgkg 109 % 8/30/00 8/30/00 -
-
!
-
‘,' -~
-
-
o
[
C.R.: Carbon Range »f
QUALITY CONTROL DATA (Total for Diesel Range): -
Sample ID Result Acceptable Range Surrogate Recovery* Sample Number
Blank, 000830tphs -BLK ND < 20 mg/kg 112 % NA -
LCS, 000830tphs1-LCS 75 % 54 -91 % 107 % NA
LCSD, 000830tphs1-L.CSD 73 % 54 -91 % 115 % NA =
* Surrogate used was Octacosane, acceptance limits 55-130%. o
ND - Not Detected -
This report shall not be reproduced except in full, without the written approval of the laboratory. -
2 :
]
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Las V Divisi
: NEL LABORATORIES 4208 Arcata Way, Suite A + Las Vegas, NV 8903

Reno = Las Vegas * Boise (702) 657-1010 « Fax: (702) 657-157
Phoenix ¢ Sacramento _ ‘ 1-888-368-328

CLIENT: Bechtel Nevada
P.O. Box 98521, M/S NTS273
Las Vegas, NV 89193-8521
ATTN: Dave Madsen

Closupe
PROJECT NAME: CNTA Cleshier sps V989 NEL ORDER ID: 10008075
PROJECT NUMBER: 2152 .

Attached are the analytical results for samples in support of the above referenced project.

Samples submitted for this project were not sampled by ‘NEL Laboratories. Samples were received by NEL in
good condition, under chain of custody on 8/7/00. ’

Should you have any questions or comments, please feel free to contact our Client Services department at (702)
657-1010.

Date
Laboratory Manager
CERTIFICATIONS:
. Reno  Las Vegas S. California Reno  Las Vegas S. California
Arizona AZ0520 AZ0518  AZ0605 Idaho Certified  Certified
California 1707 2002 2264 Montana Certified  Certified
US Ammy Corps  Certified  Certified Nevada NV033 NV052 CA084

of Engineers L.A.C.S.D. 10228




NEL LABORATORIES

8/9/00
8/8/00
8/8/00
8/9/00
8/8/00

8/8/00

‘-

H

CLIENT: Bechtel Nevada

PROJECTID: CNTA Closhler

PROJECT #: 2152

TEST: Total Extractable Petroleum Hydrocarbons by EPA Method 8015M, December 1996

METHOD: EPA 8015M

ORDER ID: 10008075 .

MATRIX: Solid ANALYST: SLB - Las Vegas Division
CLIENT SAMPLE NEL RESULT Reporting  Surrogate

SAMPLE ID DATE SAMPLEID mgkg CR. Limit Recovery* EXTRACTED ANALYZED
UC4WV1 8/4/00  10008075-01 ND ND 20. mg/kg 79 % 8/8/00

UC4AWV2 8/4/00  10008075-02 38 D 20.mg/kg 84 % 8/7/00

UCc4awv3i 8/4/00 10008075-03 32 D 20. mg/kg 76 % 8/7/00

UC4wWVv4 8/4/00  10008075-04 ND ND 20. mg/kg 78 % 8/8/00
UC4WV5S 8/4/00  10008075-05 20 D 20. mg/kg 89 % 8/7/00
UC4WV6 8/4/00  10008075-06 le) ND 20. mg/kg 90 % 8/7/00

C.R.: Carbon Range

D Diesel Range Organics (C10 to C28).

QUALITY CONTROL DATA (Total for Diesel Range):

Sample ID
Blank, 000807TP -BLK
LCS, 000807TPHS-LCS

LCSD, 000807TPHS-LCSD

Blank, 000808TP -BLK
LCS, 000808TPHS-LCS

LCSD, 000808TPHS-LCSD

* Surrogate used was Octacosane, acceptance limits 55-130%.

ND - Not Detected

This report shall not be reproduced except in full, without the written approval of the laboratory.
' 2

Result Acceptable Range Surrogate Recovery* Sample Number
ND < 20 mg/kg 83 % NA
77 % 54 -91 % 81 % NA
7 % 54 -91 % 23 % NA
ND < 20mg/kg 74 % NA
5 % 54 -91 % 68 % NA
67 % 54 -91 % 89 % NA
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APPENDIX B

PROJECT PHOTOGRAPHS
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PHOTOGRAPH LOG

aoTo | DATE DESCRIPTION

1 07/20/2000 | Cutting northern side of CMP geogrid anchor bench.

2 07/27/2000 | Laying panels of geogrid by hand over the CMP.

3 08/01/2000 | Geogrid anchored along northern side of CMP. Geogrid extends
completely to the rear (left) edge of bench.

4 08/02/2000 | Placing the first 2 foot lift of the CMP cover on the geogrid.
Working from the center to the east and west ends of CMP.

5 08/08/2000 | Placing the second 2 foot lift of the CMP cover.

6 07/28/2000 | Excavating the UC-1 CMP Mud Relocation Trench.

7 08/01/2000 | The completed UC-1 CMP Mud Relocation Trench.

8 08/10/2000 | Dumping truck loads of drilling material from UC-4 Mca S in the
UC-1 CMP Mud Relocation Trench.

9 08/11/2000 | Stacking drilling material in the Mud Relocation Trench.

10 08/08/2000 | Leveling the surface of the stacked drilling mud using a track hoe.

11 08/23/2000 | Looking north at the ﬁlled Mud Relocation Trench.

12 08/23/2000 | West side of geogrid anchor bench in Mud Relocation Trench.

13 08/24/2000 | Placing laps of geogrid over the Mud Relocation Trench.

14 09/07/2000 | Completed scarified 4 foot mono-layer cover over UC-1 CMP.

15 08/23/2000 | South leg of the west flood diversion channel.

16 09/07/2000 | Completed east flood diversion channel.

17 09/13/2000 | Erecting the UC-1 CMP cover fence.

18 09/14/2000 | Using the blade to bury the wire mesh “bunny” fencing.

19 09/13/2000 | Scarified UC-1 CMP cover.

20 09/20/2000 | Placing subsidence monuments on the UC-1 CMP cover.

21 10/17/2000 | Installing the TDR sensors in the UC-1 CMP cover.

22 10/17/2000 | Positioning and burying the TDR sensors in the UC-1 CMP cover.

B-1




PHOTO
NUMBER DATE DESCRIPTION

23 12/18/2000 | Seeded and mulched UC-1 CMP cover.

24 04/05/2001 | Transplanting seedlings on to the UC-1 CMP cover.

25 08/01/2000 | Clean closure by excavation of UC-1 Area S, CAS 58-10-03.

26 08/25/2000 | Clean closure by excavation of UC-1 Area Y, CAS 58-44-06.

27 08/18//2000 | Completed clean closure of UC-3 Area Z, CAS 58-44-03.

28 08/11/2000 | Drilling mud in the south bank of the upper area of UC-4 Area S,
CAS 58-10-02. Material was removed and placed in the UC-1
Mud Relocation Trench.

f 29 08/11/2000 | Drilling material in the upper section of UC-4 Area S. Material

was removed and placed in the UC-1 Mud Relocation Trench.

30 08/15/2000 | Drilling mud in the south bank of the upper area of UC-4 Area S,
CAS 58-10-02. Material was removed and placed in the UC-1
Mud Relocation Trench.

31 09/14/2000 | View looking east down the regraded and scarified drainage of
UC-4 Area S. Clean closure of UC-4 Area S, CAS 58-10-02.

32 09/14/2000 | Completed clean closure of UC-4 Area W, CAS 58-10-04.
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PHOTOGRAPH 2 - Laying pan




PHOTOGRAPH 3 - Geogrid anchored
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PHOTOGRAPH 6 - Excavation of the CMP Mud Relocation Trench
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PHOTOGRAPH § - Drilling

material from U

-4 Area 8 being placed in Relocation Trench
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PHOTOGRAPH 12 - Geogrid anchor bench, west side of Mud Reloeation Trench







PHOTOGRAPH 16 - Completed East Diversion Channe]




PHOTOGRAPH 18 - Burring the wire mesh “bunny” fencing
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L 24 - Transplanting seedlings to the CMP cover




PHOTOGRAPH 26 - Clean closure by e cavation of UC-1 Area Y, CAS 58-44-06
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PHOTOGRAPH 27 - Clean closure by excavation of UC-3 Area Z, CAS 58-44-03

PHOTOGRAPH 28 - Drilling mud/material at UC-4 Area S, CAS 58-10-02
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PHOTOGRAPH 29 - Drilling mud/material at UC-4 Area S, CAS 58-10-02

'PHQ'?QGRA?E 30 - Drilling mud/material at UC-4 Area S, CAS 58-10-02
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PHOTOGRAPH 31 - Final regraded closed UC-4 Area S, CAS 58-10-02

PHOTOGRAPH 32 - Clean closure of UC-4 Area W, CAS 58-10-04
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BEGhtEI ”evada Engineering Department Sheet 1 of 2
I ~~V>YN  DESIGN CHANGE NOTICE DCN No.:  00/08-419

@Design Drawing DDesign Specification Date Initiated: 8/14/2000

Document No.: JS-058-98228-C34 . Revision No.: 0
Title: West Diversion Channel Plan & Profile

Description of Change:

Reroute the southern portion of the channel to minimize the area that requires disturbance, and reduce the quantity of
|required excavation. See page 2 for new horizontal and vertical alignment information.

Field placement of excavated soils in a stockpile filling the area between the existing scarp face and the existing berm
along the south side of the mud pit, has made it possible to reroute the channel. The new route will pass through this
stockpile, and will require grading from both directions into the bottom of the channel (in this area only) to maintain the
design drainage scheme (See page 2). Finish grading in this area should be completed after the cap as the finish slope
should be away from the intersection line of the cap with the existing berm (similar to Section C, on drawing C33).

Jinformation contained in this DCN was personally conveyed (at the site) to field personne! on 8/2/2000.

Prepar Date: Checked by: Date:
“X/} o /( . Ad/ec U~ « Q""‘ 5 [19] e
7 [

APPROVALS

P7’oject Engineer: ' k y}ate: Other BN Organizations: (PA, ESS&H, etc.)
/ s Date: Date:

Date: Date:

/_\\

Date: . Date:
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DETAIL

AS-BUILT
Bochisl Novada Foalsm

" =
[
n/a s A

Badaged = )
N/a u/A)?é .nl v

7/M‘

ORIGINAL AS-BUILT $IGNED BY

REFERENCES AND CONSTRUCTION
ANG WERE

UNLESS NOTED AY MARKED CHANGEW ALL DIMENSIONS, NOTES.

SCALE ¢ NOT TO SCALE

1172° FLEX W

4° PYC COUPLING
AS MEEDER) @

DETATL @

SCALE : MOT TO SCALE

TDR PROBE EXCAVATION NOTES

1. STOCK PILE EXCAYATED SOILS TO A WEIGHT WOT EXCEEDING 15 FLET (4.5TW),

« YEMIFY THAT EXCAYATIONS MEET OSHA 1926 REQUIREMENTS. THE WAX(WUW SIDE SLOPE SWALL
BE t.511 UMLESS SHORING 15 UTILIZED 10 FREVENT SIOE SLOPE FAILURE FOR 807K TOR PRGSE
TRENCH AN MON|TORING STATION EXCAYATiONS,

3. EXCAVATION FOR TON ARRAY SHALL NOT EXCEEO & OEPTH OF 4 FEET (1.22M) BELOW THE
£XISTING GRDUND SUMFACE. EXTREME CAUTION SWALL RE EXENCISED OURIMG EXCAVATION OF
THE LAST 1 FDOT (3054M) OF SOILS TO PREVENT OAMAGING THE UMDEALYING CEOCRID.

TCH WITCH OR OTHER SUITABLE £OUIPVENT SHALL BE USED TO EXCAVATE TRENCHES FOR
11 :I‘l.lh““(lﬂ“ SHALL BE & Wlullem DEPTH OF 1 FOOT 13OSHMI BELOW TNE EXISTING

-

“ apl
rl
SROUI

TDR PROBE BACKFILL NOTES

1o BACKFILL MATERIAL SHALL € NATIVE SOILS EXCAVATED FAQS THE T1ME OOMAIN REFLECTOMETAY
SENSOR (TOR) PNOSE AND WONITORING STATION LOCATIONS SWOWN ON DRANING #1.

2. :Eﬂz:‘;nll AREAS TO BE BACKFILLED ARE FREE OF DEBAIS. WATER. AND ROCKS LANSEA THAN

3. BACKFILL CXCAVATIONS 1M 1 FOOT (SOSMM) MAXINUM COMPACTED LIFTS.

4. INSTALLATION. BACKFILL. AND COMPACTION DF TDR PAUDE AMD MONIFORING STATION
EXCAYATIONS ¥ILL BE DOME BY FIELD TECHMICIAMS TO MATEN WATIVE CONOITIONS.

5. COMPACTION TESTING FOR ACCEPTANCE 1S NOT REOUIRED,

GENERAL NOTES

FOR EQUIPMENT LIST. MEFERENCE ORANING J3-D50-90220-1).

KEY NOTES

A

(D USE 45¢ TLAONS AS WEEDED TO AEOUCE WIDTW OF TREMCH.
2D CONKECTION TO GROUND ROG SHALL BE MADE USING AN EXOTHERNIC WELD.
CID ADD 4 WYE'S (ITEM $) AS WEEOED T0 ACCOMMODATE § PRGSES.

ORIGINAL MYLAR SICNED 8Y:

AS BUILT INFORMATION

1, SUBMIT SURYEY INFORMATION SNOWING COORDINATE LBCA
RUNS. 09N ON THE

1048 THE TOR PROBES, WIRING
+ AND THE MONITORING STATION AS SHl ORA¥ENGS.

T For
ENGINEERING

REFERENCES

COMMUMICATION SITE PLAN

45-030-96220-w1

DATED 04723701
[————

JSSUED FOR CONSTAUCTION 10/11/00

AS-8UILT,

TaTTD WOTG v

OET]

AREA 58

167

)

DETAILS/SEGTION

CAU 417 CLOSURE

CENTRAL NEVADA TEST AREA

U.S. DEPARTMENT
OF ENERQY

Bochiel Novads
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APPENDIX D

SECTORED HOUSEKEEPING SITE CLOSURE
VERIFICATION DOCUMENTATION
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Sectored Housekeeping Site Closure Verification Form

Closure Verification Date: 98/23/00

CAS Mumber (if spplicable):  58-44-01 (North grout pile)

CAU Number (if applicable): 417

Sector Designation: CTNTA

Houscheeping Site General Lacation: Cenirsl Nevada Test Site, UC-1
Elevation: 1842060 m

Northing: 4,276,019.92 m (UTM Zone 11) Latitude: 28 37 54,7200
Easting: 568,520.36 m (UTM Zone 11) Longitude: 116 12 49,2203

Ca@r&mawwvaﬁw Data @%ﬁmm@i from: ’“«m‘ﬁz &mam:m Diatom, 1927,

Site Access Route: From Tﬁnﬁg&& g}mceeé rortheast on H@tgﬁway 6 for approximately 80 miles to Moores
Station road. Take a left onto Moores Station road and follow for approximately 14 miles northwest to a
four way dirt intersection. Proceed west through the intersection for approximately 1.5 miles to the UC-1
site. CAS 58-44-01A is Jocated approximately 60 feet northwest of Mud Pit A, (Mud Pit A, CAS 58-09-
02, is marked by four above-grade concrete manuments am:% is approximately 60 fest west of the UC-|
CMP cover fence line.

¥ Oeinary, Sorwn Metal, Acbasios, FOB. Saivagaaisie, Hawm Radzow:wm Mised, Unsz:«wn Other

Housekeeping Site (north pile) Prior to Clean Up ﬁwsakmmg Site After Clean Up
(taken OR/18/2000) (taken 06/07/2001)

Current Site Mﬂpﬁa&@%@s’w&mm‘ This CAS was first identified by the IT Off-sites gmap in a site
survey performed on Bebruary 13, 1996. The north pile was a small pile of grou measuring approximately
8 feet in diameter and 3.5 feet in height. The grout pile was removed on 23 August 2000, using a front-end
Jloader. The material was used in the construction of the UC-1 Central Mud Pit cover (CAS 58-09-01). The
current condition of the former location of the ncmh pile is clear of all waste material.

X No Further Action Reguired at E@Wﬁk&pﬁng Site

o




Sectored Housekeeping Site Closure Verification Form

Closure Verification Date:

CAS Number (if applicablen: §§»~$~*%~§§ {South grout pile)

CAU Number (if applicable: 417

Sector Designation: CNTA

Housekeeping Site General Location: Central Nevada Test Site, UC-1
Elevation: 1840.760 m

Northing: 4%,3;’?5‘,%3’.&2 m (UTM Zone 11} Latitude: 38 37 52.8182
Easting: 568,546.48 m (UTM Zone 11} Longitude: 116 12 48,1608

@mwﬁ%xﬁﬁwﬁ'«ﬁwaﬁm Dats Obtained from: North American Datum, 1927,

Site Access Route: From Tonopah, praceed northeast on Highway 6 for approximately 80 miles to Moores
Station road. Take a left onto Moores Station road and follow for approximately 14 miles northwest to a
four way dirt intersection. Proceed west through the intersection for approximately 1.5 miles to the UC-1
site. The south pile of CAS 58-44-01 is located spproximately 35 feet west of Mud Pit A. (Mud Pit A,

C AR 58-09-02, is marked by four above-grade concrete mpnuments approximately 60 feet west of the UC-
1 CMP cover fence line.)

Swap Mami Ashesm{?ﬁt& Saivagea%ie, Hazardons, Ra@aamw:. M».e& Unknown, Other

Wuwkwng Sam {so th xie:} Prior to Clean Up - Housekeeping S}ite f%fmr Clean Up
e | - {taken 08/07/2001)

_ Current Site Description/Observations: This CAS was first identified by the IT Off-sites group in a site

_ survey performed on February 13, 1996. The south grout pile measured approximately 8 feet in diameter
and 3.5 feet hizh. The grout pile was removed on August 23, 2000 using & front-end loader and was used in
the construction of the UC-1 Central Mud Pit (CAS 58-09-01) cover. The current condition of the former
location of the south gmus pile is clear of all waste material.

b. ¢ Nas:s Further Action Required ai ﬁm&mging Site
o A

ISy, 2

Signature




Sectored Housekeeping Site Closure Verification Form

Closure Verification Date; 88/23/60

CAS Number (if applicable): 58-44-02 (North grout pile)

CAU Number (if applicable): 417

Sector Designation: CNTA

Housecheeping Site General Location: Central Nevada Test Bite, UC-1
Elevation: 1847.585 m

Northing: 4,276,097.54 m (UTM Zone 11}  Latitnde: 38 37 57.2697
Easting: 568,406.45 m (UTM Zone 11) Longitude: 116 12 53,9039

Coordinate/Elevation Data @iswzsm& from: North American @amm; 1927,

Site Access Route: From T@mgah. NV, drive northeast on Highway 6 for aggammmtaiy 80 miles 1o
Moores Station road. Pollow Moores Station road for spproximately 14 miles northwest to a four way din
intersection. Proceed west through the intersection for approximately 1.5 miles to the UC-1 site. CAS 58-
44-02 north, is located approximately 80 ft south of the intersection of the UC-1 access road and the well
HTH-2 road and 20 {1 east of the well HTH-2 road.

Housekeeping Site Prior 1o Clean Up Housekeeping Site Afier Clean Up
(iaken 08/18/2000) | (taken 06/07/2001)

Current Siﬁa ﬁmmgx&&oaxf@&a&s‘wﬁam’ This CAS was first idemified by the IT Gﬁ‘»sxtes group in a site
survey performed on Pebruary 13, 1996, The mrth pﬁg measured approximately 30 by 10 feet and 3 fest
high. The grout pile was removed on August 23, . using a front-end loader and was used in the
construction of the UC-1 Central Mud Pit (CAS 58~{}1} cover, The current condition of the former
location of the north pile is clear of all waste material,

X __ No Further Action Required at Housekeeping Site

S

x X w N . :”;f .
Kevin B. Campbell .

Corrective Action Coordinator/Designee




Sectored Housekeeping Site Closure Verification Form

Closure Verilication Date: 88/23/60

CAS Mumber (if applicable); 58-44-02 (South grout pile)

CAU Number (if applicable): 417 |

Sector Designation: CNTA

ﬁmx@e&m@éag Site General Location: Central Nevada Test Site, UC-1
Elevation: 1847.674 m

Northing: 4,276,069.72 m (UTM K&mi 1) Latitude: 38 37 56.3706

Easting: 568,354.05 m (UTM Zonel ) Longitude: 116 12 54.4266

@wmﬁawmmﬁma ﬁ&&a Obtained from: N@ﬂﬁ mmx& @amm, 1927,

Site Access Route: me Tonopah, NV, drive northeast on Highway 6 for approximately 80 miles 10
Mw:w Station mm Follow Moores Station road for approximately 14 miles northwest to a four way dirt

_ jon for approximately 1.5 miles to the UC-1 site. The south
pile is located: a;;xg}mxzmawiy 150 feet south of the intersection of the UC-1 access road and the well HTH-2
wa&, 20 feez east of the we&i HTH-2 road (approx. 70 feet southwest of the north pile).

Apparent Waste ?yggf‘

Borap Metal, Asbestos, PCR, Salvageabie, Rawﬁous{ammma, T G O

Bms&aepmg Site me to Clean Up o Housekeeping Site After Clean Up
ORIIRE0 (raken DBAY7/2001)

' fmt m _h ”if‘he gmut mie was rmveci on A;.zgust 23 2{}0{} using a ﬁ*ant~enc§ 5{3&3&: an«:i was ased in the
construction of the UC-1 Central Mud Pit (5&»0%)1 3 cover. The current condition of the former location of
. 'ti'm somh gmut ;:siie is ciean af ai% wasw mat;mai

X No Further Action Required at Eu@a&;ﬁ@i&g Siie

' Qammm z&cﬁoa {Zemré nator/D '




Sectored Housekeeping Site Closure Verification Form

Closure Verification Date: $8/23/00

CAS Number (if applicable): 58-44-03

CAU Number (if applicable): 417

Sector Designation: CNTA

Housckeeping Site General Location: Central Nevada Test Site, UC-1
Elevation: 1852.737m

Northing: 4,276,510.49 m (UTM Zone 11)  Latitude: 38 38 10.6267
Easting: 568.547.73 m (UTM Zone 11) Longitude: 116 12 47.9144

Coordinsie/Elevation Data Obtained from: North American Datum, 1927,
Site Access Route: From Tonopah, pmz:&eé northeast on Highway 6 for approximately 80 miles to Moores
Station road. Take a left onto Moores Station road and follow for approximately 14 miles northwest to 2
four way din intersection. Proceed west through the intersection for approximately 1.5 miles to the UC-|
site. CAS 53»&»@5 1s located appmmmamiy 150 yards northeast of UC-1 ground zero.

o

Wa&te em{s} Originally at Ss‘z:e | Apparent Waste Type*
Ordmary

SRS

Housekeeping Site Prior to Clean Up Housekeeping Site After Clean Up

Current Site Description/Observations: This CAS was first identified by the IT Off-sites group in g site
survey performed on February 13, 1996, The grout pile measured approximately 35 by 35 fest and 3 feet in
height. The grout pile was removed on August 23, 2000, using a front-end loader and was used in the
construetion of the UC-1 Central Mud Pit (58-09-01) cover. The current condition of the former location of
the grout pile is clear of all waste material.

No Further Action Reguired at Housekeeping Site

1(}’

s 2 ,m( f,gzi/;v/
Corrective Action Swrdmawrmmm iisgmmm ' @ate




Sectored Housekeeping Site Closure Verification Form

Closure Verification Date:  08/23/00

CAS Number (if applicablel: 58-98-03

CAU Number (if applicabley: 417

Sector Designation: CNTA

Housekeeping Site General Location: Central Nevada Test Site, “{Iﬂ%
Elevation: 1839427 m

Morthing: 4,275,974.63 m (UTM Zone 11) Latitude: 38 37 53.2314
Easting: 568,580.68 m (UTM Zone 11) Longitude: 116 12 46.3695

Coordinate/Elevation Data Obtained from: North American Datum, 1927,

Site Access Route: From Tonopah, proceed northeast on Highway 6 for approximately 80 miles to
Moores Station road. Take a left onto Moores Station road and follow for approximately 14 miles
northwest 10 a four way dirt intersection. Proceed west through the intersection for approximately 1.5
miles to the UC-1 site. CAS 58-98-03 is the berm adjacent to the east side of Mud Pit A (58-09-02
marked by four abws»wade concrete monuments} which is approximately 60 ft west of the cover fence
line.

Waste Item(s) Originally at Site . Apparent Waste Type?®

Metal debris. wood, cloth and piping. Ordinary

¢ Ordinary, Sopin Mw;{ Axbrston, ?{3?3, Saivagcab?nz Harardous. Radioagtive, Mixed. Unknown, Cither

Housekeepimg Site (berm) Prior to Closure Housglieeping Site After Closure
(taken 02/13/1906) {taleen 06072001}

Current Sxt& ﬁascr;gstma{{}hsematmas.

This CAS was first identified by the IT Off-sites group in a site survey performe(i on February 13, 1996,
The waste was scattered on a berm adjacent to UC-1 Mud Pit A (CAS 58-09-02). The berm measures
ag)pmxzmamiv 320 fi long and 3 ft high. The waste was removed on June 23, 1998, The waste was
discarded as sanitary trash The current mndztmn CAS 58-98-03 is clean of all discarded waste material,

A NoF urther Action Required at ﬁﬁusekeeping Site

_Kevin B. Campbell o w 97/ 18/ Z02/

Carr&c‘txve Action Cam&m&tﬂrfﬁasxgxw Szgaamz-e Date




Sectored ﬁ@mﬁ%@ag&i&g Site Closure Verification Form

Closure Yerification Date: Q8230600

CAS Number (if applicable): 58-05-03

CAU Number (if applicable): 417

Sector Designation: CNTA

Housekeeping Site General Location: Central Nevada Test Site, UC-3
Elevation: 1746.533 m -

MNorthing: 4,270,715.94 m (UTM Zone 11}  Latitude: 38 35 02.7630
Easting: 568,131.14 m (UTM Zone 11) Longitude: 116 13 07.1842

er&ﬁi&m&afﬁ vation Data Obtained from: North American Datum, E%’?

Site Access Route: From ?‘empa& gmcwci northeast on Highway & for approximately 80 miles 1o Moores
Station road. Take Moores Station road northwest for approximately 14 miles to a four way intersection.
Go south {left) for approx. 2 miles, past the UC-3 access road, then west { right) for approx. 200 yards to
UC-3 Recording Trailer Park. CAS 58-05-03 is located approx. 100 feet north of road and 10 feet east of a
concrete slab.

i

Waste Item(s) Originally at Site _ Apparent Waste Type*

: ‘ . | Ordinary / Scrag metal
ai»age&bi& ﬁawdw& ﬁaﬁxmmw, Mixed, Unknown, Tither

Housekeep Site During Closure | . Housekeeping Site After Closure
(taken 06/ {36;15;;99@; - (taken 04/10/2001)

mmssﬁ Site Deseri 'ﬁaw@bsewamm, This CAS was first identified by the IT Off~sxms group on
October 27, 1997, “i’he {ES"? (ti’ir&e 55 gaiian d’mms} was remﬁvad on 5une ié §99S The drums and aﬁ
hydrocarbon i
thatall hydrmarbcn zmgmteé soil was rexmved durmg ciosure ‘i‘he {ES}” emavatzan was bacicﬁiieci wuﬁ

clean soil. UST closure notification was sent by the DOE/NV to NDEP on 12/30/1998. The current

condition of CAS 58-05-03 is clean closed.

X No Further Action Required at ﬂwsak?eegséng Site
evin B. Camphell A 5

| Qamma Action Coordinator/Designee Signature




Sectored Housekeeping Site Closure Verification Form

Closure Verification Date:  08/23/00

CAS Number (if applicable): 58-05-05

CAU Nuamber (if applicabley: 417

Sector Designation: CNTA

Housekeeping Site General Location: Central Nevada Test Site, UC-3
Elevation: 1756.937 m .

Northing: 4,271,807.50 m (UTM Zone 11)  Latitude: 38 35 38,1630
Easting: 568,171.37 m (UTM Zone 11} Longitude: 116 13 05,1375

Coordinate/Elevation Data Obtained from: North Americap Datam, 1927,

Site Avcess Route: From Tonopah. proceed northeast on Highway 6 for approximately 80 miles to
Maores Station road. Take Moores Station road northwest for approximately 14 miles to a four way
intersection. Go south (left) for approx. 1.5 miles, then west { right} for approx. 200 yards to UC-3 Ares.
CAS 38-05-05 15 located approx. 160 feet southeast of the UC-3 emplacement hole,

- Wagste ﬁem{&_} {_}régiuasﬁy at Site Apparent Waste Type*

sesgmc tank . Ordinary
* C}rdmaw Scraia Mutal As%;xsm& POB. Salvassable Herardous, Radioactive, Mixed Lnknown, Other

Housckeeping Site During Closure Housekeeping Site After Closure

- {taken DBO3/1068) . _ . ‘ {taken 06/072001)

Current Site Description/Observations: This CAS was first identified by the IT Off-sites group in a site
visit on October 28,1997, The tank was sampled, pumped (7,370 liters [2,000 gallons] of sfzzcige was
removed and disposed of at an approved facility), and backfilled with clean material on June 23, 1998
&s&nowi&dga of septic tank closure was received by the NNSA/NY from the NV Department of Health on
3 May 2001, The current condition of CAS 58-05-05 i is clean closed.

X __ No Further Action Required at Housekeeping Site
. _ .
Kevin B. Campbell e A i o7/ 4/ 200,

p)

Corrective Action Coordinator/Designee Signature Date




R

Sectored Housekeeping Site Closure Verification Form

Closure Verification Date: 08723400

CAS Number (if applicable): 58-05-06

CAU Number (if applicable): 417

Sector Designation: CNTA

Housckeeping Site General Location: Central Nevada Test Site, UC-3

Elevation: 1745.8346 m
Northing: 4,270.503.48 m {UTM Zone 11) Latitude: 38 34 58.8078
Easting: 568,067.94 m (UTM Zone 11} Longitude: 116 13 09.8393

Coordinate/Elevation Dats Obtained from: North American Datum, 1927,

Site Access Route: From Tonopah, proceed northeast on Highway 6 for approximately 80 miles to Moores
Station road. Take Moores Station road northwest for approximately 14 miles to a four way intersection.
Go south (left) for approx. 2 miles, past the UC-3 access road, then west { right) for approx. 200 yards to
UC-3 Recording Trailer Park. CAS 58-05-06 is located approx. 20 feet north of road.

Waste Hemds) Originally at Site Apparent Waste Type*
Concrete cast septic tank _ Ordinary
* Owdingry, Scrap Meral, Ashestos, PUB, Salvageabls, Hazardous, Radiosctive, Mixed, Unknowa, Other

Housekeeping Site During Closure Housskeeping Site After Closure
(taken 06/24/1998) (taken 06/07/2001)

Current Site Description/Observations: This CAS was first identified by the IT Off-sites staff during a
site visit on October 28, 1997, The tank was empty of liquid; a solid sample was collected in April 1998,
Analysis showed no Contaminate of Concern above action levels. The septic tank was backfilled with ¢lean
material on June 24 , 1998. Acknowledge of septic tank closure was received by the NNSA/NV from NV
Department of Health on 3 May 2001. The current condition of CAS $8-05-06 is clean closed.

X No Further Action Required at Housekeeping Site

Kevin B. Campbell A S Lol
Corrective Action Coordinator/Designee Signature




s

Sectored Housekeeping Site Closure Verification Form

Closure Verification Date:  08/23/00

{CAS Number (if applicable): 38-98-01

CAU Number (if applicable): 417

Sector Designation: CNTA

Housekeeping Site General Location: Central Nevada Test Site, UC-3

Elevation: 1757.778 m

Northing: 4,271,920.85 m (UTM Zone 11) Latitude: 38 35 41.8931

Easting: 567,979.71 m (UTM Zone 11) Longitude: 116 13 13.0201

Coordinate/Elevation Data Obtained from: North American Datam, 1927,
Site Access Route: From Tonopah, proceed northeast on Highway 6 for approximately 80 miles to
Moores Station road, Take Moores Station road northwest for approximately 14 miles to a four way

intersection. Go south (left) for approx. 1.5 miles, then west ( right) for approx. 200 yards to UC-3. CAS
58-98-01 is located approx. 90 ft west of the UC-3 emplacement hole on the west side of a low berm.

Waste Item(s) Originally at Site Apparent Waste Type®

Trash and metal debris Crdinary / scrap metal
* Ordinary, Scrap Metal, Asbesios. PCH, Salvageable. Hazardous, Radioactive, Mixed. Linknown, Other

Housekeeping Site Prior to Clean Up
(taken 06/23/1098)

Housekeeping Site After Clean Up
{taken 06/07/2001)

Current Site Description/Observations: This CAS was first identified by the IT Off-sites group in a
site survey performed on February 13, 1996. The waste was removed on June 23, 1998. Scrap metal was
sent to NTS salvage and the remainder disposed of at the NTS U10c Landfill. The current condition of
CAS 58-98-0] is clean of all waste material.

X __ No Further Action Required at Housekeeping Site

7
Kevin B. Campbell A, & MM 07/78/ 200/
Corrective Action Coordinator/Designee Signature ¢ Date




Sectored Housekeeping Site Closure Verification Form

Closure Verification Date: D8/23/50
CAS Number (if applicable): 58-98-02
CAU Number (if applicable): 417

Sector Desigpation: CNTA

Houselieeping Site General Location: Central Nevada Test Site, UC-3
Elevation: 17536.515 m

Northing: 4,271,747.60 m (UTM Zone 11) Latitude: 38 35 36.2717
Easting: 567,983.42 m (UTM Zone 11) Longitude: 116 13 12.9271

Coordinate/Elevation Data Obtained from: North American Datum, 1927.

Site Access Route: From Tonopah, proceed northeast on Highway 6 for approximately 8¢ miles to Moores
Sration road. Take Moores Station road northwest for approximately 14 miles to a four way intersection.
Go south {left} for approx. 1.5 miles, then west ( right) for approx. 200 yards to UC-3. CAS 58-98-02 is
Jocated approx. 185 ft southwest of the UC-3 emplacement hole.

Waste Itemis) Originally at Site Apparent Waste Type*

Trash and metal debris Ordinary / scrap metal

Ordinary, Scrap Metal, Asbestos, PCB, Salvageable, Huzardons, Radinactive, Mined, Unknown, Other

Housekeeping Site Prior to Clean Up Housekeeping Site During Clean Up
(taken 06/23/1998} {taken 06/07/2001)

Current Site Description/Observations: This CAS was first identified by the IT Off-sites group in a site
survey performed on February 13, 1996. The waste was removed o June 23, 1998. Scrap metal was sent
10 NTS salvage and the remainder disposed of at the NTS U10c Landfill, The current condition

CAS 38-98-02 is clean of all waste material.

X _ No Further Action Reguired at Housekeeping Site

o . 5 ol

a P 57 ? { !
Kevin B. Campbell s B s

o %
P A Ry A
(AL ‘/ e
= g :

Corrective Action Coordinator/Designee Signature  ° Date




Sectored Housekeeping Site Closure Verification Form

Closure Verification Date: 08/23/06

CAS Number (if applicablel:  58-98-64

CAU Number (if applicable): 417

Sector Designation: CNTA

Housekeeping Site General Location: Central Nevada Test Site, UC-3

Elevation: 1756.172 m

Northing: 4,271,781.88 m (UTM Zone 11} Latitude: 38 35 37.3676

Easting: 568,041.96 m (UTM Zone 11) Longitude: 116 13 16.4957

Coordinate/Elevation Data Obtained from: North American Datum, 1927,
Site Access Route: From Tonopah, proceed northeast on Highway 6 for approximately 80 miles to Moores
Station road. Take Moores Station road northwest for approximately 14 miles to a four way intersection.
Go south (left) for approx. 1.5 miles, then west { right) for approx. 200 vards to UC-3. CAS 58-98-04 is
located approx. 130 fi south of the UC-3 emplacement hole.

Waste Item(s) Originally at Site Apparent Waste Type®

Trash and retal debris Ordinary / scrap metal

¥ Cirdinary, Scrap Metal, Asbestos, PR, Salvageable, Hazardous, RAGOACIIVE, Mined, Unknows, Omer

X

Mo Before Photograph of Housekeeping Site Afier Closurs
Housekeeping Site Available {taken 04/10/2001)

Current Site Description/Observations: This CAS was first identified by the IT Off-sites group in a site
survey performed on February 13, 1996. The waste was removed on June 23, 1998. Scrap metal was sent
to NTS salvage, remainder disposed of at the NTS U10c Landfill. The current condition of

CAS 58-98-04 is clean of all waste material,

X __ No Further Action Required at Housekeeping Site

Sl o

"y ‘ 3 ;
o i : i SR 2 S e o
Eevin B, hell e L s ady RS L e

Corrective Action Coordinator/Designee Signature Date




Sectored Housekeeping Site Closure Verification Form

Closure Verification Date: $8/23/6¢

CAS Mumber (if applicable):  58.99-01

CAU Number (if applicable): 417

Sector Designation: CNTA ;
Househeeping Site General Location: Central Nevada Test Site, UC-3
Klevation: 1787074 m

Northing: 4,271,857.81 m (UTM Zone 11) Latitude: 38 35 30,7923
Easting: 568,181.68 m (UTM Zone 11) Longitade: 116 13 04.6936

Coordinate/Elevation Data Obtained from: North American Datum, 1927,

Site Access Route: From Tonopah, proceed northeast on Highway 6 for approximately 80 miles to Moores
Station road. Take Moores Station road northwest for approximately 14 miles to a four way intersection.
Go south (left) for approx. 1.5 miles, then west ( right) for approx. 200 yards 1o UC-3. CAS 58-99-01 is
located approx. 130 ft east of the UC-3 emplacement hole,

Waste Item(s) Originally at Site | Apparent Waste Type*

Underground storage tank - 35 gallon drums Ordinary / scrap metal
¥ Ordinary, Scrap Metal, Asbestos, POB, Salvageable, Hazardous, Radioactive, Mixed, Linknown, Cther

Housekeeping Site During Closure Housekeeping Site After Closure
{taken 06/16/1998} {taken 04/10/2001)

Current Site Description/Observations:

This CAS was first identified by the IT Off-sites group on October 27. 1997. The UST (four 55 gallon
drums) was removed on June 16, 1998. The drums and all hydrocarbon impacted soil were disposed of at
the NTS hydrocarbon landfill. Soil sample results verified that all hydrocarbon impacted soil was removed
during closure. The UST excavation was backdilled with clean soil. UST closure notification was sent by
the DOE/NV to NDEP on 12/30/1998. The current condition of CAS 58-99-01 is clean closed.

X _ No Further Action Regnired at Housckeeping Site

3 5

§

Kevin B. Campbell A B Cpmp bt S o0
Corrective Action Coordinator/Designee Signature




APPENDIX E

UC-3 UNDERGROUND STORAGE TANK AND SEPTIC
TANK CLOSURE DOCUMENTATION
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Adrministrator

MARY E. GUINAN, M.D., Ph.D.
State Health Officer

STATE OF NEVADA
DEPARTMENT OF HUMAN RESOURCES

HEALTH DIVISION
BUREAU OF HEALTH PROTECTION SERVICES

£000°80S0T0 "quy

May 3, 2001

Runore Wycoff,-Director
Environmental Restoration Division
DOE/NV Operations Office

P.O. Box 98518

Las Vegas, NV 89193-8518

RE: Abandonment of Septic Tanks at Central Nevada Test Site UC-3

Dear Mr. Wycoff:

An inspection was conducted by the Bureau of Health Protection Services on July
16, 1998 at the Central Nevada Test Site. The purpose of this inspection was to
determine the status of two abandoned septic tanks that had served the site’s
Recording Trailer Park and Support Trailer Park.

This is to confirm the above referenced tanks have been abandoned in
accordance with NAC 444.818(9).

If you have any questions, please contact me at 486-5068.

T

Sincerely,

James H. Larson, P.E.
Public Health Engineer
Bureau of Health Protection Services

2N B

1

cc.  Galen Denio, Manager, Public Health Engineering
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Nevada Operations Office
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Paul J. Liebendorfer, P.E., Chief

Department of Conservation and Natural Resources
Division of Environmental Protection

333 W. Nye Lane, Room 138

Carson City, NV 89706-0851

NOTIFICATION OF CLOSURE FOR TWO UNDERGROUND STORAGE TANKS (USTs)
AT THE CENTRAL NEVADA TEST AREA (CNTA) CORRECTIVE ACTION UNIT
(CAU) 417

Please find enclosed a copy of the U.S. Environmental Protection Agency (EPA) Form 7530-1,
Notifications for USTs, which identifies two abandoned USTs that were permanently closed by
removal. The two USTs were closed by removal from the UC-3 land withdrawal area at CNTA
northeast of Tonopah, Nevada. The permanently closed tanks are as follows:

o CAS 58-99-01 UST located southeast of UC-3
« CAS 58-05-03 UST located at the UC-3 Recording Trailer Park

Samples of the UST contents were collected and analyzed for Total Petroleum Hydrocarbon
(TPH), total Resource Conservation and Recovery Act metals, and Benzene, Toluene,

. Ethylbenzene and Total Xylenes (BTEX). Results for metals and BTEX were well below EPA

Region 9 Preliminary Remediation Goals (PRGs). Complete analytical results are presented in
the “Addendum to the Corrective Action Investigation Report for Central Nevada Test Area,
CAU 417,” DOE/NV-524-Addendum Appendix D, 1998. TPH results were below the Nevada
state action level of 100 mg/kg. The tanks were removed on June 16, 1998.

During the tank removal activities, field screening tests indicated the presence of TPH in the soil
at approximately one foot below the USTs. Hence, the area beneath each UST was over
excavated until screening indicated clean soil was reached. The excavated soils and crushed
tanks were transported to the Nevada Test Site Area 6 Hydrocarbon Landfill.

Verification soil samples were then collected from beneath each of the USTs at 5.5 feet and

11 feet below ground surface; i.e., at approximately 1 foot and 6.5 feet below each UST. The
samples were analyzed for TPH by NEL Laboratories in Las Vegas, Nevada. Results for all

i
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Paul J. ;iebendorfer, -2-_ " DEC 30. 1998

samples showed TPH preseht at lesshfhan 100 mg/kg, indicating the tank closures were clean.
Enclosed, Table 1 is a summary of the analytical results for the collected verification samples.
Also enclosed are copies of the certificates of the laboratory results for the TPH analyses.

Please direct any questxons or comments to Peter A Sanders of my staff, at (702) 295-1037.

i zg«l?
g unore C. Wycoff, Directo

ERD:PAS Environmental Restoration Division
Enclosures:
As stated

cc w/encls:
M. D. McKinnon, NDEP
Las Vegas, NV

e

cc w/o encls

K.K. Beckley, NDEP,

Carson City, NV

~ 1.J. Johnson, NDEP,

“Carson City, NV

.. D. A. Bedsun, DTRA,

Mercury, NV

~.P. S. Adams, IT,

LasVegas,NV =

T J. White/ IT,- S

Las Vegas, NV ..

‘D.D. Madsen, BN, _

Mercury, NV _
K. A. Hoar, ESHD, DOE/NV ,
Las Vegas, NV -

- P L. Hall, ERD, DOE/NV,

Las Vegas NV




STATE OF NEVADA

PETER C. MORROS. Director KENNY C. GUINN
ALLEN BIAGCL, Administrator Governor
(7751 6874670

TDD 6874678

Administration
Water Pollution Control
Facsimile 687-3856

Mining Regulation and Reclamation

Facsimile 684-5259 DEPARTMENT OF CONSERVATION AND NATURAL RESOURCES

DIVISION OF ENVIRONMENTAL PROTECTION
333 W. Nye Lane, Room 138
" Carson City, Nevada 89706

Waste Management
Corrective Actions
Federal Facilities

Air Quality

Water Quality Planning

Facsirnile 687-6396

May 29, 2001
AN — T
Runore C. Wycoff, Director ‘agg — '
Environmental Restoration Division AMBFS
National Nuclear Security Administration ﬁm 2
Nevada Operations Office AMEM
P.O. Box 98593-8518 AMPIA

Las Vegas, Nevada §9193-8518

RE: Closure Documentation Received for Underground Storage Tanks; CAU 417 - Central

Nevada Test Area

Dear Ms. Wycoff:

The Nevada Division of Environmental Protection (NDEP) has received the Underground

Storage Tank Notification Form (USEPA Form 7530) for two underground storage tanks (USTs)

that were discovered abandoned at the Central Nevada Test Area (CAU 417) during field

operations in 1998. Along with a letter dated December 30, 1998 which accompanied the 7530

Form, the following information was provided:

. Two tanks were permanently closed on July 16, 1998;

. The tanks are numbered CAS 58-99-01 and CAS 58-05-03;

) The tanks were welded 55 gallon steel drums; were used to contain diesel; had
approximate volumes of 220 and 165 gallons; and were last used in 1968.

During tank removal, field screening tests indicated the presence of TPH in soil below the USTs.
Over-excavation was performed below each tank site until screening indicated clean soil had
been reached. Removed soil and the crushed USTs were transported to the Nevada Test Site

Area 6 Hydrocarbon Landfill. Confirmatory soil samples were collected as part of a site
assessment as required by federal regulation 40 CFR Part 280.72 and analyzed for Total

Petroleum Hydrocarbons (TPH). Results for all samples showed TPH concentrations at less than




Runore C. Wycoff
Page 2
May 29, 2001

the action level of 100 mg/kg. The highest reported sampling result was 81 mg/kg TPH at the
south end of CAS 58-05-03.

Upon review of the data presented, the NDEP concurs that the tank removals and the subsequent
removal of contaminated soils were done satisfactorily and conform to State of Nevada
regulations. Confirmatory soil sampling results indicate that remaining TPH is below the State
action level. The NDEP will not require remedial action involving these two tanks. No remedial
action is based upon the information and data provided to date (7530 Form and December 30,
1998 DOE letter). This action is subject to the qualifications of the data and information
presented. If future conditions warrant, NDEP may request further mformatlon, data,
mvestlganon and/or remediation.

Additionally, steps to formally close CAS 58-99-01 and CAS 58-05-03 must be completed under
the provisions of the FFACO. These two CASs, along with the other CNTA surface sites, must
be included in the Closure Report for CAU 417. If you have any questions regarding tank
closure issues, please contact Sigurd Jaunarajs of my staff at (775) 687-4670, extension 3030.

Sincerely,

_ .,
Czw
Paul J. Liebendorfer, P.E.

Chief
Bureau of Federal Facilities

PIL/SRJ/js

cc: Karen Beckley, NDEP/CC
Matt DeBurle, NDEP/CC
Patti Hall, ERD, NNSA/NV
Mike McKinnon, NDEP/LV
Monica Sanchez, ERD, NNSA/NV
Pete Sanders, ERD, NNSA/NV
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CAU Use Restriction Information

CAU Number/Description: CAU 417 (Central Nevada Test Area Surface, NV)

Applicable CAS Numbers/Descriptions:_CAS No. 58-09-01 / UC-1 Central Mud Pit Fence

Contact (organization/project):NNSA/NV Off-Sites Project Manager

Surveyed Area (UTM coordinates, Zone 11, NDA 27):
UC-1 CENTRAL MUD PIT FENCE starting at the NW corner and moving clockwise around
fence.
NW corner:  4276101.25 mN, 568640.16 mE
Clockwise  4276099.54 mN, 568690.78 mE
4276098.33 mN, 568696.77 mE
4276068.95 mN, 568833.42 mE
4276003.38 mN, 568863.50 mE
4275972.49 mN, 568838.03 mE
4275953.45 mN, 568803.86 mE

Survey Date _09/25/2000 Survey Method (GPS, etc.) Transit Survey Datum_NAD 27

Site Monitoring Requirements:_Visual inspections as specified in the Closure Report

Monitoring Frequency (quarterly, annually?): Inspections twice yearly to commence six
months after the closure concurrence date.

Use Restrictions

The future use of any land related to this Corrective Action Unit (CAU), as
described by the above surveyed location, is restricted from any DOE, BLM or
USFS activity that may alter or modify the containment control as approved by
the state of Nevada and identified in the CAU Closure Report or other CAU

documentation unless appropriate concurrence is obtained in advance.

Comments: _See the Closure Report for additional information on the condition of the site(s)

and any monitoring and/or inspection requirements.
Submitted By: 7%@%\}04/”]’-&6 Date: 7/ K] / 0l

Attachments: Survey Map

Q:ASHARE\KEVIN\CNTA\2000CR\USE_Restric\CMPuse_rstr.wpd June 26, 2001




CAU Use Restriction Information

CAU Number/Description: CAU 417 (Central Nevada Test Area Surface, NV)

Applicable CAS Numbers/Descriptions: CAS No. 58-09-02 / UC-1 Mud Pit A

Contact (organization/project): NNSA/NV Off-Sites Project Manager

Surveyed Area (UTM coordinates, Zone 11_, NDA 27):

UC-1MUDPIT A
NE corner: 4276025.24 mN, 568570.16 mE
SE comer: 4275993.63 mN, 568579.76 mE
SW corner: 4275992.31 mN, 568559.58 mE
NW comer:  4276018.69 mN, 568551.31 mE

Survey Date _04/10/2001  Survey Method (GPS, etc.) Transit Survey Datum_ NAD 27

Site Monitoring Requirements: Visual inspections as specified in the Closure Report

Monitoring Frequency (quarterly, annually?):_Inspections twice yearly to commence six
months after the closure concurrence date.

Use Restrictions

The future use of any land related to this Corrective Action Unit (CAU), as
described by the above surveyed location, is restricted from any DOE, BLM or
USFS activity that may alter or modify the containment control as approved by
the state of Nevada and identified in the CAU Closure Report or other CAU
documentation unless appropriate concurrence is obtained in advance.

Comments: _See the Closure Report for additional information on the condition of the site(s)

and any monitoring and/or inspection requirements.

Submitted By: Date: 7// 03/ of

Attachments: Survey Map

Q\SHARE\KEVIN\CNTA\2000CR\USE_Restric\U1Ause_rstr.wpd June 26, 2001
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CAU Use Restriction Information

CAU Number/Description:_CAU 417 (Central Nevada Test Area Surface, NV)

Applicable CAS Numbers/Descriptions:_CAS No. 58-09-05 / UC-1 Mud Pit E

Contact (organization/project): NNSA/NV Off-Sites Project Manager

Surveyed Area (UTM coordinates, Zone 11, NDA 27):

UC-1 MUDPITE
NE comer:  4276310.02 mN, 568438.16 mE
SE corner: 4276274.84 mN, 568433.69 mE
SW comer:  4276293.13 mN, 568394.17 mE
NW comer:  4276316.81 mN, 568403.87 mE

Survey Date _04/10/2001  Survey Method (GPS, etc.) Transit Survey Datum_NAD 27

Site Monitoring Requirements:_Visual inspections as specified in the Closure Report

Monitoring Frequency (quarterly, annually?): Inspections twice yearly to commence six
months after the closure concurrence date.

Use Restrictions

The future use of any land related to this Corrective Action Unit (CAU), as
described by the above surveyed location, is restricted from any DOE, BLM or
USFS activity that may alter or modify the containment control as approved by
the state of Nevada and identified in the CAU Closure Report or other CAU
documentation unless appropriate concurrence is obtained in advance.

Comments: _See the Closure Report for additional information on the condition of the site(s)

and any monitoring and/or inspection requirements.

Submitted By: . | Date: 7// 03 / 9]
Attachments: Survey Map

Q:\SHARE\KEVIN\CNTA\2000CR\USE_Restric\U1Euse_rstr.wpd June 26, 2001




CAU Use Restriction Information

CAU Number/Description: _CAU 417 (Central Nevada Test Area Surface. NV)

Applicable CAS Numbers/Descriptions: _CAS No. 58-09-06 / UC-3 Mud Pit E

Contact (organization/project): NNSA/NV Off-Sites Project Manager

Surveyed Area (UTM coordinates, Zone 11, NDA 27):

UC-3 MUD PIT E
NE comer;  4271893.96 mN, 568038.66 mE
SE corner: 4271869.14 mN, 568029.52 mE
SW corner: ~ 4271875.25 mN, 567990.52 mE
NW comer:  4271906.84 mN, 567991.36 mE

Survey Date _04/10/2001  Survey Method (GPS, etc.) Transit Survey Datum_NAD 27

Site Monitoring Requirements:_Visual inspections as specified in the Closure Report

Monitoring Frequency (quarterly, annually?): Inspections twice yearly to commence six
months after the closure concurrence date.

Use Restrictions

The future use of any land related to this Corrective Action Unit (CAU), as
described by the above surveyed location, is restricted from any DOE, BLM or
USFS activity that may alter or modify the containment control as approved by
the state of Nevada and identified in the CAU Closure Report or other CAU
documentation unless appropriate concurrence is obtained in advance.

Comments: _See the Closure Report for additional information on the condition of the site(s)

and any monitoring and/or inspection requirements.

Submitted By: . Date: J/ 0;/ Q/

Attachments: S y Map

Q:\SHARE\KEVIN\CNTA\2000CR\USE_Restric\U3Euse_rstr.wpd ' June 26, 2001




CAU Use Restriction Information

CAU Number/Description:_CAU 417 (Central Nevada Test Area Surface, NV)

Applicable CAS Numbers/Descriptions:_CAS No. 58-25-01 / UC-3 Area E Spill Southern
Qutlier

Contact (organization/project): NNSA/NV Off-Sites Project Manager

Surveyed Area (UTM coordinates, Zone 11, NDA 27):
UC-3 AREA E SPILL SOUTHERN OUTLIER starting at west most monument and proceeding
clockwise

4271862.04 mN, 567969.62 mE

4271870.18 mN, 567990.17 mE

4271862.49 mN, 568043.85 mE

4271896.46 mN, 568084.73 mE

4271893.41 mN, 568103.35 mE

4271836.63 mN, 568083.27 mE

4271821.06 mN, 568004.52 mE

Survey Date _04/10/2001  Survey Method (GPS, etc.) Transit Survey Datum_NAD 27

Site Monitoring Requirements:_Visual inspections as specified in the Closure Report

Monitoring Frequency (quarterly, annually?): Inspections twice yearly to commence six
months after the closure concurrence date.

Use Restrictions
The future use of any land related to this Corrective Action Unit (CAU), as
described by the above surveyed location, is restricted from any DOE, BLM or
USFS activity that may alter or modify the containment control as approved by
the state of Nevada and identified in the CAU Closure Report or other CAU
documentation unless appropriate concurrence is obtained in advance.

Comments: _See the Closure Report for additional information on the condition of the site(s)

and any monitoring and/or inspection requirements.

¢

Submitted By: Date: 7// 0 3// o/

J

Attachments: S y Map

Q\SHARE\KEVIN\CNTA\2000CR\USE_Restric\U3EOUTuse_rstr.wpd June 26, 2001




CAU Use Restriction Information

CAU Number/Description:_CAU 417 (Central Nevada Test Area Surface, NV)

Applicable CAS Numbers/Descriptions:_CAS No. 58-10-01 / UC-3 Shaker Pad Area S

Contact (organization/project):_NNSA/NV Off-Sites Project Manager

Surveyed Area (UTM coordinates, Zone 11, NDA 27):

UC-3 SHAKER PAD AREA S
NE comer:  4271965.29 mN, 568154.34 mE
SE comer: 4271911.05 mN, 568138.12 mE
SW comer:  4271912.87 mN. 568088.36 mE
NW comer:  4271979.68 mN, 568100.65 mE

Survey Date _04/10/2001  Survey Method (GPS, etc.) Transit Survey Datum_NAD 27

Site Monitoring Requirements:_Visual inspections as specified in the Closure Report

Monitoring Frequency (quarterly, annually?): Inspections twice yearly to commence six
months after the closure concurrence date.

Use Restrictions

The future use of any land related to this Corrective Action Unit (CAU), as
described by the above surveyed location, is restricted from any DOE, BLM or
USFS activity that may alter or modify the containment control as approved by
the state of Nevada and identified in the CAU Closure Report or other CAU
documentation unless appropriate concurrence is obtained in advance.

Comments: _See the Closure Report for additional information on the condition of the site(s)

and any monitoring and/or inspection requirements.

Submitted By: Date: 7// [)\;/ o/

Attachments: Survey Map

Q:A\SHAREXKEVIN\CNTA\2000CR\USE_Restric\U3Suse_rstr.wpd June 26, 2001




CAU Use Restriction Information

CAU Number/Description:_CAU 417 (Central Nevada Test Area Surface, NV)

Applicable CAS Numbers/Descriptions:_CAS No. 58-09-03 / UC-4 Mud Pit A

Contact (organization/project):_NNSA/NV Off-Sites Project Manager

Surveyed Area (UTM coordinates, Zone 11, NDA 27):

UC-4 MUD PIT A
NE corner:  4281277.49 mN, 568013.92 mE
SE comer: 4281212.98 mN., 568003.57 mE
SW comer:  4281218.55 mN, 567976.45 mE
NW comer:  4281281.79 mN, 567981.55 mE

Survey Date _10/12/1999  Survey Method (GPS, etc.) Transit Survey Datum_NAD 27

Site Monitoring Requirements:_Visual inspections as specified in the Closure Report

Monitoring Frequency (quarterly, annually?): Inspections twice yearly to commence six
months after the closure concurrence date.

Use Restrictions

The future use of any land related to this Corrective Action Unit (CAU), as
described by the above surveyed location, is restricted from any DOE, BLM or
USFS activity that may alter or modify the containment control as approved by
the state of Nevada and identified in the CAU Closure Report or other CAU
documentation unless appropriate concurrence is obtained in advance.

Comments: _See the Closure Report for additional information on the condition of the site(s)

and any monitoring and/or inspection requirements.

Submitted By: ( Date: Z/() 3/ / a/

Attachments: Survey Map

Q:\SHARE\KEVIN\CNTA\2000CR\USE_Restric\U4Ause_rstr.wpd June 26, 2001




CAU Use Restriction Information

CAU Number/Description:_CAU 417 (Central Nevada Test Area Surface, NV)

Applicable CAS Numbers/Descriptions:_CAS No. 58-09-03 / UC-4 Mud Pit B

Contact (organization/project):_NNSA/NV Off-Sites Project Manager

Surveyed Area (UTM coordinates, Zone 11, NDA 27):

UC4 MUD PIT B
NE corner:  4281208.37 mN, 568003.03 mE
SE corner: 4281167.27 mN., 567997.03 mE
SW comer:  4281169.94 mN, 567974.11 mE
NW corner:  4281214.13 mN, 567976.22 mE

Survey Date _10/12/1999  Survey Method (GPS, etc.) Transit Survey Datum_NAD 27

Site Monitoring Requirements: Visual inspections as specified in the Closure Report

Monitoring Frequency (quarterly, annually?): Inspections twice yearly to commence six
months after the closure concurrence date.

Use Restrictions

The future use of any land related to this Corrective Action Unit (CAU), as
described by the above surveyed location, is restricted from any DOE, BLM or
USEFS activity that may alter or modify the containment control as approved by
the state of Nevada and identified in the CAU Closure Report or other CAU
documentation unless appropriate concurrence is obtained in advance.

Comments:_See the Closure Report for additional information on the condition of the site(s)

and anv monitoring and/or inspection requirements.

Submitted By: ‘ ~ Date: 7//‘/’)3/ / a1

d

Attachments: Survey Map

Q\SHARE\KEVIN\CNTA\2000CR\USE_Restric\U4Buse_rstr.wpd June 26, 2001




CAU Use Restriction Information

CAU Number/Description:_CAU 417 (Central Nevada Test Area Surface, NV)

Applicable CAS Numbers/Descriptions:_CAS No. 58-09-03 / UC-4 Mud Pit C

Contact (organization/project):_NNSA/NV Off-Sites Project Manager

Surveyed Area (UTM coordinates, Zone 11, NDA 27):

UC4 MUD PIT C fence comners
NE corner: ~ 4281183.50 mN, 568081.68 mE
SE corner: 4281133.04 mN, 568072.66 mE
SW corner:  4281147.27 mN, 567994.55 mE
NW comer:  4281197.59 mN, 568003.72 mE

Survey Date _09/09/1999 Survey Method (GPS, etc.) Transit Survey Datum_NAD 27

Site Monitoring Requirements:___Visual inspections as specified in the Closure Report

Monitoring Frequency (quarterly, annually?): Inspections twice yearly to commence six
months after the closure concurrence date.

Use Restrictions

The future use of any land related to this Corrective Action Unit (CAU), as
described by the above surveyed location, is restricted from any DOE, BLM or
USFS activity that may alter or modify the containment control as approved by
the state of Nevada and identified in the CAU Closure Report or other CAU
documentation unless appropriate concurrence is obtained in advance.

Comments: _See the Closure Report for additional information on the condition of the site(s)
and any monitoring and/or inspection requirements.,

Submitted By: 0 ¢ Date: 7/ O}T/ or

Attachments: Survey Map

Q:\SHARE\KEVIN\CNTA\2000CR\USE_Restric\U4Cuse_rstr.wpd June 26, 2001




CAU Use Restriction Information

CAU Number/Description:_CAU 417 (Central Nevada Test Area Surface, NV)

Applicable CAS Numbers/Descriptions:_CAS No. 58-09-03 / UC-4 Mud Pit D

Contact (organization/project): NNSA/NV Off-Sites Project Manager

" Surveyed Area (UTM coordinates, Zone 11, NDA 27):

UC4 MUD PIT D
NE corner:  4281161.15 mN, 568134.18 mE
SE corner: 4281126.83 mN, 568119.03 mE
SW comer:  4281139.32 mN, 568075.08 mE
NW comer:  4281165.56 mN, 568081.63 mE

Survey Date _10/12/1999 Survey Method (GPS, etc.) Transit Survey  Datum_NAD 27

Site Monitoring Requirements:_Visual inspections as specified in the Closure Report

Monitoring Frequency (quarterly, annually?): Inspections twice yearly to commence six
months after the closure concurrence date.

Use Restrictions

The future use of any land related to this Corrective Action Unit (CAU), as
described by the above surveyed location, is restricted from any DOE, BLM or
USFS activity that may alter or modify the containment control as approved by
the state of Nevada and identified in the CAU Closure Report or other CAU
documentation unless appropriate concurrence is obtained in advance.

Comments: See the Closure Report for additional information on the condition of the site(s

and any monitoring and/or inspection requirements.
Submitted By: Sl W Date: Z / 03/ a1
Z 8 J 77

Attachments: Survey Map

Q:\SHARE\KEVIN\CNTA\2000CR\USE_Restric\U4Duse_rstr.wpd : June 26, 2001




CAU Use Restriction Information

CAU Number/Description:_CAU 417 (Central Nevada Test Area Surface, NV)

Applicable CAS Numbers/Descriptions:_CAS No. 58-10-05 / UC-4 Area X

Contact (organization/project):_NNSA/NV Off-Sites Project Manager

Surveyed Area (UTM coordinates, Zone 11, NDA 27):

UC4 AREA X
NE comer:  4281282.40 mN, 568284.01 mE
SE corner: 4281267.38 mN, 568270.71 mE
SW cormner:  4281287.77 mN, 568213.42 mE
NW comer:  4281325.98 mN, 568246.26 mE

Survey Date _09/28/2000 Survey Method (GPS, etc.) Transit Survey  Datum_NAD 27

Site Monitoring Requirements:_Visual inspections as specified in the Closure Report

Monitoring Frequency (quarterly, annually?): Inspections twice yearly to commence six
months after the closure concurrence date.

Use Restrictions

The future use of any land related to this Corrective Action Unit (CAU), as
described by the above surveyed location, is restricted from any DOE, BLM or
USFS activity that may alter or modify the containment control as approved by
the state of Nevada and identified in the CAU Closure Report or other CAU
documentation unless appropriate concurrence is obtained in advance.

Comments: _See the Closure Report for additional information on the condition of the site(s)

and any monitoring and/or inspection requirements.

Submitted By: . Date: Z/d./?/() /

Attachments: Survey Map

QASHARE\KEVIN\CNTA\2000CR\USE_Restric\U4Xuse_rstr.wpd June 26, 2001




United States Department of the Interior

U.5. JEPAATUENT OF THE INTEAIOR
BUARELU OF LAND SHANAGERENT

Bureau of Land Management
Tonopah Field Station
1333 S. Main Street
P.O.Box 911
Tonopah. Nevada 89049
(775)482-7800 Fax (775)482-7810

In Reply Refer to:
NV065-1640
- 65.01

MAY 21 2001

Runore C. Wycoff, Director
Environmental Restoration Div.
Department of Energy

Nevada Operations Office

P.O. Box 98518 .
Las Vegas, NV 89193-8518

RE: Environmental Restoration Activities for the U.S. Department of Energy’s
(DOE) Central Nevada Test Area, Hot Creek Valley, Nevada

Dear Mr. Runore:

The Bureau of Land Management, Tonopé.h Field Station, is in receipt of DOE’s document
“Corrective Action Plan for Corrective Action Unit 417: Central Nevada Test Area Surface,
Nevada.” The document, which describes your planned environmental restoration activities on
DOE land withdrawals in Hot Creek Valley, was received on or about April 16, 2000.

We look forward to receiving a copy of the completed Closure Report, which we understand will
document the completed restoration activities at the DOE sites and offer information on land use
restrictions on the withdrawn lands. Once the Closure Plan has been approved, we will
incorporate the document into the official land withdrawal file.

If you have any questions, please contact Bill Fisher at (775) 482-7830.

Sincerely.
) - ’ L
/7 Ers 42ﬂ4béi¢nﬁz7\
W Cpai Z : ACTION
W. Craig MacKinnon . INFO E 2
Assistant Field Manager. Tonopah MGR
AMBFS
AMTS

AMNS
r AMEM 2
: . AMPIA

Z000°22S0T0 " "aya




APPENDIX G

SAMPLING, INSPECTION, TESTING, AND
ACCEPTANCE (SITA) APPROVAL
MATRIX/CHECKLIST
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U.S. Departinent of Energy, Nevada Operations Oflice CAU 417 CNTA Surface SITA Plan
SECTION 1l

SITA Plan Table I
Site; UC-1 Central Mud Pit -- Preclosure Tasks

General instructions for using the' SITA Plan Tables:

REVISION : 0
DATE: _04-05-00

1. Acceptance and/or approval of tasks will be made by one (or more) of the SITA delegates (see Section I, Part 2.2 and Part 5.0 for guidance)

2. Alltask I'Ps shall be initialed by the responsible SITA delegate prior to continuance to the next phase of construction.

Sample/Test Sample/Location/ Task Tashk Check
Quantity/Frequency Requirement Acceptance Point (CP)
I Yes | Initials
Construction Stockpile/ | Per Lift | (or) and Task Hold
Phase SITA Task SITA Method(s) Other Instructions Source Typical Ne Date Point (HP)
General . . '
Information | GENERAL INSPECTIONS/OBSERVATIONS - See Specification Section 01050
- Visual, plus basic measurcments, A8
General project include survev/material data where 100% during
support applicable * construction yes ves P 9 / 26( oo
_ - _ As required per b
Lilaver Grade check lift/layer thickness, as lilVlayer
thickness required (see check points) N/A ves * 7/ 24 / a
As-built As required per . Kéc-
topographic Survey check: thickness, elevations, construction phase (A
survey slopes, as required (see hold points) N/A ves 9 /zé/ia
1 WEST DIVERSION CHANNEL EXCAVATION -- See Specification Section 02222 and Drawing No. C34 -
As-built : » W 1%
topographic Surveyv check: elevations, slopes, as After excavation
survey required ' ' completion N/A N/A gt 7/25/00 cp
2 NORTH DIVERSION CHANNEL EXCAVATION -- Sce Specicfic Section 02222 and Drawing No. C3§
As-built ) ) M(/
tlopographic Survey check: clevations, slopes, as After excavation
| survey required . completion N/A - NA [P f,‘/z»’/a:? P
3 TRENCH EXCAVATION -- See Shcciﬁcation Section 02222 and Drawing No. C29

1/ Table 1
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CAU 417 CNTA Surface SITA Plan

Sample/Test Sample/Location/ Task Task Check
Quantity/Frequency Requirement Acceptance Point (CP)
Yes | Initials
Construction Stockpile/ | Per Lift | (or) and | Task Hold
Phase SITA Task SITA Method(s) Other Instructions Source Typical | No Date | Point (HP)
As-buill Survey check: elevations, slopes, as After excavation N/A N/A e HP B
. topographic required completion ’ i ?WA/ BN [Engeme
survev . 3‘4 b // / 29 77 Z/ 4 m*l
4 IMPACTED MUD MA'I;ERIAL PLACEMENT (from Corrective Action Sites [CASs]) See Drawing C29
.| Visual verification of mud placement 2o —Jverbal frour
Placement only in relocation trench completion None N/A N/A 4 923 /pa cp '*J Sorla
As-built grade Grade check: ll)icknéss{ele\’alions, as | After mud placement Y 4% Elewstions
check required ) completion N/A N/A 9 2/23/00 HP wecoveled 57
5 WEST BERM SOIL REMOVAL (Between Relocation Trench and CMP) -- See Specification Section 02222 and Drawing No. C29 e de ches
. . . Ralesse s and 0&
As-buill grade Grade check: elevations, slopes, as After excavation f/t&' 61 3 Sovole fonmen h
check required ) completion N/A N/A ‘6’0 v/ /’2‘ /00 ¢ HP T lasie
6 " |AGITATOR TOWER REMOVAL EIGHT LOCATIONS — Sce Drawing No. C28 .
Removal of the pipe lowers, as o y 2.2
Tower removal specificd on the drawings None N/A “N/A /?"’ 7/26 (23 cp
Visual verification of completion and B
Removal verified | survev record location data as . Photographs i J?M
(8 locations) required recommended N/A N/A /4 2407 cp
, As directed by the V422
Towers placed in holding area [or Construction 9}4 .
Disposal disposal Superintendent ‘N/A N/A 7/ 260° Ccp
7 CMP EXISTING BERMS BENCHING -- See Specification Section 02222 and Drawing Nos. C30 and C31
After benching and ML | lelocned ‘J
As-built grade Grade check: elevations, slopes, as grade sloping 0 o I ol
check required completion N/A N/A ?{ 20> 1P

2" Tblel
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CAU 417 CNTA Surface SITA Plan

“SECTION I REVISION: 0
DATE: _ 04-05-00
SITA Plan Table II '
Site: UC-1 Central Mud Pit -- Closure Tasks
General instructions for using the SITA Plan Tables:
1. Acceptance and/or appro\'al of tasks will be made by one (or more) of the SITA delegates (see Section [, Part 2.2 and Part 5.0 for guidance)
2. Alltask HPs shall be initialed by the responsible SITA delegaie prior lo continuance to (he next phase of construction.
Sample/Test Sample/Location/ Task Task Check
Quantity/Frequency Requirement Acceptance Point (CP)
' _ Yes | Initials
Construction Stockpile/ | Per Lift | (or) and Task Hold
Phase SITA Task SITA Method(s) Other Instructions Source Typical No Date | Point (HP)
General
Information | GENERAL INSPECTIONS/OBSERVATIONS -- See Specification Section 01050
Visual, plus basic measurements, ALt
General project include survey/material data where 100% during '
support applicable construction yes yes Glzg /o;'
' As required per : Mt
Liftlaver Grade check lift/layer thickness, as liftlaver ’3”
thickness required (see check points) N/A ves -?/ 26/
As required per ) e
As-built construction phase
topographic Survev check: thickness, elevation, completion J}H .
survey slope, as required . (see hold points) N/A yes 7/ 2”fs-
1 GEOGRID LAYER PLACEMENT -- See Specification Section 07537 and Drawings C30 and C31
Preplacement Contact DOE/PM and NDEP at least . A5 z‘w"a Jfgf”"",t“
notification 48 hours prior to geogrid placement None N/A N/A gh ;’/Zf?ﬁ. - HP Uzof20
Placcménl only | Visual verification of completion None N/A NA [~ 7/";';(/’00 HP 2490
2 STABILIZATION LAYER PLACEMENT (Contaminated Material from CASs)

1/ Tablell
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CAU 417 CNTA Surface SITA Plan
Sample/Test Sample/Location/ Task Task Check
Quantity/Frequency Requirement Acceptance Point (CP)
Yes | Initials
Construction . Stockpile/ | Per Lift | (or) and Task Hold
Phase SITA Task SITA Method(s) Other Instructions Source Typical No Date Point (HP)
Placement only Visual verification of completion None N/A N/A s e /';7;0 cp
After contaminated ' . v A
As-buill grade Grade check: thickness, elevations, as material layer iy
check required : placement completion N/A N/A I'¢ / 7/ o2 Ccp
3 STABILIZATION LAYER PLACEMENT (Native Material) -- See Specification Section 02223 and Drawings C32 and C33
’ 2-ft laver Compaction process: minimum four ) § Y 22
First placement passes with LGP equipment None N/A yes Jw 2(¢loe cp
2-ft layer Compaction process: minimum four ] . AL
Sccond placement passes with LGP equipment None N/A yes Y o 2(r1los cp
Grade check: thickness, elevations, After each layer/lift u -
Grade check slopes, as required placement completion N/A yes & < l17/ae CP.
As-built - After native material #A0C.
topographic Survev check: thickness, elevations, laver placement :}M
survey slopes, as required completion N/A ves 9 [2¢/50 HP
4 MONUMENTS, FENCING, & SIGNAGE PLACEMENT -- Sce Specification Sections 02831& 03001 and Drawings C32 and C36
Monuments Installation/survey data * Completion N/A N/A 9"’ g /:;: o cp
Fencing Installation Completion N/A N/A | /;:_";; cr
Signage Installation Completion N/A NA  |yen |00 cp
Cap surface - final topographic survey ] ‘Ze,‘,
Survey -- as-built drawings Final N/A N/A w 9 (2572 HP
‘5 VEGETATIVE LAYER PROCEDURE (Placed Stabilization Layer Material) ‘3" o kB g f.“/ 95/ foo .
Site prep: prior to placement of any ¢ "2" W” 72/ . ,
Prepare cover vegetation disc/plow cover surface - e K fhransple i/ﬁ/ o/
only avoiding the subsidance monuments - None N/A. N/A : HP
6 UC-1 CMP CLOSURE CAP CONSTRUCTION COMPLETION
W 2
Site tour Establish with DOE/PM (and notify None N/A N/A ‘9’4’ < frofo] HP

2/7 el
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Sample/Test Sample/Location/ Task Task Check
: Quantity/Frequency Requirement Acceptance | Point (CP)
Yes | Initials
Construction Stockpile/ | PerLift } (or) and Task Hold
Phase SITA Task SITA Method(s) Other Instructions Source Typical No Date Point (HP)
confirmation NDEP) closure acceplance tour Ape 7
date/time i Hoofof
Site tour Closure acceptance/Sign-ofl Final N/A N/A - |g2o 7//‘,10/ 1P
-

3/ Tablell
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SECTION 11 ' REVISION: 0
: DATE: _04-05-00

SITA Plan Table 111
Site: UC-1 Trench -- Closure Tasks

General instructions for using the SITA Plan Tables:
1. Acceptance and/or approval of tasks will be made by one (or more) of the SITA delegates (see Section 1, Part:2.2 and Part 5.0 for guidance)

2. All task HPs shall be initialed by the responsible SITA delegate prior to continuance to the next phase of construction.

Sample/Test Sample/Location/ Task Task Check
Quantity/Frequency Requirement Acceptance Point (CP)
' _ Yes | Initials .
Construction . . Stockpile/ | Per Lift (ep) and Task Hold
Phase SITA Task SITA Method(s) " Other Instructions Source Typical | No Date { Point (HP)
General ' .
Information | GENERAL INSPECTIONS/OBSERVATIONS — Sec Specification Scction 01050
Visual, plus basic measurements, R 2224
General project include survey/material data where 100% during .
support applicable construction ves ves iad Yk Zé/ o0
As required per ! W /4
Liflaver Grade check lit/laver thickness, as lift/layer SM
thickness required (see check points) N/A ves 2/2¢/07
As required per e
As-buill o _ : ‘ construclior! phase {(?M g /) foo /{45. bw"éhg AMW Hend
topographic Survey check: thickness, elevation, completion .
survey slope, as required : (see hold points) N/A yes
| GEOGRID LAYER PLACEMENT -- Sce Specification Section 07537 and Drawings C30 and C31
Preplacement Contact DOE/PM and NDEP at least ) ‘3” M5
notification * | 48 hours prior to geogrid placement None N/A N/A @fzz/c| ~ HP
Placement only Visual verification of completion None N/A NA W otrdfor B!
2 STABILIZATION LAYER PLACEMENT (Contaminated Material from CASs - #e

1/ Table Il



}

I

I

I I ] !

U.S. Department of Energy, Nevada Operations Office

!

1 1 |
CAU 417 CNTA Surface SITA Plan

Task Check

Sample/Test Sample/Location/ Task
Quantity/Frequency Requirement Acceptance Point (CP)
- Yes | Initials

Construction Stockpile/ | Per Lift | (or) and Task Hold
Phase SITA Task SITA Method(s) Other Instructions Source Typical No Date | Polnt (HP)

Placement only Visual verification of completion None N/A N/A Yoo |ofrs/ cp

After contaminated e
As-built grade Grade check: thickness, elevations, as material layer 3,4 2
check required placement completion N/A N/A §/25/02 CP

3 STABILIZATION LAYER PLACEMENT (Nafive Material) -- See Specification Section 02223 and Drawings C32 and C33
2-ft layer Compaction process: minimun four [
First placement passes with LGP equipment None NIA ves W Y/t cr
2-f1 laver Compaction process: minimun four | W,
Second placement passes with LGP equipment None N/A ves yp A yufo2 cp
Grade check: thickness, eic\'ations, After each layer/lift rBe | Dur. ’;:j r’/““’"““f /
Grade check slopes, as required placement completion N/A ves ‘j” P22/ CcP i, 53
. QL1 (29
. . - 7 Qsclt checden
As-built ) After native material z/(/'S&
topographic Survey check: thickness, elevations, layer placement y ad
survey slopes, as required : completion N/A yes 9 [zéfo2 HP
4 MONUMENTS, FENCING, & SIGNAGE PLACEMENT -- Sce Specification Sections 02831 & 03001 and Drawings C32 and C36
Monuments [nstallation/survey data Completion N/A | N/A “Gpr Ffeofrs Ccp
Fencing Installation Completion N/A N/A: 7 ?,7/’;2 R cp
Signage Installation Completion N/A N/A Y2 |, /;‘";}; cr
Cap surface - final topographic survey ' (a;/, e
Survey -- as-built drawings Final N/A N/A /28f0 1p
5 VEGETATIVE LAYER PROCEDURE (Placed Stabilization Layer Material) ' .
Site prep: prior to placement of any ke repped n; v
Prepar - . ; ; R : 7, 2 5"'—‘195[ i/ 20/ 22
repare cover vegetation disc/plow cover surface - 294 ol 4
only avoiding the subsidance monuments None N/A N/A Lo frepiple ﬁf 1 /"/ o/
6 UC-1 TRENCH CLOSURE CAP CONSTRUCTION COMPLETION . e
TCIL™
Site tour Establish with DOE/PM (and notify None N/A N/A P Nrtyafos 1P

2/ 7 nelll
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Sample/Test Sample/Location/ Task Task Check
. Quantity/Frequency Requirement Acceptance Point (CP)
Yes | Initials | -
Construction Stockpile/ | Per Lift | (or) and Task Hold
Phase SITA Task - SITA Method(s) Other Instructions Source Typical | No Date | Point (HP)
confirmation NDEP) closure acceptance tour c ¥6c
date/ime (g #liafol
Site tour Closure acceplance/Sign-off Final N/A NA |4 | o/ wfor 1P
e

3/ Table 111
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CAU 417: CNTA UC-1 CENTRAL MUD PIT COVER, POST-CLOSURE MONITORING CHECKLIST

Date of Last Inspection:

Reason for Last Inspection:

Responsible Agency:

Project Manager:

Inspection Date:

Inspector (name, title, organization):

1.

Assistant Inspector (name, title, organization):

A. GENERAL INSTRUCTIONS

All checklist items must be completed and detailed comments made to document the results of the site inspection. The
completed checklist is part of the field record of the inspection. Additional pages should be used as necessary to ensure
that a complete record is made. Attach the additional pages and number all pages upon completion of the inspection.
Any checklist line item marked by an inspector in a SHADED BOX, must be fully explained or an appropriate reference to
previous reports provided. The purpose of this requirement is to provide a written explanation of inspector observations
and the inspector's rationale for conclusions and recommendations. Explanations are to be placed on additional
attachments and cross-referenced appropriately. Explanations, in addition to narrative, will take the form of sketches,

measurements, annotated site maps.

The site inspection is a walking inspection of the entire site including the perimeter and sufficient transects to be able to
inspect the entire surface and all features specifically described in this checklist.

A standard set of color 35 mm photographs (or equivalent) is required.

In addition, all anomalous features or new features

(such as changes in adjacent area land use) are to be photographed. A photo log entry will be made for each photograph

taken.

This unit will be inspected biannually with formal reporting to the Nevada Division of Environmental Protection to be done
annually. The annual report will include an executive summary, this inspection checklist with field notes and photo log

attached, and recommendations and conclusions.

B. PREPARATION (To be completed prior to site visit) YES NO EXPLANATION.
1. . Site as-built plans and site base map reviewed.
2. Previous inspection reports reviewed.
a. Were anomalies or trends detected on previous
inspections?
b. Was maintenance performed?
3. Site maintenance and repair records reviewed.
a. Has site repair resulted in a change from as-built
conditions?
L b. Are revised as-builts available that reflect repair changes?
C. SITE INSPECTION (To be completed during inspection) YES NO EXPLANATION

f.

a.

b.

e.

a.

1. Adjacent off-site features within watershed areas.

Have there been any changes in use of adjacent area?
Are there any new roads or trails?

Has there been a change in the position of nearby
washes?

Has there been lateral excursion or erosion/deposition of
nearby washes?

Are there new drainage channels?

Change in surrounding vegetation?

2. Security fence, signs.

Displacement of fences, site markers, boundary markers,
or monuments?

Have any signs been damaged or removed?
(Number of signs replaced: )

Were gates locked?




CAU 417: CNTA UC-1 CENTRAL MUD PIT COVER, POST-CLOSURE MONITORING CHECKLIST

3. Waste Unit cover. YES NO EXPLANATION

a. Is there evidence of settling?

b. Is there cracking?

c. Is there evidence of erosion around the cap (wind or
water)?

d. Is there evidence of animal burrowing?

e. Have the site markers been disturbed by man or natural

processes?

f. Do natural processes threaten to integrity of any cover or
site marker?

g. Other?

4. Vegetative cover.

a. Is perimeter fence or mesh fencing damaged?

b. Is there evidence of horses or rabbits on site?

c. Is organic mulch and/or plants adequate to prevent
erosion?

d. Are weedy annual plants present? If yes, are they a
probiem?

e. Are seeded plant species found on site?

f. Is there evidence of plant mortality?

5. Photo Documentation

a. Has a photo log been prepared?

c. Number of photos exposed ( )

D. FIELD CONCLUSIONS

1. ls there an imminent hazard to the integrity of the unit?
(Immediate report required)

Person/Agency to whom report made:

Are more frequent inspections required?

Are existing maintenance/repair actions satisfactory?

Is other maintenance/repair necessary?

Is current status/condition of vegetative cover satisfactory?

I (S P [ [

Rationale for field conclusions:

E. CERTIFICATION

| have conducted an inspection of the UC-1 Cental Mud Pit Cover, CAU 417, at the Central Nevada Test Area in accordance with
the Post-Closure Monitoring Plan (see Closure Report) as recorded on this checklist, attached sheets, field notes, photo logs, and

photographs.

Chief Inspector's Signature: Printed Name:

Title: Date:




CAU 417: CNTA UC-4 MUD PIT C COVER, POST-CLOSURE INSPECTION CHECKLIST

Date of Last Inspection: Reason for Last Inspection:

Responsible Agency: Project Manager:

Inspection Date:

Inspector (name, title, organization):

Assistant Inspector (name, title, organization):

A, GENERAL INSTRUCTIONS

All checklist items must be completed and detailed comments made to document the results of the site inspection. The
completed checklist is part of the field record of the inspection. Additional pages should be used as necessary to ensure
that a complete record is made. Attach the additional pages and number all pages upon compietion of the inspection.
Any checklist line item marked by an inspector in a SHADED BOX, must be fully explained or an appropriate reference to
previous reports provided. The purpose of this requirement is to provide a written explanation of inspector observations
and the inspector's rationale for conclusions and recommendations. Explanations are to be placed on additional
attachments and cross-referenced appropriately. Explanations, in addition to narrative, will take the form of sketches,
measurements, annotated site maps.

The site inspection is a walking inspection of the entire site inciuding the perimeter and sufficient transects to be able to
inspect the entire surface and all features specifically described in this checklist.

A standard set of color 35 mm photographs (or equivalent) is required. In addition, all anomalous features or new features
(such as changes in adjacent area land use) are to be photographed. A photo log entry will be made for each photograph
taken.

This unit will be inspected biannually with formal reporting to the Nevada Division of Environmental Protection to be done
annually. The annual report will include an executive summary, this inspection checklist with field notes and photo iog
attached, and recommendations and conclusions.

B. PREPARATION (To be completed prior to site visit) YES NO EXPLANATION

1. Site as-built plans and site base map reviewed.

2. Previous inspection reports reviewed.

a. Were anomalies or trends detected on previous

b. Was maintenance performed?

inspections?

3. Site maintenance and repair records reviewed.

a.

b. Are revised as-builts available that reflect repair chahges?
C. SITE INSPECTION (To be completed during inspection) YES NO EXPLANATION

Has site repair resulted in a change from as-built
conditions?

f.

1. Adjacent off-site features within watershed areas.
a.

b.

e.

2. Security fence, signs.

a.

Have there been any changes in use of adjacent area?

Are there any new roads or trails?

Has there been a change in the position of nearby
washes?

Has there been lateral excursion or erosion/deposition of
nearby washes?

Are there new drainage channels?

Change in surrounding vegetation?

Displacement of fences, site markers, boundary markers,
or monuments?

Have any signs been damaged or removed?
(Number of signs replaced: )

Were gates locked?




CAU 417: CNTA UC-4 MUD PIT C COVER, POST-CLOSURE INSPECTION CHECKLIST

3. Waste Unit cover. YES NO EXPLANATION

a. Is there evidence of settling?

b. Is there cracking?

c. Is there evidence of erosion around the cap (wind or
water)?

d. lIs there evidence of animal burrowing?

e. Have the site markers been disturbed by man or natural
processes?

f. Is the vegetation on the cover?

g. Do natural processes threaten to integrity of any cover or
site marker?

h. Other?

4. Photo Documentation

a. Has a photo log been prepared?

c. Number of photos exposed ( )

D. FIELD CONCLUSIONS

1. Is there an imminent hazard to the integrity of the unit?
(Immediate report required)

Person/Agency to whom report made:

Are more frequent inspections required?

Are existing maintenance/repair actions satisfactory?

Is other maintenance/repair necessary?

Is current status/condition of vegetative cover satisfactory?

I A EoE N

Rationale for field conclusions:

E. CERTIFICATION

I have conducted an inspection of the UC-4 Mud Pit C Cover, CAU 417, at the Central Nevada Test Area in accordance with the
Post-Closure Inspection Plan (see Closure Report) as recorded on this checklist, attached sheets, field notes, photo logs, and
photographs.

Chief Inspector's Signature: Printed Name:

Title: Date:
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DOCUMENT REVIEW SHEET

Document Title/Number: Closure Report for Corrective Action Unit 417: Central Nevada Test Area Surface, Nevada
Document Date: July 2001

Revision Number: 0
Originator/Organization: Bechtel Nevada
Reviewer/Organization: Nevada Division of Environmental Protectlon

Comment

Number/ 5 Comment Comment Response

Location

1. Section 5.0 M The closure report was found to be deficient Section 5.0 has been modified to state YES

page 49. in that it does not explicitly state in Chapter that specific compliance criteria for the
5.0 Post Closure Monitoring Plan that in the UC-1 cover performance will be
event that the UC-1 CMP cover was not established once the soil moisture in the
performing as designed, or if the vegetative | cover has reached equilibrium. Once
cover was not healthy and capable of equilibrium has been reached, if the
performing the function of transpiring soil cover is found to be not in compliance, a
cover moisture as designed, that the work plan detailing the proposed
NNSA/NV would take steps to repair, re- corrective actions will be prepared and
vegetate, or otherwise restore the soil cover submitted to the NDEP for approval prior
or vegetation so that it meets design criteria. to making corrective actions.

a. Comment Types: M=Mandatory ~ S=Suggested Page 1 of 3



DOCUMENT REVIEW SHEET

Comment
Number/ Type* Comment Comment Response Accept
Location

2. Seciton 5.0 M The Post Closure Monitoring Plan does state YES

page 49

that if inspection results indicate that
maintenance or repair of the cover or other
site installations is required, that those
repairs will be made and NDEP informed.
However, no criteria are provided on which
maintenance and repair decisions are to be
based. What is required is a set of quantified
criteria that will be used to make these
decisions (e.g. subsidence distance or
percentage over designed cover subsidence,
depth or number of erosion rills in cover,
diversion channel scour depth or distance of
deviation from original channel).

See response to comment 1 above.

If the UC-1 cover is not in compliance
and/or if other site repairs are required
the NNSA/NV will inform the NDEP
and, if necessary, a work plan detailing
the proposed corrective actions will be
prepared and submitted to the NDEP for
approval prior to making corrective
actions.

a. Comment Types: M=Mandatory = S=Suggested Page 2 of 3




DOCUMENT REVIEW SHEET

page 47 and
Appendix F

Section 42 and exact coordinates are given
in Appendix F. The U.S. Bureau of Land
Management (BLM) has been informed of
the impending closure (letter in Appendix
F), but has not formally documented the
land-use restrictions in its records. Final
closure of CAU 417 and movement of CAU
417 from Appendix III to Appendix IV of
the FFACO “Closed Corrective Action
Units” will not occur until final recordation
1s made by BLM , in terms of appropriately
incorporating the land use restrictions into
the Land Withdrawal Record, and evidence

of that action is received by NDEP.

accordance with the procedure agreed to
by the NDEP and the DOE.

Comment _
Number/ Type* Comment Comment Response Accept
Location

3. Section 4.2 M Land-use restrictions are stipulated in This issue will be addressed in YES

a. Comment Types: M=Mandatory = S=Suggested Page 3 of
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Closure Report - CAU No. 417
Central Nevada Test Area
Section: Distribution List
Revision: 1

Date: November 5, 2001

DISTRIBUTION LIST

*Provide copy of initial distribution of Revision 0; remainder of list gets Revision 0 if approved
without changes. The entire list receives Revision 1, if issued.

Nevada Division of Environmental Protection

Paul Liebendorfer 2 (Controlled)*
Bureau of Federal Facilities

Division of Environmental Protection

333 W. Nye Lane, Room 138

Carson City, NV 89706-0851

Supervisor, Las Vegas Office 1 (Controlled)*
Bureau of Federal Facilities

Division of Environmental Protection, Las Vegas Office

555 E. Washington, Suite 4300

Las Vegas, NV 89101-1049

U.S. Department of Energy

Sabrina Lawrence 1 (Controlled)*
Environmental Restoration Division

U.S. Department of Energy

National Nuclear Security Administration

Nevada Operations Office

P.O. Box 98518 M/S 505

Las Vegas, NV 89193-8518

Monica Sanchez 1 (Uncontrolled)*
Project Manager

Environmental Restoration Division

U.S. Department of Energy

National Nuclear Security Administration

Nevada Operations Office

P.O. Box 98518 M/S 505

Las Vegas, NV 89193-8518

Peter Sanders 2 (Uncontrolled)*
Environmental Restoration Division

U.S. Department of Energy

National Nuclear Security

Administration Nevada Operations Office

P.O. Box 98518 M/S 505

Las Vegas, NV 89193-8518
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Central Nevada Test Area
Section: Distribution List
Revision: 1

Date: November 5, 2001

DISTRIBUTION LIST (Continued)

U.S. Department of Energy (continued)

U.S. Department of Energy 1 (Uncontrolled,
Office of Scientific and Technical Information ' electronic copy)
P.O. Box 62

Oak Ridge, TN 37831-0062

U.S. Department of Energy 1 (Uncontrolled)
National Nuclear Security Administration

Nevada Operations Office

Technical Information Resource Center

P.O. Box 98518, M/S 505

Las Vegas, NV 89193-8518

Manager, Southern Nevada 1 (Controlled) &
FFACO Public Reading Room 1 (Uncontrolled)
P.O. Box 98521 M/S NLV040

Las Vegas, NV 89193-8521

Bechtel Nevada

Correspondence Control 1 (Uncontrolled)*
Bechtel Nevada

P.O. Box 98521 M/S NLV008

Las Vegas, NV 89193-8521

Environmental Management Library 1 (Uncontrolled)*
Bechtel Nevada

P.O. Box 98521 M/S NLV080

Las Vegas, NV 89193-8521

Kevin Campbell 1 (Uncontrolled)*
Bechtel Nevada

P.O. Box 98521 M/S NTS306

Las Vegas, NV 89193-8521

Gregory Doyle 1 (Uncontrolled)*
Bechtel Nevada

P.O. Box 98521 M/S NTS306

Las Vegas, NV 89193-8521
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Bechtel Nevada (continued)

Ann Heidema

Bechtel Nevada

P.O. Box 98521 M/S NLV102
Las Vegas, NV 89193-8521

Wayne Johnson

Bechtel Nevada

P.O. Box 98521 M/S NTS306
Las Vegas, NV 89193-8521
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